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EXISTING UNREINFORCED

CONCRETE CURB

EXISTING HANDRAIL POST

APPROXIMATE

300 - 400

TYPE 1 EXISTING CONDITIONS - LOCAL CONCRETE CURB

DELAMINATION AT HANDRAIL POST

SCALE: 1:25
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NOTE: CURB DELAMINATIONS AND SPALLING

MAY BE ON SLOPED CURBS AT STAIRS.

TYPE 2 EXISTING CONDITIONS - TYPICAL DECK SOFFIT

DELAMINATION

SCALE: 1:20
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DECK SOFFIT

TYPICAL DECK SOFFIT

DELAMINATION. SIZE AND

NUMBER VARIES AT

CANTILVERS AND

INTERIOR BAYS.
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ARC SPRAY ZINC EXTENTS

SPALL

CONCRETE REPAIR

TYPE 2 - PROPOSED TYPICAL

DECK SOFFIT WORK

SCALE: 1:20
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DECK SOFFIT

300

(TYP)

TYPICAL DECK SOFFIT ACTIVATED ARC

SPRAY ZINC EXTENTS.  ABRASIVE BLAST

SURFACE AND APPLY ACTIVATED ARC

SPRAY ZINC 300 PAST DELAMINATION.

PROVIDE MINIMUM ONE SHORTED REBAR

CONNECTION ON EACH AREA WHERE ARC

SPRAY ZINC IS APPLIED.
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SAW CUT AND REMOVE

DELAMINATED/SPALLED AREA AT 10

LOCATIONS. 5 ON NW PLAZA AND 5 ON

NE PLAZA. FORM AND PRESSURE GROUT

CONCRETE PATCHES.
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EXISTING HANDRAIL POST

TYPE 1 - PROPOSED LOCAL CONCRETE CURB

REPAIR AT HANDRAIL POST

SCALE: 1:25 10 LOCATIONS
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APPLY BONDING AGENT TO

EXISTING SURFACES BEFORE

PRESSURE GROUTING
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TYPE 3 EXISTING CONDITIONS - TYPICAL LOW

BACKWALL COVER

SCALE: 1:20
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TYPE 3 - PROPOSED TYPICAL

LOW BACKWALL COVER WORK

SCALE: 1:20
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TYPICAL ABUTMENT BACKWALL ACTIVATED ARC

SPRAY ZINC EXTENTS. ABRASIVE BLAST

SURFACE AND APPLY ACTIVATED ARC SPRAY

ZINC 300 PAST DELAMINATION.
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PROVIDE MINIMUM ONE SHORTED REBAR

CONNECTION ON EACH AREA WHERE ARC

SPRAY ZINC IS APPLIED.

2 LOCATIONS

300

(TYP)

ELEVATION

LOCATION OF UNDERGROUND STRUCTURES

AS SHOWN ARE BASED ON THE BEST

INFORMATION AVAILABLE BUT NO

GUARANTEE IS GIVEN THAT ALL EXISTING

UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT.  CONFIRMATION OF

EXISTENCE AND EXACT LOCATION OF ALL

SERVICES MUST BE OBTAINED FROM THE

INDIVIDUAL UTILITIES BEFORE PROCEEDING

WITH CONSTRUCTION.

NOTE:

LOCATION APPROVED
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TYPICAL DELAMINATED AND SPALLED CONCRETE AROUND HANDRAIL POST AT NORTH PLAZA

TYPICAL EXPOSED REINFORCEMENT

TYPICAL DECK SOFFIT DELAMINATION AND RUST STAINING

A
1

 
S

I
Z

E
 
5

9
4

m
m

 
x
 
8

4
1

m
m

Member

NEILSON

D.A.

37248


