
TYPE 9 EXISTING CONDITIONS - MAP OF DELAMINATION

ON EXTERNAL SIDE OF GIRDER W1-2 No.7
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REINFORCEMENT OF GIRDER W1-2 No.7
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SECTION - GIRDER W1-2 No.7
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DECK HAUNCH

EXISTING CONCRETE TRAFFIC

BARRIER C/W BRIDGE ALUMINUM

BARRIER RAIL (INSTALLED 2005)

NEWER DECK HALF-THICKNESS

(INSTALLED 2005)

OLDER DECK HALF-THICKNESS

(INSTALLED 1969)

PRECAST,

PRESTRESSED

POST-TENSIONED

GIRDER W1-2 No. 7

PARTIAL DECK SECTION
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SECTION - REPAIR OF GIRDER W1-2 No.7
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TYPE 9 - PROPOSED DELAMINATION REPAIR

ON EXTERNAL SIDE OF GIRDER W1-2 No.7

SCALE: 1:20
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ARC SPRAY ZINC EXTENTS

SPALL

CONCRETE REPAIR

LOCATION OF UNDERGROUND STRUCTURES

AS SHOWN ARE BASED ON THE BEST

INFORMATION AVAILABLE BUT NO

GUARANTEE IS GIVEN THAT ALL EXISTING

UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT.  CONFIRMATION OF

EXISTENCE AND EXACT LOCATION OF ALL

SERVICES MUST BE OBTAINED FROM THE

INDIVIDUAL UTILITIES BEFORE PROCEEDING

WITH CONSTRUCTION.

NOTE:

LOCATION APPROVED
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MAINTENANCE WORKS DETAILS IV
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1

DELAMINATION AND CORROSION ON DECK

CANTILEVER AND EXTERIOR SIDE OF TOP

FLANGE AND WEB ON GIRDER W1-2 No.7

DELAMINATION AND CORROSION ON EXTERIOR SIDE OF WEB ON GIRDER W1-2 NO.7

DELAMINATION AND CORROSION ON EXTERIOR

SIDE OF BOTTOM FLANGE ON GIRDER W1-2 No.7
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