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WESTDALE POOL MODIFICATIONS
550 DALE BOULEVARD
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WINNIPEG, MANITOBA

5Contact: Jackie WilkieContact: Doug Sinclair, Jason HlatkyContact: Ric Patiu, Ian TaylorContact: Mark Bauche
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ISSUED FOR 95% REVIEW08/04/143 MB

Mechanical/Electrical Contractor:General Contractor:Landscape Architect:

20/06/144 MBISSUED FOR 99% REVIEW
04/07/145 MBISSUED FOR CONSTRUCTION
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SLOPE TRANSITION 
MARKINGS (TYP.) 
CONTINUE LINE UP WALL 
TO MEET DECK (TYP.) 
REFER TO DETAIL 2/L1.4

MATERIALS NOTES 
 
1. CONDUCT ALL WORK IN ACCORDANCE WITH PART 'E' SPECIFICATIONS OUTLINED IN RFP 
No. 835-2013. 
 
2. CONTRACT ADMINSTRATOR CONTACT INFORMATION IS AS FOLLOWS: 
 

- JACKIE WILKIE, McGoWAN RUSSELL GROUP AT 204-956-0396 
 
3. PROVIDE SAMPLE OF CONCRETE FINISH TO STRUCTURAL ENGINER AND CONTRACT 
ADMINISTRATOR FOR APPROVAL PRIOR TO CASTING OF CONCRETE POOL DECK. 
 
4. INSTALL AND OBTAIN APPROVAL FOR ALL HARD SURFACES PRIOR TO COMMENCING 
SOFT LANDSCAPING. 
 
5. INSTALL CONCRETE IN ACCORDANCE WITH  STRUCTURAL DRAWINGS AND  RFP 835-2013 
SECTIONS E25 & E26. 
 
6. INSTALL FENCE IN ACCORDANCE WITH DETAIL 2/L1.2 AND RFP 835-2013 SECTION E28. 
MATCH EXISTING SITE FENCE. 
 
7. COMPLETE FINE GRADING PRIOR TO INSTALLING SOD.   
 
8. INSTALL SOD PER CW-3540. TOPSOIL & FINISH GRADING FOR ESTABLISHMENT OF TURF 
AREAS. 
 
9. REPAIR ALL SOD DAMAGED DURING CONSTRUCTION OPERATIONS IN ACCORDANCE WITH  
RFP 835-2013 SECTION E8. 
 
10. STAINLESS STEEL CUP ANCHORS TO BE INSTALLED PER MANUFACTURER'S 
INSTRUCTION AND RFP 835-2013 SECTION E22. PRODUCT: STAINLESS STEEL CUP ANCHOR 
PART NUMBER 58316-00, AS SUPPLIED BY SPECTRUM PRODUCTS, 71 SPECTRUM LANE, 
MISSOULA, MONTANA 59808. PHONE: 1-800-791-8056 OR APROVED EQUAL. PAINT REPLACED 
CONCRETE SURROUNDING ANCHORS TO MATCH POOL WALLS PRIOR TO APPLYING 
WATERPROOF COATING TO POOL. 

LEGEND

EXISTING CHAINLINK FENCE TO BE RETAINED

NEW CHAIN LINK FENCE

PROPERTY LINE

NEW PLANTING BED 
REFER TO RFP 835-2013 SECTION E30

NEW CONCRETE POOL DECK 
REFER TO RFP 835-2013 SECTION E26

EXISTING CONCRETE POOL DECK AND UTILIDOR

NEW CONCRETE POOL DECK 
DOWELLED TO EXISTING. 
REFER TO STRUCTURAL

NEW DEPTH MARKINGS (TYP.) 
COLOUR: BLACK 
HEIGHT: 0.15m 
DIGITAL TEMPLATE TO BE 
PROVIDED BY CONSULTANT

NEW EDGE MARKING 
AROUND PERIMETER OF POOL 
COLOUR: BLACK

WIDENED MARKING AT 
BEACH ENTRY TRANSITION 

COLOUR: BLACK

3 - 12' KERSPLASH POOL CLIMBING WALL FRAMES C/W 'CRYSTAL CLEAR' PANELS 
INSTALL PER MANUFACTURER'S INSTRUCTIONS. 
REFER TO STRUCTURAL FOR ADDITIONAL BRACING IN UTILIDOR

EXISTING PANEL (TYP.)

NEW POOL DECK AND BASIN MARKINGS

GRASS

GRASS

GRASS

3
L1.4

SITE SIGNAGE

METER PIT PER CITY OF 
WINNIPEG SD-241B 

REFER TO MECHANICAL

2
L1.2

NEW CHAINLINK FENCE

2.24m HEIGHT

2
L1.2

NEW CHAINLINK FENCE

2.24m HEIGHT
NEW DRAIN -  
REFER TO STRUCTURAL FOR CONCRETE REPAIR 
AT DRAINS IN EXIST. POOL DECK

NEW METER PIT  
REFER TO MECHANICAL

D

LS EXISTING LIGHT STANDARD 

LS

NEW SKIMMER 
REFER TO MECHANICAL

NEW LIGHT STANDARD 

S

NEW CONCRETE BEACH 
ENTRY AND WALLS 
REFER TO STRUCTURAL
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PARTIALLY DEMOLISHED 
WALL BELOW NEW SLAB. 
REFER TO STRUCTURAL

2.24m HIGH CHAIN LINK GATE

40mm O.D. S/S HANDRAIL

END OF NEW 2.24m HT. 
CHAIN LINK FENCE 
START OF NEW 1.8m HT. 
CHAIN LINK FENCE

END OF NEW 1.8m HT. 
CHAIN LINK FENCE

END OF NEW 2.24m HT. 
CHAIN LINK FENCE

L1.4
MATERIALS PLAN AND DETAILS

WALL MARKINGS
SCALE: 1:200
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SITE SIGNAGE
SCALE: AS NOTED

3

L1.4

NOTE: DIGITAL TEMPLATE TO BE PROVIDED BY CONSULTANT

3.7 M 1.5 M 0.9 M 0.9 M

WATER LINE

SLOPE TRANSITION MARKING (TYP.) 
COLOUR: BLACK

DEPTH MARKING (TYP.) 
GRAPHIC TEMPLATES TO BE 
PROVIDED BY CONSULTANT 
COLOUR: BLACK

8.48
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S/S CUP ANCHOR (TYP.) 
INSTALL PER 
MANUFACTURER'S 
INSTRUCTIONS

±0
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S/S CUP ANCHOR

S/S CUP 
ANCHOR

S/S CUP 
ANCHOR

SECTION 
1:50

SIGN FACE 
1:25

0 
.7

m

FENCE POSTS EMBEDDED IN 
CONCRETE AT SIGN LOCATIONS. 
DIMENSIONS OF FOOTINGS PER 

MANUFACTURER'S INSTRUCTION

1.
5m

SIGNAGE ATTACHED AT FENCE 
POSTS PER MANUFACTURER'S 

INSTRUCTION.
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