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STA: 0+96.27 ELEV: 231.904

STA: 1+81.08 ELEV: 231.963

STA: 1+03.76 ELEV: 231.793
STA: 1+25.38 ELEV: 231.684

STA: 1+91.63 ELEV: 231.910

STA: 2+37.15 ELEV: 231.681
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-0.50%

0.50% -0.50%

STA: 0+96.27 ELEV: 231.957

STA: 1+03.76 ELEV: 231.868 STA: 1+25.38 ELEV: 231.759

STA: 1+81.08 ELEV: 232.038

STA: 2+37.15 ELEV: 231.756
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INSTALL NEW 1800 CATCHBASIN
WITH CURB & GUTTER INLET (SD-024)
CONNECT TO 375 COMBINED SEWER

WITH 250mm PVC PIPE AS PER CW 2130
(BOTH SIDES)
RIM = 231.684

SUBDRAIN INV = 230.859
CB INV = 230.034
CS INV = 228.224

INSTALL 6.0m SUBDRAIN (SD-245)
CONNECT TO CATCHBASIN

AND CAP ENDS AS PER CW 3120
(BOTH SIDES)

ABANDON EXISTING INLET
& CATCHBASIN AS PER CW 2130

AQUEDUCT
MANHOLE

231.903

231.904

232.060

INSTALL NEW 1800 CATCHBASIN
WITH CURB & GUTTER INLET (SD-024)
CONNECT TO 375 COMBINED SEWER

WITH 250mm PVC PIPE AS PER CW 2130
(BOTH SIDES)
RIM = 231.681

SUBDRAIN INV = 230.856
CB INV = 230.031
CS INV = 227.641

INSTALL 6.0m SUBDRAIN (SD-245)
CONNECT TO CATCHBASIN

AND CAP ENDS AS PER CW 3120
(BOTH SIDES)

232.168

231.824

232.129

232.171

231.963

2.0%2.0%2.0%

REPLACE MH RISERS
0.0 - 1.0m AND

INSTALL NEW FRAME &
SOLID COVER (AP-004,AP-005)

232.158232.090 232.214

M.H.
W. INV. 228.410
E. INV. 228.405

M.H. INV.
227.981

LIMIT OF RECONSTRUCTION

REMOVE EXISTING PAVEMENT
AND CONSTRUCT NEW 150mm
REINFORCED CONCRETE
PAVMENT (TYP)

232.214

3.
40

3.
96

5.
33

232.138

232.072

232.161

231.963 231.795231.824

REP
0.0 
INS
SOL

231.795150 UNDERDRAIN 114 GAS

150 WM

114 GAS

1200 AQUEDUCT

150 WM
ABANDONED 150 WM

3.
35

2.
49

35
0 

C
S

231.957

ABANDON EXISTING
CATCHBASIN AS PER CW 2130

TREE TO BE REMOVED

232.035

0.92

1.52
4.88

5.33
2.79

231.681

231.756

231.681

232.072

REMOVE EXISTING
CONCRETE SIDEWALK

15.084

6.70

CAUTION GAS

REMOVE EXISTING SIDEWALK
AND CONSTRUCT NEW 100mm

CONCRETE SIDEWALK (TYP)
(BOTH SIDES)

232.038

231.910
1200 AQUEDUCT

231.793

231.868

231.793

231.684

231.759

231.684

2.0% M.H. INV.
227.570

3.78 7.57 3.73

M
A

TC
H

LI
N

E
 S

TA
 2

+5
0

PL
EAST

PL
WEST

2.0% 2.0%

7.50

3.75 3.75

15.235

1.50

150mm REINFORCED CONCRETE PAVEMENT
75mm - 20mm BASE COURSE
150mm - 50mm SUB BASE
300mm - 100mm SUB BASE
GEOGRID
SEPARATION GEOTEXTILE FABRIC

150 SUBDRAIN
(SD-245) 6.0m
EACH SIDE (TYP)

0.30 2.07 1.50 0.302.07

2%-8%(MAX)

SIDEWALK
2%-4%(MAX)

SIDEWALK
2%-4%(MAX)

2%-8%(MAX)

180mm BARRIER CURB
(INTEGRAL)
(SD-204))

LOCATION APPROVED

NOTE:

THE CITY OF WINNIPEG
PUBLIC WORKS DEPARTMENT

ENGINEERING DIVISION
TECHNOLOGY SERVICES BRANCH

106 - 1155 PACIFIC AVE

E.H & M.D.

R.WE.H & M.D.

McPHILLIPS ST YEOMANS ST

Member
#

FIRST
LAST

231.000

15
.2

35

3.
87

7.
50

3.
87
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