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STA: 3+41.31 ELEV: 232.420

STA: 3+47.50 ELEV: 232.425

STA: 2+99.70 ELEV: 232.125

0.71%

0.08%
-0.51%

2+
08

 C
.B

.

DOWNING ST

W
EL

LI
N

G
TO

N
 A

VE

#1105

380 CS

350 WM

FO
P

FO
P

FOP

M
TS

20.117

9.99

2.50

4.27

2.44

10
.0

5

4.
27

1.
00

4.
26

30
0 

C
S

30
0 

W
M

4.
0%

TEST HOLE
N:5529119.333
E:630813.234

TEST HOLE
N:5529143.922
E:630817.719

TEST HOLE
N:5529073.024
E:630812.583

TEST HOLE
N:5529014.686
E:630814.136
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232.125
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232.345

232.420

232.390
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AND
RETE

REMOVE EXISTING CURB AND
CONSTRUCT NEW CONCRETE

CURB AND GUTTER TYP.

REMOVE EXISTING
CURB INLET AND CATCHBASIN
AS PER CW 2130 (BOTH SIDES)

INSTALL 6.0m SUBDRAINS (SD-245)
CONNECT TO CATCHBASIN
AND CAP ENDS AS PER CW 3120
(BOTH SIDES)

INSTALL NEW 1800 CATCHBASIN
WITH CURB & GUTTER INLET (SD-024)

CONNECT TO EXISTING CB LEAD
AS PER CW 2130 (BOTH SIDES)

RIM = 232.050
SUBDRAIN INV = 231.225

CB INV = 230.400
CS INV = 228.310

REMOVE EXISTING CATCHBASIN
AS PER CW 2130 (BOTH SIDES)

LIMIT OF RECONSTRUCTION

INSTALL NEW 1800 CATCHBASIN
WITH CURB & GUTTER INLET (SD-024)
CONNECT TO EXISTING CB LEAD
AS PER CW 2130 (BOTH SIDES)
RIM = 232.519
SUBDRAIN INV = 231.694
CB INV = 230.869
CS INV = 229.272

232.519

232.519

232.594
2.0%

2.0%

RECONSTRUCT 200mm
CONCRETE REINFORCED
PAVEMENT (TYP) AND CAP
WITH 50mm ASPHALT
OVERLAY

INSTALL 6.0m SUBDRAINS (SD-245)
CONNECT TO CATCHBASIN
AND CAP ENDS AS PER CW 3120
(BOTH SIDES)
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I.B. @ N.W. CORNER OF #1103 DOWNING ST.
232.746

SE-17-21

1 : 250

UNDERGROUND STRUCTURES
LOCATION APPROVEDLDS/WWS

ELEVATIONS
RAMP CURB

LEGEND - PLAN

SURVEY BAR
PROPERTY LINE

EXISTING PROPOSEDLEGEND - PLAN EXISTING

WATERMAINVALVE
HYDRANT

EXISTINGPROPOSED LEGEND - PROFILE PROPOSED

NOTE:

CONCRETE

GAS

CURB INLET

MANHOLE
CATCH BASIN

HYDRO POLE

CURB STOP
THE CITY OF WINNIPEG

PUBLIC WORKS DEPARTMENT
ENGINEERING DIVISION

TECHNOLOGY SERVICES BRANCH
106 - 1155 PACIFIC AVE

CONSTRUCTION NOTES

WARNING

METRIC

CURB RENEWAL
LIGHT STANDARD

TRAFFIC SIGNALS

T.K.

R.W.T.K.

1 : 10
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 BID OPPORTUNITY NO. 4-2017

TOFROM
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#

FIRST
LAST

231.000

HYDRO/STREET LIGHT
MTS

LEGEND - PLANEXISTING PROPOSED

ASPHALT

H

L

TREE

FENCE

CONCRETE SIDEWALK

CENTER LINETEST HOLE

6.
31

20
.1

10

7.
50

6.
31

SARGENT PARK PLACE WELLINGTON AVENUE
WEST GUTTER

EAST GUTTER
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