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CAUTION: GAS LINE

F

230mm - PLAIN DOWELLED CONCRETE PAVEMENT

75mm - 20mm CRUSHED LIMESTONE BASE COURSE

150mm - 50mm CRUSHED LIMESTONE SUB-BASE

450mm - 150mm CRUSHED LIMESTONE SUB-BASE

GEOGRID AS REQUIRED

NON WOVEN GEOTEXTILE FABRIC

SUBGRADE COMPACTION

CONSTRUCT 180mm

BARRIER CURB

(TYP)

CONSTRUCT 100mm
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SIDEWALK (TYP)
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200x200 HOLLAND PAVING STONE

15 - SAND SETTING BED

100 - CONCRETE SIDEWALK

50 - 20mm BASE COURSE

COMPACTED SUBGRADE (TYP)

INSTALL SUBDRAIN

AS PER SD-245

KEY PLAN

ELLICE AVE

            WARNING

IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE

USED FOR EXCAVATION ON THIS PROJECT THE

CONTRACTOR MUST:

1. NOTIFY THE GAS COMPANY OF THE PROPOSED

LOCATION OF EXCAVATION.

2. TAKE PRECAUTION TO AVOID DAMAGE TO GAS

COMPANY INSTALLATIONS SEE PROVINCIAL

REGULATION 210/72 FOR DETAILS.

3. OBTAIN EXCAVATION PERMITS PRIOR TO

CONSTRUCTION.

PROPOSEDEXISTING LEGEND-PLAN EXISTING
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RECONSTRUCTION SECTION FROM  W. PL OF
DOMINION ST. TO E PL OF ARLINGTON ST.
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