
SHEET NO.

L-7

DRAWING TITLE

DETAILS

DRAWN BY

CHECKED BY

LLW

DW

DATE

SCALE
AS SHOWN

PROJECT

VALOUR C.C. ORIOLES
FRONT ENTRANCE

DAVID WAGNER ASSOCIATES INC.
#4-430 RIVER AVENUE • WINNIPEG MB • R3L 0C6 • (204) 452-2426
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Location of underground structures as shown are 
based on the best information available but no 
guarantee is given that all existing utilities are 
shown or that the given locations are exact.  
Confirmation of existence and exact location of all 
services must be obtained from the individual 
utilities before proceeding with construction.
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SITE IMPROVEMENTS
444 BURNELL STREET
WINNIPEG, MANITOBA

Standard City Sidewalk
100mm Concrete 

Compacted 19mm Down
Crushed Limestone

13
0

Compacted Subgrade
300

15
0

Rolling Sidewalk Concrete
130mm Thick With
Reinforcing Mat 

CONCRETE PLANTER CURB AND TREE PLANTING DETAIL
1:25
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Excavate Planting Pit
Backfill with Compacted
Planting Soil

150 x 300mm 
Concrete Curb 
c/w 15M T&B 

25mm R 
Outside

Concrete 
Paving 
Refer to 
2/L-7
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Flexcell 
Fibre Board
Joint Filler

Compacted Subgrade

15
0

Extend Compacted 
Granular Under Curb

Note: Top of Curb to be
Level, Height of Curb may
vary depending on sidewalk
grades....increase depth of 
curb as required.

Wood Chip Mulch

Ø varies - see Layout
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Firmly Anchored 2 Wooden Stakes
75mm P.T. Wooden Posts
Locate 500mm away from Trunk

Fasten Trunk to Stake 
with Tree Ring

Plant New Trees
With Top of Root Ball
at 75mm Below
Top of Curbs

Form and Maintain New
75mm Watering Dish

75mm ø "Big O"Flexible Pipe 
c/w Filter Cloth Cover
900mm Deep Around 
Perimeter of Pit and Connect
To Catch Pit 
 

Geotextile Fabric

150mm Depth 
Clean Pea Stone

CONCRETE PAVING DETAILS
1:25
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Low Points in Rolling
Sidewalk to Have 1%
Cross Slope as Shown
On Grading Plan

Standard City
Sidewalk

Standard City
Sidewalk

Concrete Paving of 
Rolling Sidewalk - Refer to 2/L-7

ROLLING SIDEWALK PROFILE
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100.38 100.32

15M Rebar
Cont. T&B-Corners

15M Rebar @
305mm O.C. T&B NS/EW

0.9 0.9

Standard City
Sidewalk
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300

130
250

53
0

25mm R (Typ)

Compacted 19mm Down
Crushed Limestone

25mm R (Typ)

P.I.P. Concrete

Longitudinal Profile Cross Section

10M Rebar @ 
400mm Vert.

Expansion Joint with
Exterior Grade Sealant

Standard City
Sidewalk

130

25
0

300

Expansion Joint with
Exterior Grade Sealant

PEAK ELEMENT DETAILS
1:50
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0.5 0.5 0.6 2

45
0

130

3 Equal Risers
150mm

25mm R(Typ)

300

Standard City
Sidewalk

Longitundinal Profile For Cross Section - Refer to 4/L-7

P.I.P. Concrete

Compacted 19mm Down
Crushed Limestone

Compacted Subgrade

Expansion Joint with
Exterior Grade Sealant
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STEP ELEMENT DETAILS
1:50
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Gal. U-Bracket
Size to suit
Fence Post

Metal Plate
Fasten with 9mm Bolts
with Ny-Lock Nuts

50 x 150 Pressure
Treated Board 

Edge of Saw Cut
Existing Asphalt

90
0

Recycled Fence Posts
From On Site

Recycle Caps and Rail
Or Provide New

Direct Bury Posts
±900 Deep
Set Posts @ 2400 O.C.

New Turf

DETAIL

RECYCLED FENCE POSTS WITH WOOD CURB 
1:25
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