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Location of underground structures as shown are 
based on the best information available but no 
guarantee is given that all existing utilities are 
shown or that the given locations are exact.  
Confirmation of existence and exact location of all 
services must be obtained from the individual 
utilities before proceeding with construction.
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STANDARD PRE-CAST 
CONCRETE CATCH PIT

SCD - 613

October 5, 2016
NTS
HF

FINISHED GRADE

MAXIMUM 2-750 DIA. PRECAST 
CONCRETE ADJUSTING RINGS OR 
1 LAYER CONCRETE BRICK AND 
GROUT AS REQUIRED TO MAKE 
WATER TIGHT

900 DIA. X 750 DIA. PRECAST 
CONCRETE REDUCER

STANDARD FRAME (AP-006) AND
STANDARD GRATED COVER (AP-008)

GROUT TO SLOPE IN FIELD

900 DIA. X 460 PRECAST 
CONCRETE CATCH PIT SECTION 
TO ASTM C 478 AND C76 CL II

INITIAL BACKFILL IN ACCORDANCE 
WITH CW 2030 AND SD-001

MINIMUM 250 DIA. LEAD TO CATCH 
BASIN

BEDDING IN ACCORDANCE 
WITH CW 2030 AND SD-001

PRECAST CONCRETE BASE
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SECTION A - A

PLAN

A A

CATCH PITS CAN ONLY BE USED 
WHEN CONNECTED TO A CATCH 
BASIN BEFORE CONNECTING TO 
THE MAIN LAND DRAINAGE SEWER 
LINE.

USE PRE-FORMED BITUMINOUS 
GASKET BETWEEN REDUCER AND 
BARREL SECTION.

10
0

SPECIFIED BACKFILL IN
ACCORDANCE WITH CW 2030

and SD-002

GENERAL NOTES: 
1. EXCAVATION BEDDING AND   
    BACKFILL AS PER CW 2030.
2. GRAVITY SEWERS AS PER CW 2130.
3. ADJUSTMENET OF PAVEMENT AND 
    BOULEVARD STRUCTURES AS PER   
    CW 3210. 
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TACHE BENCH COMPOSITE
WITH ARMS surface mount

SCD-121E

April 8, 2014
NTS
SP

1828

102102

37
2

50 mm SQUARE TUBING

SIDE ELEVATION FRONT ELEVATION

MATERIALS

COMPOSITE SLATS:
-  89mm x 89mm COMPOSITE 
   BOARDS
-  CEDAR TONE FINISH

METAL OPTIONS:

- BLACK POWDERCOATED - (Metal suitably cleaned to 
  remove any grease, wax etc. for proper paint bonding to 
  occur.  Base coat  Zinc rich primer.  Baked with a final 
  thickness of paint between 5  8 mil - Product # 52501071

- GALVANIZED - Product # 52501071GLV
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406

25x76x406mm RECTANGULAR 
STEEL TUBE (4.8mm (3/16") wall)

17mm diam HOLES         
51

ARM REST

ARM REST x 2PLAN VIEW

12mm diam x 114mm 
SURFACE MOUNTED 
-CADMIUM PLATED 
CARRIAGE BOLTS C/W 
NYLON NUT & WASHER FOR 
EACH 89 x 89 UNIT (max. 2 
threads showing)

13mm STEEL PLATE

178

Anchor bench to 
concrete 
foundation using 
expansion bolts 
(not included)
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WASTE RECEPTACLE
SIDE OPENING METAL SLAT TYPE

SCD-119

December 20, 2012
N.T.S.
SP

WIRE BASKET

PLAN

2 x ALLAN
SCREWS - 
13mm x 
19mm long 
(1/2" x 3/4")

51mm 
I.D. S.T.D 
PIPE

TO TAKE PADLOCK

CONCRETE BASE

NOTE FOR BLACK FINISH:

- POWDERCOATED - METAL SUITABLY 
CLEANED TO REMOVE ANY GREASE, WAX, 
ETC. FOR PROPER PAIN BONDING TO 
OCCUR.  BASE COAT ZINC RICH PRIMER.  
BAKED WITH A FINAL THICKNESS OF PAINT 
BETWEEN 5-8 MIL.

NOTE FOR GALVANIZED FINISH:

- METAL TO BE HOT DIPPED  
  GALVANIZED.
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REVISION: 2

METAL SLAT WR:
Black Finish:  Product # 52501063BLK
Galvanized Finish:  Product # 52501063GLV

WIRE BASKET:
Black Finish:  Product # 52501058
Galvanized Finish:  Product # 52501058GLV
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TACHE STYLE WHEELCHAIR
METAL FRAME PICNIC TABLE

SCD-122A

January 12, 2012
N.T.S.
SP

13mm r ROUNDED 
CORNERS (TYP.)

OPENING AS NOTED 
FOR WHEELCHAIR 
PROVISION/ ONE SIDE ONLY

7.9mm x 38.1mm LAG BOLTS
/2 PER LEG

51mm x 85.7mm x 9.5mm 
PL WELDED TO FRAME

3 PCS 4.8mm x 25.4mm x 737mm STRAP 
FASTENED WITH No. 10 x 8mm R.H. Pan 
Head SCREWS

9.5mm x 51mm SUPPORT

7.9mm x 12.7mm BOLT

FRONT VIEW

3.2mm x 51mm X 51mm ANGLE
IRON WELDED TO PIPE LEGS

9.5mm X 51mm SUPPORTS

3.2mm X 51mm X 51mm ANGLE 
IRON WELDED TO LEGS

NOTE:
ALL TABLE TOP AND SEAT BOARDS TO BE FASTENED TO ANGLE IRONS WITH 8mm CARRIAGE BOLTS 
SECURED WITH WASHER AND NUT.

END VIEW

9.5mm X 38.1mm FLAT
IRON WELDED

38mm X 89mm-140mm BASE

31.7mm I.D. PIPE

38mm x 89-140mm
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Parks, Waterways & Community Initiatives Division

REVISION: 1

MATERIALS

WOOD SLATS:
-  VERTICAL GRAIN CLEAR SITCA SPRUCE 
   OR CLEAR CEDAR
-  FINISH - SIKKENS CETOL No. 078 NATURAL 
   or PAINTED FINISH:  GREEN, WALNUT, 
   CEDAR OR GREY (AS SPECIFIED)

METAL LEG OPTIONS:
- BLACK POWDERCOATED - (Metal suitably cleaned to remove any grease, 
  wax etc. for proper paint bonding to occur.  Base coat  Zinc rich primer.  
  Baked with a final thickness of paint between 5 - 8 mil
or
- GALVANIZED 
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