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GENERAL DRAWING NOTES

DRAWING LIST

THE DRAWINGS SHALL NOT BE SCALED. FOLLOW GIVEN DIMENSIONS ONLY.

THE CONTRACTOR SHALL SATISFY HIMSELF THAT ALL DIMENSIONS, ELEVATIONS, DATUMS, AND 
INFORMATION SHOWN ARE CORRECT.  VERIFY ALL DIMENSIONS ON SITE.  DIMENSIONS ARE AS 
FOLLOW UNLESS OTHERWISE NOTED:
     - FACE OF MASONRY WALLS
     - EXTERIOR FACE OF ALL INTERIOR WALLS

PRIOR TO COMMENCEMENT OF WORK, REPORT ANY DISCREPANCIES TO THE ARCHITECT OR 
ENGINEER.

VARIATIONS AND MODIFICATIONS TO WORK SHOWN WILL NOT BE ALLOWED WITHOUT THE WRITTEN 
PERMISSION OF THE ARCHITECT.

ALL DIMENSIONS ARE IMPERIAL UNLESS OTHERWISE NOTED.

NO REPRODUCTION OF THE DRAWINGS MAY BE MADE WITHOUT THE WRITTEN CONSENT OF THE 
OWNER AND ALL REPRODUCTION MUST BEAR THE NAME OF THE ARCHITECT.

PAINT ALL NEW EXPOSED CEILINGS, WALLS, CONCRETE BLOCK & METAL LINTELS COLOUR TO MATCH 
EXISTING. 

PAINT ALL NEW EXPOSED DUCTWORK COLOUR TO MATCH EXISTING.

GENERAL CONTRACTOR SHALL NOTIFY THE ENGINEERS OF ANY MECHANICAL AND ELECTRICAL 
APPARATUS APPEARANCE WHICH MAY VARY FROM THAT INDICATED IN THE CONTRACT DOCUMENTS.

ALL OPENINGS THROUGH FIRE RATED ASSEMBLIES ARE TO BE FIRE STOPPED AND SEALED TO 
MAINTAIN THE INTEGRITY OF THE FIRE SEPARATION AND PROVIDE A SMOKE FREE BARRIER.

CONTRACTOR RESPONSIBLE FOR PROVIDING ALL REQUIRED HOARDING AND DUST PROTECTION AT 
ALL TIMES DURING THE DURATION OF PROJECT.

CONTRACTOR RESPONSIBLE FOR PROVIDING SOLID WOOD BLOCKING WHERE ALL WALL MOUNTED 
ITEMS OCCUR (INCLUDING ITEMS MARKED N.I.C.).

CONTRACTOR RESPONSIBLE FOR ALL PERMITS AND PERMIT APPLICATIONS.

ARCHITECTURAL
A1.0 TITLE SHEET/KEY PLAN
A2.0 R.C.P. DEMO. & RENO.

STRUCTURAL
S1.0

SITE KEY PLAN
Scale N.T.S.

1

A1.0

KEY PLAN
Scale: N.T.S.

2

A1.0

ST. VITAL ARENA

PROMENADE MEADOWOOD

ST. ANNE'S RO
AD

FORRESTER AVENUE

JOHN BRUCE ROAD

STERLING AVENUE

KNIG
HTSBRIDG

E DRIVE

2

A1.0

SIENNE RIVER

MECHANICAL
M1.0 HVAC DEMO. & RENO.

ELECTRICAL
E1.0 ELEC. DEMO. & RENO.

PRIMARY
AREA OF RENOVATION

3
A2.0

1 2 3 4 5 6 7 8 9 10 11 13

A

B

A2

A1

12 13

A2

A1

12

MAIN FLOOR PLAN BASEMENT FLOOR PLAN

1
A2.0

01 00 00 GENERAL REQUIREMENTS

1. CONSTRUCT WORK TO ACCOMMODATE CONTINUED USE OF THE PREMISES DURING 
CONSTRUCTION.

2. SCHEDULE WORK TO MINIMIZE THE DURATION OF TIME THE AREA OF WORK IS NOT AVAILABLE FOR 
ONGOING OPERATIONS.

3. COORDINATE PROGRESS SCHEDULE WITH CITY OF WINNIPEG DURING CONSTRUCTION.

4. RESTRICT USE OF SITE TO AREA AFFECTED BY RENOVATION. KEEP JOBISTE CLEAN & REMOVE 
DEBRIS ON DAILY BASIS.

5. PROTECT EXISTING FINISHES AND EQUIPMENT FROM DAMAGE DURING CONSTRUCTION.

6. AT COMPLETION OF CONSTRUCTION, CONDITION OF EXISTING WORK TO BE EQUAL OR BETTER 
THAN THAT WHICH EXISTED BEFORE NEW WORK STARTED.

7. SHOP DRAWING SUBMITTALS REQUIRED:
• ALL MECHANICAL AND ELECTRICAL EQUIPMENT (REFER TO MECHANICAL AND ELECTRICAL 
DRAWINGS AND SPECIFICATIONS FOR REQUIREMENTS).

8. ALTERNATE PRODUCTS WILL NOT BE PERMITTED UNLESS APPROVED BY THE CONTRACT 
ADMINISTRATOR DURING BID CALL. REQUESTS FOR ALTERNATES WILL BE ACCEPTED IN WRITING UP 
TO FIVE (5) WORKING DAYS PRIOR TO BID CLOSE. REQUESTS MUST BE ACCOMPANIED WITH FULL 
PRODUCT DESCRIPTION, PERFORMANCE DATA AND MANUFACTURER’S LITERATURE.

9. CLOSE-OUT SUBMITTALS REQUIRED: MANUFACTURER’S LITERATURE FOR ALL PRODUCTS, FINISHES 
AND/OR EQUIPMENT REQUIRED FOR THIS PROJECT, INCLUDING OPERATING AND MAINTENANCE 
INFORMATION AS WELL AS PRODUCT WARRANTY. ALL INFORMATION TO BE SUBMITTED DIGITALLY 
(ONE CD/DVD, PDF FORMAT) AND A SINGLE HARD COPY IN A “D” RING BINDER WITH SPINE AND FACE 
POCKETS. COVER AND SPINE TO IDENTIFY PROJECT AND SUBJECT MATTER. ARRANGE CONTENT BY 
SECTION NUMBERS AND SEQUENCE OF TABLE OF CONTENTS.

10. AS-BUILT DRAWINGS: AT THE COMPLETION OF THE PROJECT, THE CONTRACTOR IS TO SUBMIT ONE 
(1) PAPER COPY (610mm x 915mm) AND ONE (1) ELECTRONIC COPY (CD/DVD, PDF FORMAT) OF 
“RED-LINED” DRAWINGS AS MAINTAINED AT THE SITE DURING CONSTRUCTION.

11. MECHANICAL AND ELECTRICAL VERIFICATION REPORTS TO BE SUBMITTED UPON COMPLETION OF 
WORK (REFER TO MECHANICAL AND ELECTRICAL DRAWINGS).

12. WARRANTY FOR ALL WORK RELATED TO THIS PROJECT TO BE MINIMUM ONE (1) YEAR.

13. CONTRACTOR TO NOTIFY CONSTRACT ADMINISTRATOR IMMEDIATELY UPON DISCOVERY OF ANY 
UNKNOWN HAZARDOUS MATERIAL DISCOVERED ON SITE. NO WORK TO BE CONDUCTED IN AREA OF 
HAZARDOUS MATERIAL UNTIL WRITTEN INSTRUCTION AND APPROVAL HAS BEEN RECEIVED FROM THE 
CONTRACT ADMINISTRATOR. REFER TO ABATEMENT PROCEDURES SPECIFIED IN REPORT PREPARED 
BY AMEC.

14. CONTRACT ADMINISTRATOR AND CITY STAFF TO HAVE UNRESTRICTED ACCESS TO THE WORK. 
ENSURE ADEQUATE INSURANCE IS PROVIDED BY CONTRACTOR TO TO ACCOMMODATE.

15. UTILITIES AND SERVICES, INCLUDING WATER SUPPLY, HEATING AND VENTILATION, AND POWER 
AND LIGHTING WILL BE AVAILABLE ON SITE WITHOUT CHARGE. ANY MODIFICATION TO SUCH SERVICES 
AS REQUIRED BY THIS PROJECT TO BE COORDINATED WITH THE OWNER.

16. CONTRACTOR WILL BE PERMITTED TO USE EXISTING WASHROOM FACILITIES ON SITE. FACILITIES 
ARE TO BE PROTECTED FROM DAMAGE AND TO BE KEPT CLEAN AND AT ALL TIMES.

17. CONTRACTOR WILL BE RESPONSIBLE FOR MAINTAINING TEMPORARY FIRE PROTECTION 
EQUIPMENT DURING PERFORMANCE OF WORK REQUIRED BY GOVERNING CODES, REGULATIONS AND 
BYLAWS.

18. CONSTRUCTION OFFICE AND TOOLS AND EQUIPMENT STORAGE ARE TO BE THE RESPONSIBILITY 
OF THE CONTRACTOR. LOCATION OF, AND SERVICES FOR, ANY SUCH TEMPORARY FACILITIES ARE TO 
BE COORDINATED WITH THE CITY.

19. DELIVER, STORE AND HANDLE ALL MATERIALS AND PRODUCTS IN ACCORDANCE WITH 
MANUFACTURER’S WRITTEN INSTRUCTIONS. STORE OFF GROUND, INDOORS IN A DRY WELL 
VENTILATED AREA. PROTECT FROM NICKS, SCRATCHES OR BLEMISHES AND REPLACE DEFECTIVE OR 
DAMAGED MATERIALS WITH NEW.

20. MAINTAIN WORK IN TIDY CONDITION, FREE FROM ACCUMULATION OF WASTE PRODUCTS AND 
DEBRIS.

21. CLEAN INTERIOR AREAS PRIOR TO START OF FINISHING WORK AND MAINTAIN AREAS FREE OF 
DUST AND OTHER CONTAMINANTS DURING FINISHING OPERATIONS.

22. PROVIDE ADEQUATE VENTILATION CONDITIONS DURING USE OF VOLATILE OR NOXIOUS 
SUBSTANCES. USE OF BUILDING VENTILATION SYSTEMS IS NOT PERMITTED FOR THIS PURPOSE.

23. CONTRACTOR TO ARRANGE FINAL REVIEW WITH THE CONTRACT ADMINISTRATOR ONCE THE 
FOLLOWING CHECKLIST HAS BEEN COMPLETED:
- WORK HAS BEEN COMPLETED AND INSPECTED BY THE CONTRACTOR FOR COMPLIANCE WITH THE 
CONTRACT DOCUMENTS;
- DEFECTS AND DEFICIENCIES HAVE BEEN CORRECTED AND COMPLETED;
- EQUIPMENT AND SYSTEMS HAVE BEEN TESTED, ADJUSTED, BALANCED AND ARE FULLY 
OPERATIONAL;
- CERTIFICATES REQUIRED BY THE AUTHORITY(IES) HAVING JURISDICTION HAVE BEEN SUBMITTED;
- OPERATION OF SYSTEMS HAVE BEEN DEMONSTRATED TO THE CITY’S PERSONNEL;
- WASTE PRODUCTS AND DEBRIS HAVE BEEN REMOVED, ALL AREAS AFFECTED BY THE WORK HAVE 
BEEN CLEANED (ACCORDING TO PROPRIETARY LITERATURE FOR INDIVIDUAL PRODUCTS OR 
COMPONENTS) AND IS SUITABLE FOR OCCUPANCY.

24. IF DECLARED SUBSTANTIALLY COMPLETE BY THE CONTRACT ADMINISTRATOR, CONTRACTOR TO 
APPLY FOR CERTIFICATE OF SUBSTANTIAL PERFORMANCE. LIEN AND WARRANTY PERIOD TO 
COMMENCE UPON DATE OF THE CITY’S ACCEPTANCE OF SUBMITTED DECLARATION OF SUBSTANTIAL 
PERFORMANCE.

GENERAL SPECIFICATION NOTES:
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