
300 DI WM (ABAND)

300 AC FRM

300 PVC WM

HYDRO DUCT 12D

300 AC FRM

6
.
0
7
4

4
.
0
3
5

300 AC WM

3
.
4
8
0

1
.
5
0
0

2
0
.
1
1
7

TACHE AVENUE

0
8
5
0

+

0
9
0
0

+

0
9
5
0

+

4
.
4
5
0

SL

STREETLIGHTING TO BE RELOCATED

(BY OTHERS)

SAFETY CURB

SD-206B

LIMIT OF CONSTRUCTION

MATCH EX GRADES

D

03 03

SEE SECTION B ON SHEET 21

FOR TYPICAL CROSS SECTION
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W SW (TOP OF SAFETY CURB) EL 230.462
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W SW (BACK OF STRUCTURAL SW) EL 230.551

0+902.500

W SW (BACK OF STRUCTURAL SW) EL 230.807
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W SW (BACK OF STRUCTURAL SW) EL 230.912
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EXISTING WEST GUTTER

BACK OF STRUCTURAL SIDEWALK

TOP OF SAFETY CURB

FRONT OF SIDEWALK

NOTES

1. CONTRACTOR TO CONFIRM THE LOCATION OF ALL

UTILITIES/SERVICES IN THE FIELD PRIOR TO CONSTRUCTION.

2. MODIFIED BARRIER CURB TO BE CONSTRUCTED AT ALL

INTERSECTION RADII, BACK LANE RADII AND BULLNOSES.

3. ADD 200.000 m TO ABBREVIATED ELEVATIONS TO OBTAIN

GEODETIC ELEVATIONS.
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03 03

SECTION D -  STA 0+925

SIDEWALK WIDENING

SCALE:  1:100 H  1:50 V

3H:1V

75 mm ASPHALT PAVEMENT (TYPE IA)

75 mm LIMESTONE BASE COURSE

150 - 50 mm LIMESTONE SUB-BASE

SEPARATION GEOTEXTILE

PREPARED SUBGRADE

4.0000.600

SEE DETAIL 1
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IMPORTED FILL

NATURALIZED

LANDSCAPING

TOPSOIL & SOD

WEST BACK OF CURB ALIGNMENT

NUMBER

L3

C3

LENGTH

156.838

73.533

RADIUS

315.000

DELTA

13°22'30"

TANGENT

36.934

START STATION

0+799.780

0+956.617

NORTHING

9798.066

9954.324

EASTING

10007.432

9993.963

END STATION

0+956.617

1+030.150

NORTHING

9954.324

10026.188

EASTING

9993.963

9979.194

EXISTING ASPHALT PAVEMENT

SD-206B SAFETY CURB

210

SAW CUT FULL DEPTH AND

REMOVE EXISTING CURB

20M TIE BARS @ 900 OC

EXISTING CONCRETE PAVEMENT

200 CONCRETE PAVEMENT

15 SAND

210 x 210 HOLLAND PAVER

330

225 CONCRETE SIDEWALK
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- -

DETAIL

SAFETY CURB

SCALE:  1:25

20M TIE BARS 230 LONG @ 900 OC
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LOCATION OF UNDERGROUND STRUCTURES

AS SHOWN ARE BASED ON THE BEST

INFORMATION AVAILABLE BUT NO

GUARANTEE IS GIVEN THAT ALL EXISTING

UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT.  CONFIRMATION OF

EXISTENCE AND EXACT LOCATION OF ALL

SERVICES MUST BE OBTAINED FROM THE

INDIVIDUAL UTILITIES BEFORE PROCEEDING

WITH CONSTRUCTION.

NOTE:

SUPR. U/G STRUCTURES
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