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D2006 @ 200. PLACED
PERPENDICULAR TO GIRDER LINE.
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D2008 @ 200. PLACED
PERPENDICULAR TO PIER CAP.
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FIELD CUT D2007 BARS OVER PIER
TO AVOID CONFLICTS.

D1502. PLACE AT DECK EDGE. FIELD
ADJUST BAR CURVE AND FIELD CUT
BAR CONFLICTS (TYP BOTH SIDES).

D2007 LAPPED WITH D2007 @ 200.
PLACED PERPENDICULAR TO
GIRDER LINE.

D2008 @ 200. PLACED

18(19 ¢

D2005 @ 150. LAP AND CENTRE
WITH D1502 AND D1503. CENTRE
BARS OVER PIER.

/

/

/

/

/

18119

/

/

D2012 @ 300. PLACE PARALLEL
WITH GIRDER LINE.

FIELD CUT D2007 BARS AT END

OF DECK TO AVOID CONFLICTS.

AT

PERPENDICULAR TO PIER CAP.

FIELD CUT D2007 BARS OVER PIER
TO AVOID CONFLICTS.
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D1502. PLACE AT DECK EDGE. FIELD
ADJUST BAR CURVE AND FIELD CUT
BAR CONFLICTS (TYP BOTH SIDES).

D2007 @ 200. PLACED
PERPENDICULAR TO GIRDER LINE.

D2010 @ 300

D2006 @ 200
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