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MATERIALS & PLANTING PLAN

: 1:25006

SODDING PER CW 3510

& SD-243

LIMESTONE BLOCK NORTH END

SEE DTL. 1/08

TOPSOIL (NO-MOW

SEEDING BY OTHERS)

6 MANITOBA MAPLE

SODDING PER CW 3510

& SD-243

TYP. LIMESTONE BLOCK

SEE DTL. 1/08

MOWING BOUNDARY

EXTENT OF RIP-RAP AT RIVER

SEE GEOTECH DRAWINGS

TREE PROTECTION ZONE (TYP.)

RED RIVER
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UPPER BANK ASPHALT PATHWAY INCL.

LIMESTONE BLOCKS - SEE CIVIL

SHORELINE (NORMAL SUMMER

WATER LEVEL)

TREE PROTECTION ZONE (TYP.)

1- BENCH - SEE DTL. 1/09

1- BENCH - SEE DTL. 1/09

SHRUB BED:

75mm WOOD MULCH

300mm DEPTH PLANTING MEDIUM

55 PURPLE PAVEMENT ROSE

CRANBERRY

SEE DTL. 4/09

SHRUB BED:

75mm WOOD MULCH

300mm DEPTH PLANTING MEDIUM

52 PURPLE PAVEMENT ROSE

CRANBERRY

SEE DTL. 4/09

3 MANITOBA MAPLE

LOCATION OF UNDERGROUND STRUCTURES AS

SHOWN ARE BASED ON THE BEST INFORMATION

AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL

EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT CONFIRMATION OF

EXISTANCE AND EXACT LOCATION OF ALL SERVICES

MUST BE OBTAINED FROM THE  INDIVIDUAL UTILITIES

BEFORE PROCEEDING

LOCATIONS APPROVED

UNDERGROUND STRUCTURES
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AS NOTED

AS NOTED

17/10/13

JHISSUED FOR TENDER 17/10/13

70

06

MATERIALS & PLANTING PLAN

64

M
A

T
C

H
L
I
N

E
 
D

W
G

.
 
0
5

B250-17-64


