
SCALE

5

TYP. PERENNIAL / VINE PLANTING

: NTS09

SCALE

4

TYP. SHRUB PLANTING DETAIL

: NTS09

ROOTBALL

75 WOOD CHIP MULCH OVER

PLANTING MEDIUM

SCARIFY BOTTOM OF PLANTING

BED TO 150 DEPTH

COMPACTED SUBGRADE

COMPACTED SUBGRADE

SCARIFY BOTTOM OF PLANTING

BED TO 150 DEPTH

ROOTBALL

PLANTING MEDIUM

75 DEPTH WOOD MULCH

OVER PLANTING MEDIUM
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SCALE
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TYP. DECIDUOUS TREE PLANTING DETAIL 

: NTS09

WOOD STAKE

ROOTBALL

TREE TIE

TREE TIE: BIODEGRADABLE

OR POLYETHYLENE FABRIC

STRAPPING 38 WIDE MIN.

2- 76 DIA. x 2440 WOOD STAKES

PLANTING MEDIUM

FINISH GRADE

REMOVE BURLAP & WIRE BASKET

FROM TOP 1/3 OF ROOTBALL

SCARIFY BOTTOM & SIDES OF TREE

WELL TO 150 DEPTH

COMPACTED SUBGRADE

PLAN

SECTION

WIDTH OF

ROOTBALL
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SCALE
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DECIDUOUS TREE PLANTING ON SLOPE

: NTS09

SECTION

2X ROOTBALL DIA.

2-76 DIA x 2440 WOOD STAKES

TREE TIE: BIODEGRADABLE OR

POLYETHYLENE FABRIC STRAPPING

38 WIDE MIN.

WATERING SAUCER 100 DEPTH

REMOVE SOIL BUILD UP OVER ROOT FLARE

& POSITION ROOT CROWN AT TOP OF

MULCH / FINISHED GRADE

75 DEPTH WOOD MULCH

WATERING SAUCER 100 DEPTH

REMOVE SOIL BUILD UP OVER ROOT FLARE

& POSITION ROOT CROWN AT TOP OF

MULCH / FINISHED GRADE

75 DEPTH WOOD MULCH

REMOVE BURLAP & WIRE BASKET FROM

TOP 1/3 OF ROOTBALL

PLANTING MEDIUM

COMPACTED SUBGRADE

2- 928 x 407 x 250 CIP CONC. PAD BELOW EXIST. PAVERS

RE-LEVEL EXIST. PAVERS & ENSURE POSITIVE DRAINAGE

ALIGN CENTRE OF BAD W/CENTER OF BENCH LEG SUPPORT

3000 x 928 STREETLIFE

BENCH - SEE SPECS.

EQUAL EQUAL
3000

407 407
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ROADWAY CURB - SEE CIVIL

A
A

EXIST. CURB

EXIST. UNIT PAVERS

SCALE
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BENCH (TYP.)

As Shown09

765

4-6mm DIA. x 200mm STAINLESS STEEL

ANCHOR BOLTS

STREETLIFE BENCH SURFACE MOUNTED

TO CONC. PAD BELOW PAVERS

STOCKPILE & RE-INSTALL EXIST. PAVERS

TO CW3330 & SD240A

ENSURE POSITIVE DRAINAGE

EXIST. CONC CURB TO BE PROTECTED

CIP CONC PAD TO CW3310 & SD228A

COMPACTED GRANULAR BASE

COMPACTED SUBGRADE

BENCH SECTION A-A 1:20
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LOCATION OF UNDERGROUND STRUCTURES AS

SHOWN ARE BASED ON THE BEST INFORMATION

AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL

EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT CONFIRMATION OF

EXISTANCE AND EXACT LOCATION OF ALL SERVICES

MUST BE OBTAINED FROM THE  INDIVIDUAL UTILITIES

BEFORE PROCEEDING

LOCATIONS APPROVED

UNDERGROUND STRUCTURES

GM

GM

GM

JH

AS NOTED

AS NOTED

17/10/13

JHISSUED FOR TENDER 17/10/13
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HARDSCAPE & SOFTSCAPE DETAILS

67

PLAN - 1:30

B250-17-67


