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IMPORTED TOPSOIL & SEED MEDIAN AS

DIRECTED BY CONTRACT ADMINISTRATOR

REGRADE & RESOD C/W

IMPORTED TOPSOIL AS

DIRECTED BY CONTRACT

ADMINISTRATOR (TYP)
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TYP
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15 - SAND SETTING BED

100 - CONCRETE SIDEWALK

50 - 20mm BASE COURSE
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150 SUBDRAIN (SD-245)
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SHOWN ON PLAN)
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SECTION - STA 0+780

SCALE:  1:100H

0 2.0 4.0m

SCALE 1:50V

0 1.0 2.0m

N PL S PL

36.576

2.748 4.300 3.700 10.980 3.500 3.700 4.300 2.748 0.3000.300

SEPARATE CONCRETE

SPLASH STRIP (SD-223B)

232.0

234.0

233.0

231.0

232.0

234.0

233.0

231.0

230.0 230.0

2.0
0%

2.00%

2.0
0%

2.00%

EXISTING

GROUND

1.500

1.500

0.750

(TYP)

EX 200 GAS

TOP EL 30.51±

EX 400 GAS

TOP EL 30.58±

EX 600 FEEDERMAIN

TOP EL 28.92±

EX 16D HYDRO DUCT

TOP EL 30.64±

IMPORTED TOPSOIL & SEED MEDIAN AS

DIRECTED BY CONTRACT ADMINISTRATOR

REGRADE & RESOD C/W

IMPORTED TOPSOIL AS

DIRECTED BY CONTRACT

ADMINISTRATOR (TYP)

WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

METRIC

1:100

1:50

13
1801558-Inkster-XS-01.dwg

13

WRJ

KMB

GFC

BWB

17/MM/DD

P
:
\
2

0
1

8
\
1

8
0

1
5

5
8

0
0

-
2

0
1

9
 
R

e
g

i
o

n
a

l
 
S

t
r
e

e
t
 
R

e
n

e
w

a
l
 
P

r
o

g
r
a

\
0

9
.
 
C

A
D

\
0

7
.
 
S

h
e

e
t
s
\
1

8
0

1
5

5
8

-
I
n

k
s
t
e

r
-
X

S
-
0

1
.
d

w
g

 
 
 
 
 
 
L

a
s
t
 
S

a
v
e

d
:
 
2

/
1

1
/
2

0
1

9
 
3

:
4

0
 
P

M
 
 
 
b

y
 
 
k
b

e
r
a

r
d
 
 
 
 
 
P

l
o

t
t
e

d
:
 
2

/
1

2
/
2

0
1

9
 
1

:
5

5
 
P

M
 
 
b

y
 
K

e
v
i
n

 
B

e
r
a

r
d

I
S

O
 
A

1
 
-
 
5

9
4

m
m

 
x
 
8

4
1

m
m

Certificate of Authorization

MORRISON HERSHFIELD

No. 1736

ENGINEERS
GEOSCIENTISTS
MANITOBA

N/A

DESIGNED

DRAWN

CHECKED

APPROVED

RELEASED FOR CONSTRUCTION

BM

ELEV

HOR SCALE

VERT SCALE

DATE DATE

PROFESSIONAL'S SEAL

DRAWING NUMBER

SHEET OF

CONSULTANT FILE NAME

BY

BY

BY

BY

LOCATION OF UNDERGROUND STRUCTURES

AS SHOWN ARE BASED ON THE BEST

INFORMATION AVAILABLE BUT NO

GUARANTEE IS GIVEN THAT ALL EXISTING

UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT.  CONFIRMATION OF

EXISTENCE AND EXACT LOCATION OF ALL

SERVICES MUST BE OBTAINED FROM THE

INDIVIDUAL UTILITIES BEFORE PROCEEDING

WITH CONSTRUCTION.

NOTE:

SUPR. U/G STRUCTURES

COMMITTEE

LOCATION APPROVED

UNDERGROUND  STRUCTURES

DATE

BYREVISIONS YY/MM/DDNo.

TENDER No. 1017-2018

2019 REGIONAL STREET RENEWAL PROGRAM

INKSTER BOULEVARD RECONSTRUCTION

MILNER STREET TO FIFE STREET

THE CITY OF WINNIPEG

PUBLIC WORKS DEPARTMENT

ENGINEERING DIVISION

CITY DRAWING NUMBER

15

15-005

232.043 m

N.E. Cor. Inkster Blvd. & Sheppard St., Tblt. in W. Conc.

foundation No. 1465 Inkster Blvd., 3.5 m N. & 0.3 m below Conc.

block wall of S.W. Cor. of Bldg. (Near gas service to Bldg.).

GFCISSUED FOR CLIENT REVIEWA 18/11/15

PRELIMINARY

DRAWING 

NOT TO BE

USED FOR

CONSTRUCTION

GFCRE-ISSUED FOR CLIENT REVIEWB 18/12/17

GFCISSUED FOR TENDERC 19/02/13

SECTIONS

VARIOUS STATIONS


