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40 mm LIP CURB AT

APPROACH

40 mm LIP CURB AT

APPROACH

STREETLIGHT BASE TO

BE RAISED (BY OTHERS)

ADJUST EX MH F&C

0+189.591 O/S 5.000 R

1800 DP CB (SD-024)

RIM EL 31.984 (FLY-BY)

150 E & W INV 30.879

250 S INV 30.334, BOT EL 29.734

C/W 250 x 3.2 SSP @ 33.6%

CONNECT TO EX MH @ INV ±29.26

0+194.591 O/S 5.000 L

1800 DP CB (SD-024)

RIM EL 32.059 (FLY-BY)

150 E & W INV 30.954

250 S INV 30.409, BOT EL 29.809

C/W 250 x 14.4 SSP @ 8.0%

CONNECT TO EX MH @ INV ±29.26

REMOVE EX CB &

ABANDON LEAD

REMOVE EX CI, CB &

LEADS

REMOVE EX CB

0+279.746 O/S 5.029 L

1200 DP CB (SD-024)

RIM EL 32.341

250 S INV 31.291, BOT EL 30.691

C/W 250 x 2.0 SSP

CONNECT TO EX 250 SSP

ADJUST EX GV

REPLACE TOP 0.6 m OF

CONC RISERS AND

ADJUST EX MH F&C (TYP)

INSERT LIFTER RING

0+255.000 LIMIT OF CONCRETE

RECONSTRUCTION

LIMIT OF ASPHALT

OVERLAY

MATCH EX GRADES

RENEW 100 mm CONCRETE

SIDEWALK TO LIMITS SHOWN (TYP)

150 mm REINFORCED

CONCRETE APPROACH (TYP)

CURB & GUTTER
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CAUTION: GAS

CAUTION: WM

150Ø x 6.00 m SUBDRAINS

C/W PLUGGED ENDS (TYP)

WATERMAIN TO BE RENEWED

PRIOR TO CONSTRUCTION

(BY OTHERS, B.O. 270-2018)

REPLACE TOP 0.55 m OF 750

CONC RISERS.  PATCH CONC

RISERS FROM 0.55 m TO 1.2 m
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NORTH BACK OF SIDEWALK
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REHABILITATIONCONCRETE RECONSTRUCTION
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RECONSTRUCTION NOTES

1. ADJUST MH AND CB RIMS TO NEW GRADES.

2. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT

REQUIRE TEMPORARY SUPPORT, REMOVAL OR

REPLACEMENT, TO BE DONE SO AT THE EXPENSE OF

THE CONTRACTOR AS NECESSARY.

3. CONTRACTOR TO REGRADE/RENEW EXISTING PRIVATE

SIDEWALKS TO LIMITS AS SHOWN.  SIDEWALKS TO BE

RENEWED WITH CONCRETE UNLESS NOTED OTHERWISE.

4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO

PROTECT EXISTING TREES WITHIN THE LIMITS OF

CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION

ACTIVITIES  AS OUTLINED IN THE SPECIFICATIONS.

5. CONTRACTOR TO CONFIRM THE LOCATION OF ALL

UTILITIES/SERVICES IN THE FIELD PRIOR TO

CONSTRUCTION.

6. CB SD-023 & SD-024 OFFSETS ARE DIMENSIONED TO BOC.

CB SD-025 OFFSETS ARE DIMENSIONED O/C.

7. IN GENERAL, PAVEMENT AND SIDEWALK AREAS TO BE

REMOVED.  MATCH RECONSTRUCTION LIMITS.

8. REFER TO BID OPPORTUNITY FOR DETAILS REGARDING

TRAFFIC MANAGEMENT.

9. EXISTING LONG WATER SERVICES TO BE INSULATED

(SD-018).  REFER TO BID OPPORTUNITY FOR FURTHER

REQUIREMENTS AND AS NOTED IN PLAN.

10. ALL COSTS, MATERIALS AND LABOR ASSOCIATED WITH

THE RESTORATION OF THE CATHODIC PROTECTED

WATERMAIN WILL BE RESPONSIBILITY OF THE

CONTRACTOR.

13. MODIFIED BARRIER CURB & GUTTER INLET FRAME &

COVER TF-122.

14. ADD 200.000 m TO ABBREVIATED ELEVATIONS TO OBTAIN

GEODETIC ELEVATIONS.

REHABILITATION NOTES

1. MODIFIED BARRIER CURB TO BE USED AT ALL

INTERSECTION RADII, BACK LANE RADII AND

BULLNOSES.

2. CONTRACTOR TO OVERLAY DRIVEWAYS TO ENSURE

POSITIVE DRAINAGE TO NEW STREET GRADES.

FINAL LIMITS TO BE DETERMINED IN THE FIELD BY

CONTRACT ADMINISTRATOR.
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KILLARNEY AVENUE

PEMBINA HWY TO CALEDON RD

CONCRETE RECONSTRUCTION & REHABILITATION

 PAVING AND GRADING

STA 0+170 TO STA 0+290

RPB

DML BWB

18/03/02
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LAND DRAINAGE SEWER

SANITARY/COMBINED SEWER

MANHOLE

CATCH BASIN/CATCH PIT

CURB INLET WITH BOXHYDRO HANDWELL/CABINET
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AS SHOWN ARE BASED ON THE BEST

INFORMATION AVAILABLE BUT NO

GUARANTEE IS GIVEN THAT ALL EXISTING

UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT.  CONFIRMATION OF

EXISTENCE AND EXACT LOCATION OF ALL

SERVICES MUST BE OBTAINED FROM THE

INDIVIDUAL UTILITIES BEFORE PROCEEDING

WITH CONSTRUCTION.
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234.106 m

N. side Killarney Ave. E. of Greyfriars Rd., Tblt. in S. Conc.

foundation of Acadia Junior High School, 0.5 m E. & 0.1 m

below tyndall stone of S.W. Cor. of school.
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