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40 mm LIP CURB AT

APPROACH (TYP)

40 mm LIP CURB AT

THIS BACKLANE

APPROACH (TYP)

200 mm REINFORCED

CONCRETE APPROACH (TYP)

ADJUST EX GV (TYP)

150Ø x 6.00 m SUBDRAINS

C/W PLUGGED ENDS (TYP)

INSTALL DETECTABLE

WARNING TILE (TYP)

RENEW 100 mm CONCRETE

SIDEWALK TO LIMITS SHOWN (TYP)

LIMIT OF ASPHALT

RECONSTRUCTION

MATCH EX GRADES

RENEW BACKLANE - 150 mm

REINFORCED CONCRETE.

MATCH EX GRADES

RENEW BACKLANE - 150 mm REINFORCED

CONCRETE. MATCH EX GRADES

REGRADE EX GRAVEL

REGRADE EX GRAVEL

ASPHALT PATCHING

REQUIRED ALONG FENCE

MATCH EX GRADES

0+497.500 O/S 3.750 L

1800 DP CB (SD-024)

RIM EL 31.750, 150 N&S INV 30.750

250 E INV 30.100, BOT EL 29.500

C/W 250 x 3.6 SSP @ 94.7%

& 3.0 VERTICAL RISER

CONNECT TO EX 375 CLAY CS

0+498.500 @ INV ±26.69

0+497.500 O/S 3.750 L/R

1800 DP CB (SD-024)

RIM EL 31.750, 150 N&S INV 30.750

250 W INV 30.100, BOT EL 29.500

C/W 250 x 4.0 SSP @ 85.3%

& 1.0 VERTICAL RISER

CONNECT TO EX 375 CLAY CS

0+499.500 @ INV ±26.69

REMOVE EX CB & ABANDON LEAD (TYP)

REMOVE EX CB &

ABANDON LEAD (TYP)

REMOVE EX CI & CI BOX & DCP
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CAUTION: GAS

DOMINION STREET

150 SUBDRAIN (SD-245)

AT LOCATIONS SHOWN

IN PLAN (TYP)

CURB & GUTTER

SD-200 (TYP)

100 TYPE 1A ASPHALTIC CONC

100 - 20mm LIMESTONE BASE COURSE

300 - 50mm SUB-BASE

GEOGRID & SEPARATION GEOTEXTILE FABRIC

PREPARED SUBGRADE

SUITABLE SITE FILL (TYP)

0.450

TYP

3.7503.750

7.500 6.3086.308

E PL

W PL

20.117

TYPICAL PAVEMENT SECTION

ASPHALT PAVEMENT STRUCTURE

SCALE: NTS

2-4%

EXISTING SIDEWALK TO BE

RENEWED AT LOCATIONS

SHOWN IN PLAN

1.500.30

2%
2%

2-8%

REGRADE & RESOD C/W

IMPORTED TOPSOIL AS REQ'D

2-4
%

2-8
%

EXISTING

GROUND

100 CONCRETE SIDEWALK

50 - 20 mm BASE COURSE

(TYP)

NOTES

1. ADJUST MH AND CB RIMS TO NEW GRADES.

2. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT

REQUIRE TEMPORARY SUPPORT, REMOVAL OR

REPLACEMENT, TO BE DONE SO AT THE EXPENSE OF

THE CONTRACTOR AS NECESSARY.

3. CONTRACTOR TO REGRADE/RENEW EXISTING PRIVATE

SIDEWALKS TO LIMITS AS SHOWN.  SIDEWALKS TO BE

RENEWED WITH CONCRETE UNLESS NOTED OTHERWISE.

4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO

PROTECT EXISTING TREES WITHIN THE LIMITS OF

CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION

ACTIVITIES  AS OUTLINED IN THE SPECIFICATIONS.

5. CONTRACTOR TO CONFIRM THE LOCATION OF ALL

UTILITIES/SERVICES IN THE FIELD PRIOR TO

CONSTRUCTION.

6. CB SD-023 & SD-024 OFFSETS ARE DIMENSIONED TO BOC.

CB SD-025 OFFSETS ARE DIMENSIONED O/C.

7. IN GENERAL, PAVEMENT AND SIDEWALK AREAS TO BE

REMOVED.  MATCH RECONSTRUCTION LIMITS.

8. REFER TO BID OPPORTUNITY FOR DETAILS REGARDING

TRAFFIC MANAGEMENT.

9. EXISTING LONG WATER SERVICES TO BE INSULATED

(SD-018).  REFER TO BID OPPORTUNITY FOR FURTHER

REQUIREMENTS AND AS NOTED IN PLAN.

10. ALL COSTS, MATERIALS AND LABOR ASSOCIATED WITH

THE RESTORATION OF THE CATHODIC PROTECTED

WATERMAIN WILL BE RESPONSIBILITY OF THE

CONTRACTOR.

13. MODIFIED BARRIER CURB & GUTTER INLET FRAME &

COVER TF-122.

14. ADD 200.000 m TO ABBREVIATED ELEVATIONS TO OBTAIN

GEODETIC ELEVATIONS.

WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

METRIC

1:250

1:10

9
1800599-Dominion-PP-04.dwg

9

DOMINION STREET

YARWOOD AVE TO NOTRE DAME AVE

ASPHALT RECONSTRUCTION

 PAVING AND GRADING

STA 0+470 TO NOTRE DAME AVE

WRJ

DML BWB

36-048

232.513 m

S. side Notre Dame Ave. Btw'n. Downing St. & Dominion St.,

Tblt. in N. Conc. foundation No. 1134 Notre Dame Ave. (Clifton

Apts.), 1 m W. & 0.7 m below stucco of N.E. Cor. of Bldg.

18/01/26
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Certificate of Authorization

MORRISON HERSHFIELD

No. 1736

ENGINEERS
GEOSCIENTISTS
MANITOBA

CHAINAGE

ALONG  L

PAVEMENT

C

N/A

PLAN

SCALE:  1:250

0 15m105

PROFILE

0

VERTICAL SCALE:  1:10

0.20.1 0.40.3 0.5m

RPB

LEGEND - PLANEXISTING NEW LEGEND - PLANEXISTING NEW LEGEND - PLANEXISTING NEW

WATERMAIN

LAND DRAINAGE SEWER

SANITARY/COMBINED SEWER

MANHOLE

CATCH BASIN/CATCH PIT

CURB INLET WITH BOXHYDRO HANDWELL/CABINET

MTS  HANDWELL/PEDESTAL

GAS

SURVEY BAR

FENCE

TREECATV/FIBRE OPTIC

TRAFFIC SIGNALS/PIT

CB LEAD/SSP/DCP

SUBDRAIN

DITCH

PROPERTY LINE

BOC/EDGE OF PAVEMENT

TEST HOLE

TH-12

ELEVATION

TRAFFIC SIGN

33.000

CONCRETE PAVEMENT

CONC SIDEWALK/MEDIAN

ASPHALT PAVEMENT

PAVING STONE

GRAVEL

PLANING/REMOVAL

RAMP CURB
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