
NOTES

1. ADJUST MH AND CB RIMS TO NEW GRADES.

2. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT

REQUIRE TEMPORARY SUPPORT, REMOVAL OR

REPLACEMENT, TO BE DONE SO AT THE EXPENSE OF

THE CONTRACTOR AS NECESSARY.

3. CONTRACTOR TO REGRADE/RENEW EXISTING PRIVATE

SIDEWALKS TO LIMITS AS SHOWN.  SIDEWALKS TO BE

RENEWED WITH CONCRETE UNLESS NOTED OTHERWISE.

4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO

PROTECT EXISTING TREES WITHIN THE LIMITS OF

CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION

ACTIVITIES  AS OUTLINED IN THE SPECIFICATIONS.

5. CONTRACTOR TO CONFIRM THE LOCATION OF ALL

UTILITIES/SERVICES IN THE FIELD PRIOR TO

CONSTRUCTION.

6. CB SD-023 & SD-024 OFFSETS ARE DIMENSIONED TO BOC.

CB SD-025 OFFSETS ARE DIMENSIONED O/C.

7. IN GENERAL, PAVEMENT AND SIDEWALK AREAS TO BE

REMOVED.  MATCH RECONSTRUCTION LIMITS.

8. REFER TO BID OPPORTUNITY FOR DETAILS REGARDING

TRAFFIC MANAGEMENT.

9. EXISTING LONG WATER SERVICES TO BE INSULATED

(SD-018).  REFER TO BID OPPORTUNITY FOR FURTHER

REQUIREMENTS AND AS NOTED IN PLAN.

10. ALL COSTS, MATERIALS AND LABOR ASSOCIATED WITH

THE RESTORATION OF THE CATHODIC PROTECTED

WATERMAIN WILL BE RESPONSIBILITY OF THE

CONTRACTOR.

13. MODIFIED BARRIER CURB & GUTTER INLET FRAME &

COVER TF-122.

14. ADD 200.000 m TO ABBREVIATED ELEVATIONS TO OBTAIN

GEODETIC ELEVATIONS.
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C/W HEADER & OVERLAY.

MATCH EX GRADES

100 mm MODIFIED BARRIER CURB

ON RADIUS (TYP), SD-203B

END MODIFIED BARRIER CURB ON

RADIUS, HEIGHT TAPERED TO 0 mm (TYP)

RAMP CURB (SD-229B)

INSTALL PRECAST PARKING

CURBS (2.430 L x 0.203 W x 0.14 H)

C/W 3 - 0.6 m LONG 15M TIE-BARS

CENTER 1 CURB SECTION ON

EACH PARKING STALL
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CAUTION: HYDRO OH
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CONTROL LINE GEOMETRY

#

L1

LENGTH

136.952

RADIUS DELTA TAN START STA

0+079.999

NORTHING

9465.905

EASTING

11093.562

END STA

0+216.952

NORTHING

9407.766

EASTING

11217.561

WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES
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COLLEEN AVENUE

JONES ST TO MAC ST

CONCRETE RECONSTRUCTION

 PAVING AND GRADING

JONES ST TO STA 0+210
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Certificate of Authorization

MORRISON HERSHFIELD
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26-042

228.998 m

N. side Matheson Ave. E., Btw'n. Jones St. & St. Cross St., Tblt.

in most Ely. Conc. foundation of Rosh Pina Synagogue, 1 m N. &

1.7 m below brick of S.E. Cor. of most Ely. Conc. wall.
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