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THAT ALL EXISTING UTILITIES ARE SHOWN OR

THAT THE GIVEN LOCATIONS ARE EXACT.

CONFIRMATION OF EXISTENCE AND EXACT

LOCATION OF ALL SERVICES MUST BE

OBTAINED FROM THE INDIVIDUAL UTILITIES

BEFORE PROCEEDING WITH CONSTRUCTION.
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236.177

S. side of Assiniboine Ave. @ Woodhaven Blvd., Tblt. on top of 0.05

m dia. x 2.4 m iron pipe, 2.5 m E. of C.L. asphalt roadway of

Woodhaven Blvd. & 40.9 m S. of S. wall No. 108 Woodhaven Blvd.
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REFERENCE NOTES

A. PAVEMENT DIMENSIONS ARE TO BACK OF CURB

B. BASELINE IS CENTRE LINE RIGHT-OF-WAY

C. PROPERTY LINES OBTAINED FROM CITY OF WINNIPEG L.B.I.S., AND

NO SCALE FACTOR WAS APPLIED

D. REFER TO AECOM FIELD BOOK NO. 4999
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PLACE SEPARATION

TYPICAL CROSS SECTION

NON WOVEN GEOTEXTILE FABRIC

WRAP INBETWEEN CRUSHED
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2.00

CONSTRUCTION NOTES

1. REMOVE EXISTING ASPHALT PAVEMENT AND CONSTRUCT

NEW 100mm ASPHALT PAVEMENT TYPE 1A

2. REMOVE EXISTING CONCRETE / ASPHALT / GRAVEL DRIVEWAY

AND CONSTRUCT NEW 150mm REINFORCED CONCRETE

PAVEMENT

3. GRADE EXISTING GROUND AND PLACE 100mm NEW ASPHALT

PAVEMENT TYPE 1A

4. CONSTRUCT NEW CONCRETE LIP CURB AND GUTTER (600mm

WIDTH AND 180mm CURB HT.)

5. CONSTRUCT NEW CONCRETE RAMP CURB AND GUTTER

(600mm WIDTH AND 10mm RAMP HT.)

6. REMOVE EXISTING FRAME AND COVER AND INSTALL NEW

SOLID FRAME AND COVER (AP-004/AP-005)

7. ADJUST EXISTING MANHOLE / CATCHBASIN TO GRADE

8. INSTALL NEW CAST IRON RISER RING

9. REMOVE EXISTING MANHOLE / CATCHBASIN

10. ADJUST VALVE TO GRADE

11. CONSTRUCT NEW CONCRETE LIP CURB (40mm HT.

MONOLITHIC)

12. REPLACE 6.1m OF 250 PVC LEAD AND RE-CONNECT TO

EXISTING MANHOLE AND CATCHBASIN

13. INSTALL STYROFOAM WATER SERVICE INSULATION
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