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Mineral Sod 

Topsoil 

Bunker Sand 

Tee Mix  

Pisa 2 Curb  

100mm Solid Collector Drain 

150mm Round Catch Basin 
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Note:
Layout and marking of finished 
elevations at corners of all tees 
to be field staked by Contract 
Administrator.

Note:
Layout of path to be field staked 
by Contract Administrator.

Note:
Layout and marking of finished 
elevations of  bunker to be field 
staked by Contract Administrator.

Rebuild back tee,
144 m2 

Build new forward tee,  
112 m2 of tee surface.
Refer to detail 1/L4

Existing drainage & catch 
basins behind No. 14 green

Install 6.4m pisa stone curb
Refer to detail 2/L2

1. Invert elevations and drainage pipe slope are subject to on-site verification.

Location of existing drainage

2. Elevations are shown in meters.  Add 200.0m to get geodetic elevations.

Extend tee  (165 m2), added tee 
area of approx.  80 m2 

Rebuild existing tee, total of 130 m2 tee surface.
Refer to detail 1/L2

Rebuild back tee, keeping 
tee area at 115 m2 

Expand tee forward,  135 m2 of tee surface.
Refer to detail 1/L2

existi
ng path

existing path

existing path

Install 7.9m pisa stone curb
Refer to detail 2/L2

Install 15.4 m Pisa stone curb. 

Install 175 m2 granular path. 

existing path

Sod bunker surround. 97 m2 
Refer to details 4/L2 & 5/L3

Reshape existing 
bunker - 32 m2   
Refer to detail  4/L2

Construct new bunker  -  60 m2 
Refer to sodding detail 5/L3

Sod tee & surrounds. 526 m2 
Refer to details 1/L2 

Collector drain & catch basin 
Refer to detail  4/L3

Limit of existing path 
to be retained.

Install new part circle 
rotor, wire & 50mm ø 
HDPE pipe  (18.5m).

Existing part circle rotor.

Existing chain link fence

Existing irrigation rotors, raise as 
needed to suit final grade.
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