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PART E – SPECIFICATIONS 

Revise: E1.2 (a) to read: 
It is a fibreglass cylindrical tank of dimension 9.0 metres high and 4.0 metres diameter with a flat top 
and bottom. The tank operates at atmospheric pressure. Original liner and structure as follows: 
 

Add: E1.2 (b) (vii): 
resin and cure system to be fabricated in accordance with the manufacturers’ technical 
recommendations. 

 

 

 
  
  
  

  
  
  
  
  
  
  
  

 

 

 
Corporate Finance Department 
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 39-2018 ADDENDUM 1  

REPAIR OF SODIUM HYPOCHLORITE STORAGE TANK TK-J520A  

 ISSUED: February 8, 2018 
BY: Dave Carr 

URGENT 
PLEASE FORWARD THIS DOCUMENT TO 
WHOEVER IS IN POSSESSION OF THE BID 
OPPORTUNITY 
 

TELEPHONE NO.  204 986-2091 
 
THIS ADDENDUM SHALL BE INCORPORATED 
INTO THE BID OPPORTUNITY AND SHALL 
FORM A PART OF THE CONTRACT 
DOCUMENTS 
Template Version: A20160708 

 
 Please note the following and attached changes, corrections, additions, deletions, information and/or instructions 

in connection with the Bid Opportunity, and be governed accordingly.  Failure to acknowledge receipt of this 
Addendum in Paragraph 8 of Form A: Bid may render your Bid non-responsive. 
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