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Post Fastened to Sign 
Frame with Continuous 
Weld

9.5mm (3/8") Mounting Plate 
Welded to Post. Top of base to be 
25mm (1") Below Finished Grade

150 mm (6") Long 13 mm 
(1/2") Wedge Anchors (4). 
Pre-drill Sign Base Prior to 
Galvanizing and Painting

 9.5mm (3/8") Galvanized 
and Painted Tube Steel 
Sign Stand 

25mm x 25mm (1" x1") 9.5 
mm (3'8") Galvanized and 
Painted Tube Steel Sign 
Frame. Colour Black

0.
02

5

1.
17

0.051

0.254

0.
25

4

0.044

0.076

483mm H x 381mm W 
(19" x 15") Plaque by 
Others

0.431

0.
53

3

DEDICATION PLAQUE STAND
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K.47-J

GRANITE BOULDER IN RUBBER PAVING
1:25

4
K.47-J

Compacted 19mm 
(3/4") Gravel Base
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0.180

0.345

PLANTING 
BED

COMPACTED SUBGRADE

0.2

Non-Woven 
Geotextile

Thickened Edge 

Continuous 15M Bars (4). 
Min. 50mm Clearance

100mm (4") Slab On 
Grade (Non- Reinforced) 

15M Bars spaced 450mm 
apart
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THICKENED EDGE CIP CONCRETE SIDEWALK
1:25

2
K.47-J

10M Rebar @ Max. 300mm O/C Both 
Ways. Min. 50mm Clearance

Base Slab tied to Bench with 10M Rebar

CONCRETE BLOCK REINFORCEMENT
1:10

3
K.47-J

Non-Woven 
Geotextile

100mm (4") Slab 
on Grade

Rubber Paving

Combi-Grid 30/30 
Geotextile/Geogrid 
Combination

Compacted 19mm (3/4") 
Down Limestone

COMPACTED SUBGRADE

Approx. 1.22 - 1.52m (48"-60") H x 0.76m 
(30") x 0.69 - 0.84 m (27"-33") W Black 
Granite Boulders (10)  Set Approx. 
150mm Below Finished Grade. 
BOULDERS SUPPLIED AND 
DELIVERED BY OTHERS 

Aluminum Paver Restraint

Paving Stone Sidewalk
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25mm (1") Bedding 
Sand
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