
UTILITY METER

FDS-F71

SERVICE

ENTRANCE JB

ESL-F730

BUBBLER

CONTROL

PANEL

XFMR-F72

RTU PANEL

PNL-F72

SPL-F71

FDS-F72

FDS-F73

MCP-F02

MS-F02

MS-F01

PLAN AT MOTOR FLOOR

1:25

REMOVE ABANDONED

SERVICE ENTRANCE

CONDUIT AND COVER

EXISTING TELEPHONE ENTRY

TO BE MOVED

REMOVE ABANDONED

SERVICE ENTRANCE

WEATHERHEAD AND METER

ENCLOSURE

EXISTING SINGLE LINE DIAGRAM

N.T.S.

DISCONNECT AND REMOVE EXISTING

CABLING AND EQIUPMENT

M

MCP-F02

225A

M M

PNL-F72-MCB

100A

2A

27
RTU

FROM UTILITY

4.16 kV

FDS-UTIL-1

20T

FDS-UTIL-2

K40

XFMR-UTIL

3.25 kVA POLEMOUNT

TRANSFORMER

4160-600V

1.5 %Z

UTILITY

CITY OF WINNIPEG

FDS-F71

200A

C-F71-2

3C, 3/0 AWG RW90

UTILITY

METERING

SPL-F71

C-F01-1

3C, 6 AWG, RW90

C-F02-1

3C, 2 AWG, RW90

C-F72-1

2C, 10 AWG, RW90

C-F73-1

3C, 10 AWG, TECK 90

MS-F01

70A

SIZE 3 CUTLER

HAMMER

MODEL: 9586

C-F01-2

3C, 6 AWG, RW90

P-F01

FLOOD PUMP

35 HP

33.3 FLA

1165 RPM

C-F02-2

3C, 2 AWG, TYPE T

MS-F02

CUTLER

HAMMER

REDUCED

VOLTAGE

STARTER

MODEL: 9605

C-F02-3

3C, 3 AWG, TECK 90

P-F02

FLOOD PUMP

75 HP

73 FLA

870 RPM

FDS-F72

15A

FDS-F73

5A

C-F72-2

2C, 10 AWG, TECK 90

C-F73-1

3C, 10 AWG, TECK

XFMR-F72

600-120/240V

15 kVA 4.8 %Z

C-F72-3

2C, 6 AWG, TECK 90

PNL-F72

120/240V

125A 1Ø, 3W

20 CCT.

ESL-F730

POWER FAIL

VOLTAGE MONITOR

DEMOLITION NOTES

1. EXISTING EQUIPMENT TO BE REMOVED:

-SPL-F71

-MS-F01

-MS-F02

-MCP-F02

-FDS-F72

-FDS-F73

-ESL-F730

2. EXISTING EQUIPMENT TO REMAIN:

-FDS-F71

-XFMR-F72

-PNL-F72

-RTU PANEL

-CONTROL PANEL

-BUBBLER

-SERVICE EQUIPMENT

3. EXISTING EQUIPMENT TO REMAIN SHALL BE 

DISCONNECTED AND REMOVED FROM THE 

WALLS FOR THE DURATION OF THE 

ARCHITECTURAL WORK, THEN RE-MOUNTED 

AND RECONNECTED.

18-6872

METRIC

WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

SYNDICATE FLOOD PUMPING STATION

UPGRADES

1-0189F-E0003-001

E-1

6 7

BKB

SCK

BLM

MH

AS SHOWN

-

ELECTRICAL

DEMOLITION

NOT FOR CONSTRUCTION
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