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4 PROTECT EXISTING ASPHALT DURING DEMOLITION & 
CONSTRUCTION. REPAIR ANY DAMAGES AS 
NECESSARY.
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THIS DRAWING MUST NOT BE SCALED. 
 
THE GENERAL CONTRACTOR SHALL VERIFY ALL DIMENSIONS, 
DATUMS AND LEVELS PRIOR TO COMMENCEMENT OF WORK.  ALL 
ERRORS AND OMISSIONS TO BE REPORTED IMMEDIATELY TO THE 
LANDSCAPE ARCHITECT. 
 
VARIATIONS & MODIFICATIONS TO WORK SHOWN ON THESE 
DRAWINGS SHALL NOT BE CARRIED OUT WITHOUT WRITTEN 
PERMISSION FROM THE LANDSCAPE ARCHITECT. 
 
THIS DRAWING IS THE EXCLUSIVE PROPERTY OF THE LANDSCAPE  
ARCHITECTS AND CAN BE REPRODUCED ONLY WITH THE 
PERMISSION OF THE LANDSCAPE ARCHITECTS, IN WHICH CASE 
THE REPRODUCTION MUST BEAR THEIR NAME AS LANDSCAPE 
ARCHITECTS.
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1. ENSURE THE LOCATION OF ALL EXISTING SERVICES BOTH 
OLD AND RECENTLY INSTALLED ARE CLEARLY LOCATED ON 
SITE PRIOR TO CONSTRUCTION.  THE  CONTRACTOR WILL BE 
RESPONSIBLE FOR REPAIRING ALL DAMAGE CAUSED TO 
SERVICES DURING LANDSCAPE CONSTRUCTION.  
 
2. ALL DIMENSIONS ARE IN METRIC UNLESS OTHERWISE 
SPECIFIED. 
 
3. STAKEOUT DESIGN AND CONFIRM LAYOUT WITH 
CONTRACT ADMINISTRATOR PRIOR TO CONSTRUCTION. 
 
4. REPAIR EXISTING SOD AS NECESSARY. 
 
5. ANY AREA DISTURBED BY CONSTRUCTION NOT SHOWN ON 
THIS DRAWING MUST BE RETURNED TO ITS ORGINAL 
CONDITION. 
 
6. REFER TO SPECIFICATIONS FOR DETAILED MATERIALS 
DESCRIPTIONS. 
 
7. REPORT ANY DISCREPANCIES TO THE CONTRACT 
ADMINISTRATOR IMMEDIATELY. 
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CHAINLINK FENCE

BENCH (CITY OF WINNIPEG DETAIL SCD - 121 
"TACHE BENCH COMPOSITE WITH ARMS") 

BIKE RACK ("ARC RACK" BY DERO.  
REFER TO SPECS)

EXISTING LIGHT POLES

 

CHAIN LINK FENCE (3m ht.)  

EXISTING TREES

LAYOUT LEGEND

WASTE RECEPTACLE (CITY OF WINNIPEG  
DETAIL SCD-119 "WASTE RECEPTACLE  
SIDE OPENING METAL SLAT TYPE")

PLEXIPAVE SURFACING & PAINTED LINES 
 

LP

LIMIT OF WORK

ASPHALT (CITY OF WINNIPEG  
SCD-648 "PARKWAY PATH ASPHALT")

 BASKETBALL HOOPS & POST

SOD (CITY OF WINNIPEG  
CW3510 "SODDING", SD-243) 

EXISTING UNDERGROUND ELECTRICAL.

BASKETBALL COURT "AREA A" 
 
LAYOUT & MATERIALS PLAN

BASKETBALL SYSTEM 
& CIP CONC. PILE
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ENSURE 2m RADIUS FROM 
TREE TRUNK IS CLEAR OF 

EXCAVATION/REMOVAL WORK.

BIKE RACKS.  REFER TO 
SPECS.

BENCHES.  REFER TO 
SPECS.

WASTE RECEPTACLE  
REFER TO SPECS
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BASKETBALL COURT LAYOUT


