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PROFESSIONAL SEALS

THIS DRAWING MUST NOT BE SCALED. 
 
THE GENERAL CONTRACTOR SHALL VERIFY ALL DIMENSIONS, 
DATUMS AND LEVELS PRIOR TO COMMENCEMENT OF WORK.  ALL 
ERRORS AND OMISSIONS TO BE REPORTED IMMEDIATELY TO THE 
LANDSCAPE ARCHITECT. 
 
VARIATIONS & MODIFICATIONS TO WORK SHOWN ON THESE 
DRAWINGS SHALL NOT BE CARRIED OUT WITHOUT WRITTEN 
PERMISSION FROM THE LANDSCAPE ARCHITECT. 
 
THIS DRAWING IS THE EXCLUSIVE PROPERTY OF THE LANDSCAPE  
ARCHITECTS AND CAN BE REPRODUCED ONLY WITH THE 
PERMISSION OF THE LANDSCAPE ARCHITECTS, IN WHICH CASE 
THE REPRODUCTION MUST BEAR THEIR NAME AS LANDSCAPE 
ARCHITECTS.
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1. ALL ELEVATIONS ARE IN METRIC UNLESS OTHERWISE 
SPECIFIED. 
 
2. CONFIRM GRADES WITH CONTRACT ADMINISTRATOR 
PRIOR TO INSTALLATION. 
 
3. REPORT ANY DISCREPANCIES TO THE CONTRACT 
ADMINISTRATOR IMMEDIATELY. 
 
4. OBTAIN APPROVAL OF SUB BASE AND ROUGH GRADING 
CONDUCTING ALL NECESSARY COMPACTION TESTING AS 
SPECIFIED PRIOR TO INSTALLING HARD SURFACE FINISHES. 
 
5. FINISH GRADE TO TOLERANCES SPECIFIED AND TO LEVELS 
AND PROFILES SHOWN ON THIS DRAWING ENSURING 
POSITIVE DRAINAGE IN ALL LOCATIONS. 
 
6. REPAIR ANY AREAS DEEMED TOO STEEP, SHALLOW OR 
OTHERWISE UNACCEPTABLE  TO THE CONTRACT 
ADMINISTRATOR'S SATISFACTION. 
 
7. PROVIDE SMOOTH, ROUNDED TRANSITIONS AT CROWN 
AND BOTTOME OF BERMS. 
 
8. GRADE EVEN SLOPES. 
 
9. WALKWAYS NOT TO EXCEED 4.9%. 
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* PROVIDE ENGINEERED, STAMPED SHOP 
DRAWINGS FOR PLAY EQUIPMENT AND 
FOUNDATIONS INCLUDING REQUIRED TYPE, 
DEPTH AND COMPACTION OF GRANULAR 
BASE AND/OR SUB-BASE FOR REVIEW AND 
APPROVAL PRIOR TO INSTALLATION. 


