
ASPHALT (CITY OF WINNIPEG 
SCD-648 "PARKWAY PATH ASPHALT”)

PROFESSIONAL SEALS

THIS DRAWING MUST NOT BE SCALED. 
 
THE GENERAL CONTRACTOR SHALL VERIFY ALL DIMENSIONS, 
DATUMS AND LEVELS PRIOR TO COMMENCEMENT OF WORK.  ALL 
ERRORS AND OMISSIONS TO BE REPORTED IMMEDIATELY TO THE 
LANDSCAPE ARCHITECT. 
 
VARIATIONS & MODIFICATIONS TO WORK SHOWN ON THESE 
DRAWINGS SHALL NOT BE CARRIED OUT WITHOUT WRITTEN 
PERMISSION FROM THE LANDSCAPE ARCHITECT. 
 
THIS DRAWING IS THE EXCLUSIVE PROPERTY OF THE LANDSCAPE  
ARCHITECTS AND CAN BE REPRODUCED ONLY WITH THE 
PERMISSION OF THE LANDSCAPE ARCHITECTS, IN WHICH CASE 
THE REPRODUCTION MUST BEAR THEIR NAME AS LANDSCAPE 
ARCHITECTS.
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AS SHOWN

GM/BD

BASKETBALL COURT "AREA A" 
 
DETAILS SHEET 1

64mm DIA. LINE POSTS FRICTION 
DRIVE MIN. 1.8m DEPTH  
INTO UNDISTURBED SOIL

BASKETBALL STANDARD & CONCRETE PILE
N.T.S.
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PLEXIPAVE SURFACE
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GOOSE NECK HEAVY DUTY 
BASKETBALL STANDARD. 

REFER TO SPECS.

DOUBLE RIMMED 
GOAL AND CHAIN NET 
 REFER TO SPECS.

SONOTUBE WRAPPED  
WITH 2 LAYERS OF  
4 mil POLY UPPER. 

2300mm of FOOTING.

10M RINGS @ 300mm O.C. 
ENSURE MIN. 50mm CONCRETE 

COVERAGE OVER REBAR

400mm Ø x 6000mm DEEP  
CONCRETE PILE

4-20M VERTICAL CONT. 
ENSURE MIN. 50mm CONCRETE 

COVERAGE OVER REBAR

ALUMINIUM BACKBOARD  
REFER TO SPECS.

FINISHED  ASPHALT SURFACE
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1200

FINISHED GRADE

FINISHED GRADE

2A ELEVATION

9 ga. (.125) GALVANIZED CHAIN LINK  
MESH FABRIC - INSTALL ON OUTSIDE OF FENCE

FINISHED GRADE

2B SECTION - CORNER POSTS

44mm DIA. GALVANIZED STEEL PIPE 
TOP RAIL, CONTINUOUS

64mm DIA. GALVANIZED STEEL LINE 
POSTS & 89mm Ø GALVANIZED 
STEEL TERMINAL / CORNER POSTS
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3050 (10'-0" MAX.) O.C. MAX.
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ASPHALT PAVEMENT

44mm DIA. GALVANIZED STEEL PIPE 
BRACE. PLACE HORIZ. FROM TERMINAL / CORNER 
POST TO FIRST ADJACENT LINE POST

44mm DIA. GALVANIZED STEEL PIPE 
BOTTOM RAIL 50mm MIN. ABOVE 
FINISHED GRADE. RUN BOTTOM 
RAIL LEVEL

SOD OVER TOPSOIL (100mm) 
AS REQUIRED

L 2.0

CHAIN LINK FENCE
SCALE: 1:20
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2C SECTION

18
00

SOD OVER TOPSOIL 
(100mm) AS REQUIRED

300

ASPHALT  
PAVEMENT

300

1500

21
12

64mm DIA. GALVANIZED 
STEEL PIPE @ OPENING

COMPACTED GRANULAR 'A'

COMPACTED GRANULAR 'B' OR  
SUBGRADE TO 98% ST. PROCTOR

BACKFILL WITH 28 MPA CONCRETE
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PLEXIPAVE SURFACE OVER ASHPALT BASE
SCALE: 1:10
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L 2.0

PLEXI-PAVE SURFACING

20mm DOWN CRUSH 
LIMESTONE BASE COURSE 
COMPACTED TO 100% SPMDD

50mm DOWN CRUSH 
LIMESTONE SUB-BASE COURSE 
COMPACTED TO 98% SPMDD

PROOF ROLL  
COMPACTED SUBGRADE

TYPE 1A ASPHALT

GEOGRID (CITY OF WINNIPEG CW 3135) 
OVER NON-WOVEN GEOTEXTILE  
(CITY OF WINNIPEG CW 3130)

GEOGRID (CITY OF WINNIPEG CW 3135) 
OVER NON-WOVEN GEOTEXTILE  
(CITY OF WINNIPEG CW 3130)

150
MIN.

BASKETBALL COURT LAYOUT
SCALE: 1:75
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PLEXIPAVE PAINT "CAPE GREY" 
REFER TO SPECS.
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ASPHALT (CITY OF 
WINNIPEG SCD-648 

"PARKWAY PATH ASPHALT”)

BASKETBALL CITY OF 
WINNIPEG STANDARD   
REFER TO SPECS.

PLEXIPAVE PAINT "PACIFIC BLUE" 
REFER TO SPECS.

PLEXIPAVE PAINT "WHITE"  
50mm WIDTH 
REFER TO SPECS.
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2112 (7') HIGH OPENING IN 
FENCE - SEE 2A ELEVATION
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