
1 FOWLER AVENUE 
WINNIPEG, MANITOBA

PROFESSIONAL SEALS

THIS DRAWING MUST NOT BE SCALED. 
 
THE GENERAL CONTRACTOR SHALL VERIFY ALL DIMENSIONS, 
DATUMS AND LEVELS PRIOR TO COMMENCEMENT OF WORK.  ALL 
ERRORS AND OMISSIONS TO BE REPORTED IMMEDIATELY TO THE 
LANDSCAPE ARCHITECT. 
 
VARIATIONS & MODIFICATIONS TO WORK SHOWN ON THESE 
DRAWINGS SHALL NOT BE CARRIED OUT WITHOUT WRITTEN 
PERMISSION FROM THE LANDSCAPE ARCHITECT. 
 
THIS DRAWING IS THE EXCLUSIVE PROPERTY OF THE LANDSCAPE  
ARCHITECTS AND CAN BE REPRODUCED ONLY WITH THE 
PERMISSION OF THE LANDSCAPE ARCHITECTS, IN WHICH CASE 
THE REPRODUCTION MUST BEAR THEIR NAME AS LANDSCAPE 
ARCHITECTS.

ISSUE NOTES DATE

1:100

DRAWING NO.

SCALE

DATE PRINTED

REVIEWED

PROJECT No.
17-008

ST. JOHN'S PARK 
REDEVELOPMENT - PHASE 1

12:43 PM Tue, May 15, 2018

17-008 Nature play 18-05-07.PC9

R-0

SHEET TITLE

PROJECT TITLE

DRAWN

ISSUED FOR CONSTRUCTION     MAY 15, 2018

North

20 10m51 3 4

SAND CIRCLE & STAGE DECKING DETAIL PLAN
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STUMP, BOULDER & HORIZONTAL LOG SURROUND 
REFER TO LOG & BOULDER DETAILS

TWO - 38x235mm (2x10) PT WOOD 
INTERIOR BEAMS - BOTH DIRECTIONS

38x140mm (2x6) KEBONY WOOD SKIRT 
ON 19mm (3/4") PT PLYWOOD ON 3 
FACES OF SAND CIRCLE TO FINISH 
GRADE TO RETAIN PLAYSAND
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BOULDER RETAINING 
WALL DETAIL

38x140mm (2x6) KEBONY DECKING @ 150mm O.C. 
STAGGER JOINTS

DIRECTION OF DECKING
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BOULDER DETAIL 9
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COMPACTED 
SUBGRADE

± FINISHED GRADE 

350mm (14") DEPTH PLAYSAND 
 

NOTE: SAND WILL BE BELOW GRADE 
TO ENSURE FINISHED DECK HEIGHT 

IS NO LESS THAN 550mm (22") ABOVE GRADE
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"WIGGLE WALL"

SAND CIRCLE & STAGE DECKING SECTION
1:50
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100mm (4") DEPTH!
12mm (1/2") CLEAN STONE!

ON NON-WOVEN GEOTEXTILE 
(CITY OF WINNIPEG CW 3130)

2
L 2.1

SLOPE GRADE AWAY 
FROM DECK. REFER TO  
DWG. L 1.5 GRADING PLAN 
MAX. 1:3 SLOPE

38x140mm (2x6) KEBONY WOOD SKIRT ON 19mm 
(3/4") PT PLYWOOD ON 3 FACES OF SAND 
CIRCLE TO FINISH GRADE TO RETAIN PLAYSAND

50mm (2") DEPTH GRANULAR ON NON-WOVEN 
GEOTEXTILE (CITY OF WINNIPEG CW 3130)

NOTE:!
1. ALL PRESSURE TREATED LUMBER EXCEPT FOR DECKING & PERIMETER SKIRT.!
2. DECKING & PERIMETER SKIRT: KEBONY WOOD.  REFER TO SPECS.!
3. CHAMFER TOP EDGES OF DECK BOARD ENDS.!
4. NO EXPOSED TIPS OF SCREWS, FASTENERS; NO SHARP EDGES.!
5. ALL FASTENERS GALVANIZED; STANDARD DECK SCREWS.!
6. PROVIDE SHOP DRAWINGS FOR REVIEW BY CONTRACT ADMINISTRATOR

TWO - 38x235mm (2x10) PT WOOD 
OUTER RING BEAM

TWO - 38x235mm (2x10) PT WOOD 
INTERIOR BEAMS - BOTH DIRECTIONS
TWO - 45X150mm 
KEBONY PERIMETER SKIRT 
TOP AND BOTTOM

38x184mm (2x8) PT WOOD JOISTS 
@ 400mm (16") O.C. - ON GALVANIZED HANGERS TO SUIT

CRUSHED AGGREGATE ON FILTER FABRIC UNDER DECK 
EXTEND MIN. 100mm (4") ALL SIDES

STAGE DECKING PLAN DETAIL
1:20

3

L 2.2

DIR
ECTIO

N O
F D

ECKIN
G

38x140mm (2x6) KEBONY DECKING @ 150mm O.C. 
STAGGER JOINTS
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89x89mm (4x4) PT WOOD POSTS 
ON CONC. DECK PADS
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0TWO 45x150mm  
KEBONY PERIMIETER SKIRT 

TOP AND BOTTOM

TWO - 38x235mm (2x10) PT WOOD BEAM

38x184mm (2x8) PT WOOD JOISTS @ 400mm (16") O.C. 
ON GALVANIZED HANGERS TO SUIT

38x 140mm (2x6) KEBONY DECKING @ 150mm O.C.

150mm (6") DEPTH CRUSHED AGGREGATE 
ON NON-WOVEN   (CITY OF WINNIPEG CW 3130) 
UNDER DECK.  EXTEND MIN. 100mm (4") ALL SIDES.

DECK SECTION
SCALE: 1:20
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89x89mm (4x4) PT WOOD POSTS 
ON 18x18x3 CONC. DECK PADS

5mm CHAMFER ALL EDGES AND CORNERS

100mm (4") AIR SPACE - TYPICAL
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NATURE PLAYGROUND "AREA B" 
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