
Single-Piece 9.5mm (3/8") 
Galvanized Bench Frame 
(Arms, Mounting Plate, Vertical 
Extensions and Pedestals)

TOP OF PAVERS (BROADWAY 65MM)

13mm (1/2") Carriage Bolts
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10M Rebar @ Max. 300mm 
O/C Both Ways. Min. 50mm 
Clearance

150mm (6") long 1/2" dia. 
Hilti Kwik Bolt 3 Expansion 
Anchor  c/w Nuts

0.014 Typ

14mm Galvanized Spacer

13mm (1/2") Galvanized Threaded 
Rod 

No. 8 Wood Screw (Countersunk)

Threaded rod Passes Through 9.5mm (3/8") 
Continuous Armrest and 110mm long, 9.5mm 
(3/8") Vertical Extension from Mounting Plate 
(Both Welded to Plate) 

19mm x 140mm (1"x6") Cedar 
Boards Through Cedar Boards, 
Boards Glued With 
Construction Adhesive

110 mm Vertical Extension for 
Threaded Rod

0.
26 0.35

150mm (6") long 1/2" dia. Hilti Kwik Bolt 3  
Expansion Anchor c/w Nuts

Threaded Rods 
0.35

0.
13

0.
2

0.013 TYP

CIP Concrete and Wood Benches
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CIP Concrete and Wood Benches Front Elevation
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150mm (6") long 1/2" dia. Hilti Kwik Bolt 3  
Expansion Anchor c/w Nuts

9.5mm (3/8") Galvanized Tube Steel Pedestal 
Welded to 9.5mm (3/8") Base and Mounting Plate

10M Rebar @ Max. 300mm O/C Both Ways. 
Min. 50mm Clearance

Compacted Granular Base

Combigrid® 30/30 Geogrid/Nonwoven 
Geotextile Composite

Compacted Subgrade
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Single-Piece 9.5mm (3/8") Galvanized 
Bench Frame (Arms, Mounting Plate, 
Vertical Extensions and Tube Steel 
Pedestals)
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CIP Concrete and Wood Benches - Mounting Plate
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0.20

Min. 40mm
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14mm Galvanized Spacer

13mm (1/2") Galvanized Threaded Rod Through 
Cedar 1X6's and Armrests. Countersink Nuts 
20mm (3/4"). Adjoining Cedar Boards Glued 
WIth Construction Adhesive

CIP Concrete Bench. 20mm (3/4") Chamfer All 
Sides. 

No. 8 Wood Screw (Countersunk)

Threaded rod Passes Through 9.5mm (3/8") 
Continuous Armrests Welded to Plate 

0.3

0.01

9.5mm (3/8") Galvanized Steel Mounting Plate, 
Pedestal and Armrests 

Ø 0.18

0.014 Typ.

0.02

0.
02

Typical Chamfer - All Corners/ All Benches

CIP Concrete and Wood Benches - Section at Armrest
Scale: 1:10
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150mm (6") long 1/2" dia. Hilti Kwik Bolt 3 
Expansion Anchor  c/w Nuts

10M Rebar @ Max. 300mm O/C Both Ways. 
Min. 50mm Clearance

0.
12

0.
1

TOP OF PAVERS (BROADWAY 65MM)

0.
46

Mounting Plate 
and Pedestals

CIP Concrete and Wood Benches - Backed -Front Elevation
Scale: 1:25
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CIP Concrete and Wood Benches8
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10M Rebar @ Max. 300mm O/C 
Both Ways. Min. 50mm 
Clearance

Compacted Granular Base

Combigrid® 30/30 
Geogrid/Nonwoven Geotextile 
Composite

Compacted Subgrade

0.
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0.30

0.
20
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CONTRACTOR TO CONFIRM ALL DIMENSIONS AND REPORT ANY DISCREPANCIES TO CONTRACT ADMINISTRATOR 
PRIOR TO CONSTRUCTION. LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST 
INFORMATION AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE 
GIVEN LOCATIONS ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE 
OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.
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152mm (6") Fibreboard Expansion Joint Installed 
12.7 mm( 1/2") Below The Concrete Surface To 
Accept  Joint Sealant

152mm (6') Slab On Grade Reinforced With 10M 
Bars At 300mm O/C Both Ways

Compacted Granular Base

0.
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2

CIP ConcretePad at Bench
Scale: 1:25
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0.
15

0.
30

0.30

Combigrid® 30/30 Geogrid/Nonwoven
Geotextile Composite

Compacted Subgrade

Cedar Boards

Mounting Plate 
and Pedestals

Threaded Rod 
with Spacers

Vertical Extension for 
Threaded Rod

Armrest
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