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Water Service in CSP Enclosure
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G.043-20

50mm Layer Crushed
Black Granite

200mm Layer 19mm Crushed
Limestone

Non-Woven Geotextile

Water Service. All Pipes and 
Equipment as per City of 
Winnipeg SD241-B

1500mm Dia. 12 
Gauge CSP 
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6mm x 25 mm x 150mm Galvanized 
Steel Plate with Hasp Staple Welded 
Vertical to Inside of CSP. Ensure 
Hasp Staple Extends 25 mm Above 
Lid  

6mm x 100mm x100mm Galvanized 
Steel Plate With Slot for Hasp Staple

38mm x 38mm x 1200mm Angle Iron 
Welded to Underside of Lid

Angle Iron Welded to Inside of CSP 
and Flush to Underside of Lid 0.
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Water Service
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SEWER MAIN

WATER MAIN

6mm Thick Galvanized 
Checker Plate - Cut as 
Indicated
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6mm x 25 mm x 150mm Galvanized 
Steel Plate with Hasp Staple Welded 
Vertical to Inside of CSP. Ensure 
Hasp Staple Extends 25 mm Above 
Lid  

6mm x 100mm x100mm Galvanized 
Steel Plate With Slot for Hasp Staple

38mm x 38mm x 1200mm Angle Iron 
Welded to Underside of Lid

Angle Iron Welded to Inside of CSP 
and Flush to Underside of Lid

Angle Iron Welded to Inside of CSP 
and Flush to Underside of Lid

Heavy Duty T-Hinges (4)

50mm (2") Rounded Corner

Supply/Install New Summer Service as per 
Engineer's Drawings

Supply/Install Hose Bib & Connection Box as 
per Engineer's Drawings

Line from Summer Service as per Engineer's 
Drawings


	18 [G.043-20 Water Service]
	Viewport-50
	Viewport-54
	Viewport-56


