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General Notes
1. All existing trees, sidewalks, curbs, catch 

basins, culverts, survey markers, to remain 
are to be protected during construction.  Any 
damage to them is to be made good by the 
Contractor. Maintain positive drainage into all 
catch basins and curb inlets.

2. All work is to be warrented for a period of not 
less than 1 year.

3. Contractor is to limit operations to the area 
within the area of work shown on the drawing.  
Should areas outside of this limit be damaged 
during the course of construction, Contractor 
is to make good the damage at his own 
expense

4. Contractor is to obtain location of all utilities 
prior to construction. If using power 
equipment to excavate contractor must notify 
Hydro and Gas and telephone utilities and take 
steps to avoid damaging their installations.

5. All dimensions are in meters unless otherwise 
noted

6. Spot elevations are to govern over contour 
information.

7. Confirm grades with contract administrator 
after initial grade staking and before proceding 
with grading operations. Any deviation from 
the stated slopes is to be approved by the 
landscape architect prior to construction.

8. Contractor is advised that existing grades are 
given as information only and should be 
verified on site.  Any discrepancies are to be 
reported to the Contract Administrator

9. All grades shown are FINISH GRADES.  Rough 
grading operations should establish a 'mud' 
grade sufficiently below finish grade to allow 
for surface materials. Grading contractor is to 
establish rough grade within +/- 2.5 cm.
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Path off Lakeland Pl.
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New Swail at elevation and grade shown 
to drain trapped water.  Backslope to 
be not greater than 1:7,  Transistion to 
existing grade to be smooth and 
rounded to facilitate cutting of grass 
with mechanical ride on mowers.

Clean out culvert ends and ensure they 
drain freely.  Bend open if necessary.

Preserve and protect existing concrete 
sidewalk during construction

New 1.8 m wide crusher fines path to 
follow previous path alignment and 
grade 

New topsoil and sod in area graded to 
construct swails

Existing grades shown using this format.

Proposed Grades (top and bottom of 
swail shown with this format

Center Line (Bottom) of new swail

Slope of new swail

Limit of Grading
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New Culvert location off Lakeshore Rd.
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New Culvert Invert 230.9

New Culvert Invert 230.7

New 30 cm ø EPDM culvert to grades 
shown

New 1.8 m wide crusher fines path to 
follow previous path alignment and 
grade 

New topsoil and sod in area graded to 
adjust sideslope for path

Existing grades shown using this format.

Proposed Pathway Grades shown with 
this format

Slope of reconstructed path

Limit of Grading
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New Entry off of Markham Rd.
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New 1.8 m wide crusher fines path 
following the alignment shown.  
Confirm alignment on site with CA prior 
to excavating.

New topsoil and sod in area graded to 
adjust sideslope for path

Existing grades shown using this format.

Proposed Pathway Grades shown with 
this format

Slope of reconstructed path

Path Follows

New Alignment
Path follows 

current alignment

Limit of Grading
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1. This drawing shall not be used for construction unless signed 
and sealed by Landscape Architect.

2. Variations and modifications to the work shown will not be 
allowed without prior written consent of Landscape Architect.

3. Drawing and Specifications, as instruments of service, are the 
property of the Landscape Architect.  The copyright is 
reserved in the name of the Landscape Architect. No 
reproduction may be made without the prior written consent 
of the Landscape Architect

4. Contractors/bidders are hereby granted a limited licence to 
reproduce these drawings for the purposes of bidding.  Such 
reproductions are not to be used for construction.
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