
2-5 PLAY EQUIPMENT

6' TALL, 1 BAY, 2 INFANT SWING 
SWING SET
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PRIVATE RESIDENCE

EXISTING CHAIN LINK FENCE

Retain Existing 
Wood Fence

New Wood Bollards as 
per SCD 105-B (8)

Two and Three Tier Timber 
Edging Around Play Area as 
per SCD 651-A (51LM)

EWF SAFETY SURFACE (134 
SM)

Retain Existing 
Vehicle Access Gate

0 5 10 m

Accessible Entry (refer To Detail 1)

3-Tier Timber Edging 2-Tier Timber Edging
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2-Tier Timber Edging

New Topsoil and Sod (165 SM)

Pea Stone and Geotextile 
Weed Barrier(14 SM)

New Compacted Granular Path 
and Seating Area (49 SM)

Engineered wood Fiber Safety Surface 
w/ Associated Drainage (135 SM)
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EXISTING CHAIN LINK FENCE

Pick Up and Install Benches 
as per SCD 121-A

Pick Up and Install Waste 
Receptacle as Per SCD 119

Pick Up and Install 
Double-Sided Park Sign as 
per SCD 153

Installation of EWF is to 
include and Additional 150 
MM of Drainage Layer 
Material 

SingleTier Timber Edging as 
per SCD 651 (5.5LM)
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CONTRACTOR TO CONFIRM ALL DIMENSIONS AND REPORT ANY DISCREPANCIES TO CONTRACT ADMINISTRATOR 
PRIOR TO CONSTRUCTION. LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST 
INFORMATION AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE 
GIVEN LOCATIONS ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE 
OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.
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K20-B4Materials Plan
SITE ADDRESS 371 Kensington Street
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BID OPPORTUNITY NO.

652-2018

Composite Cap (Mitered) as 
per SCD-651A

140mm x 140mm (6" x6") PT 
Timbers as per SCD-651A

75mm Depth x 300mm  
Length 19mm Down  Crushed 
Granular as per SCD-651A

Top of Safety Surface

38mm x 140mm (2" x6") PT 
Lumber

DETAIL 1: ACCESSIBLE OPENING IN TIMBER EDGING
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