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PAN AM SWIMMING POOL COMPLEX
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MIN. 150 MM - MAX. 300 MM PEA GRAVEL  
LEVELLING BASE BELOW WASTE RECEPTACLE.

3 MM  - 9 MM DIA. ROUND PEA 
GRAVEL BACKFILL

FINISH GRADE

WASTE RECEPTACLE.  ORIENTATE LID 
OPENING TOWARD HOCKEY RINK

MIN. 1350 MM - MAX. 16500 MM DIA. HOLE

TANK TO BE BURIED 1530 MM 
BELOW FINISH GRADE.  ORIENTATE 
TANK BASE SO LID OPENING WILL 
WALKWAY.  BACKFILL GRAVEL AS 
PER MANUFACTURER INSTRUCTIONS  
USING CENTRE BRACE SYSTEM.

INGROUND WASTE RECPTACLE SECTION
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INSTALL MIN. 200 MM DEPTH TOPSOIL 
AND SOD AROUND ALL SURFACE AREAS 
UPON COMPLETION. INSTALL 
GEOTEXTILE FABRIC UNDER THE 
TOPSOIL

CONCRETE EDGE 
BY OTHERS, N.I.C.

NEW MULTI-FLOW DRAINAGE LINE

SLOPE NEW GROUND DOWN TO TOP 
OF NEW MULTI-FLOW OR TRENCH 
@ MAX. 4:1 SLOPE

BROKEN LINE INDICATES 
EXISTING GRADE WHICH 
VARIES

SLOPE DOWN 1O0 MM

NEW SOD AND 75 MM 
DEPTH TOPSOIL

GRADING SECTION BY SOUTH EAST CORNER OF PLAY AREA
Scale: 1:50
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MAX. 4:1 SLOPE

NOTE:  THIS IS THE CORNER OF THE SITE WHICH 
REQUIRES CUTTING OF THE EXISTING 
EMBANKMENT THE MOST

CONCRETE EDGE 
BY OTHERS, N.I.C.

NEW MULTI-FLOW 
DRAINAGE LINE

BROKEN LINE INDICATES 
EXISTING GRADE WHICH 
VARIES

NEW SOD AND 75 MM 
DEPTH TOPSOIL
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GRADING SECTION BY NORTHEAST CORNER OF PLAY AREA
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SOD IS PART OF CONTRACT
PLAY EQUIPMENT CONTRACTOR 
STAGING AREA
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BROKEN LINE INDICATES CANTILEVERED 
BUILDING WALL ABOVE

SOLID LINE INDICATES EDGE OF ASPHALT 
PAVING UNDER BUILDING OVERHANG

GROUND LEVEL BUILDING WALL

HEAVY BROKEN LINE INDICATES 
LIMIT OF STAGING AREA FOR 
CONSTRUCTION OF PLAY 
EQUIPMENT.  RESTORATION OF 
SOD WITHIN THIS AREA IS BY 
OTHERS (PLAY EQUIPMENT 
INSTALLER) AND IS N.I.C.
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17 EXISTING SPRUCE TREES TO BE 
REMOVED BY THE CITY OF WINNIPEG AND 
ARE N.I.C. THIS CONTRACT.  TREES TO BE 
REMOVED IN EARLY JULY

CONTRACTOR TO SOD OLD 
SHRUB BED (232 M2 AREA).  

CONTRACTOR TO SOD 
OLD SHRUB BED (150 M2 

AREA)

CONTRACTOR TO SOD 
OLD SHRUB BED (165 M2 

AREA)

CONTRACTOR TO SOD 
OLD SHRUB BED (165 M2 

AREA)

STAGING AREA 
BY OTHERS

HATCH AREA INDICATES NEW PLAY 
EQUIPMENT AREA.  ALL WORK 
WITHIN THE OUTER LINES IS N.I.C, 
AND WILL BE CONSTRUCTED BY 
OTHERS

LIMIT OF PLAY 
EQUIPMENT 
AREA, N.I.C.

DEMOLITION / SITE CONTEXT PLAN
Scale: 1:750

2
L1

SODDING OF THESE 4 
OLD SHRUB BEDS 
ARE N.I.C. 

NOTE: AREAS OF SOD ON OLD SHRUB BED ARE NET AREAS, 
ONCE NEW PAVING AREA HAS BEEN DEDUCTED FROM THE 
EXISTING OVERALL SHRUB BED AREA.

2.4

3.6

EXISTING 
MANHOLE No. 1

BROKEN LINE INDICATES 
EXISTING WALKWAY 
DESIRE LINE
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CITY WALK

GRANT     AVENUE

HEAVY BROKEN LINE 
INDICATES LIMIT OF 
STAGING AREA FOR 
CONSTRUCTION OF PLAY 
EQUIPMENT.  RESTORATION 
OF SOD WITHIN THIS AREA 
IS BY OTHERS AND IS N.I.C.

STAGING 
AREA BY 
OTHERS

PLAY EQUIPMENT LOCATION PLAN
Scale: 1:750
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PLAY 
EQUIPMENT 
AREA BY 
OTHERS

26

61

DIMENSIONS ARE MEASURED OFF OF 
GROUND LEVEL BUILDING WALL

DIMENSIONS ARE MEASURED OFF OF 
WEST BUILDING WALL CORNER
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EXISTING 
MANHOLE No. 2

EXISTING CATCH 
BASIN No. 1
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EXISTING 
MANHOLE No.1

CATCH 
BASIN
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CITY WALK

GRANT     AVENUE

INDICATES LIMIT OF STAGING 
AREA FOR CONSTRUCTION OF 
PLAY EQUIPMENT.  

NEW TREE PLANTING LOCATION PLAN
Scale: 1:750
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PLAY 
EQUIPMENT 
AREA BY 
OTHERSEXISTING 

MANHOLE No.2

EXISTING MATURE 
SPRUCE TREE 
GROUPING

EXISTING MATURE 
SPRUCE TREE 
GROUPING

WATER LINE

GAS LINE

HYDRO LINE

SHAW CABLE

LOCATION OF 
UNDERGROUND 
DRAINAGE LINES

  

INDICATES EXISTING 
CONIFER TREES.

3 DELTA HACKBERRY

4 AMERICAN BASSWOOD

2 OHIO 
BUCKEYE

4 AMERICAN 
BASSWOOD

4 BRANDON ELM

NOTE:  ALL TREES TO BE 
PLANTED AS PER CITY OF 
WINNIPEG SCD-517 "STANDARD 
DETAIL FOR TREE PLANTING"

NOTE;  TREE PLANTING WORK IS N.I.C. AND THE TREES WILL BE INSTALLED LATER IN 
THE FALL BY THE C.O.W. CONTRATOR

EXISTING 
MANHOLE No.1
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WORK CLARIFICATION PLAN
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BROKEN LINE INDICATES MULTI-FLOW DRAINAGE 
LINE WHICH IS INCLUDED IN THIS CONTRACT.  
CONTRACTOR TO ALSO ROUGH GRADE AND SOD 
AREA BETWEEN CONCRETE EDGE AND 
MULTI-FLOW DRAINAGE PIPE AS PART OF THIS 
CONTRACT.

  

0.9

GRASS RESTORATION WITHIN THE 
LIMITS OF THE STAGING AREA AND 
EAST OF THE MULTI FLOW DRAINAGE 
LINE IS BY THE PLAYGROUND 
CONTRACTOR AND IS N.I.C.

BROKEN LINE INDICATES LIMIT OF STAGING 
AREA BY PLAYGROUND, RUBBER PAVER 
AND CONCRETE EDGE CONTRACTORS.  THIS 
STAGING AREA IS NOT FOR USE BY THE 
C.O.W. CONTRACTOR UNDER THIS PROJECT.

PLAY EQUIPMENT AREA C/W 
RUBBER SURFACING AND 
PERIMETER CONCRETE EDGE 
IS BY OTHERS AND IS N.I.C.

WEEPING TILE LINE ALONG SOUTH EDGE OF PLAY 
EQUIPMENT AREA AND LATERAL LINES WITHIN 
900 MM OF OUTSIDE CONCRETE EDGE, IS BY 
RUBBER PAVING CONTRACTOR AND IS N.I.C.

NEW UNDERGROUND 
GRANULAR TRENCH

MULTI-FLOW 
DRAINAGE LINES

PLANT LIST                    
Qty Botanical Name Common Name Size / Remarks

8 tilia americana American Basswood Single stem.  Minimum. 100 mm caliper., 3 metre height.  Double Stake. Specimen Quality.
4 ulmus americana 'Brandon" Brandon Elm as above
3 celtis occidentallis Delta Hackberry as above
2 aesculus glabra Ohio Buckeye Single stem.  Minimum. 75 mm caliper., 3 metre height.  Double Stake. Specimen Quality.N.I.C
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