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1/4” down compacted granite
3/4” down compacted limestone
Non-woven geotextile
Compacted subgrade
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CIP Concrete Pavement, typ.
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CIP reinforced concrete sidewalk.  
Natural concrete with light broom 
finish.  No tool frames.  Provide 
samples to be approved by Contract 
Administrator. Draw chalk lines 
before sawcutting for approval by 
Contract Administrator.  Refer to 
Structural for reinforcing.

Compacted aggregate

Compacted subgrade
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Steel Edger, typ.
Scale: 1:10
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Surface varies - refer to L-101

3/4” down compacted limestone
Compacted subgrade

100
150

300mm galvanized rebar anchor pin 
every 600mm.  Top to be bent at 90 
degrees as shown, typ.

100mm x 100mm x 10mm
mild steel edging with

pre-drilled holes for rebar
stakes. Set flush to finished
grade.  Site weld all seams.

Surface varies - refer to L-101
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Retaining Steel Edger, typ.
Scale: 1:10
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10 mm thick weathering steel edging buried min. 300mm 
below grade with 200mm folded bottom edge with 
pre-drilled holes for rebar stake every 600mm.  All edges 
to be ground smooth.  Sections to be field welded after 
installation.
Surface varies - refer to L-101

300mm HD galv. 10M rebar stake every 600mm.  End of 
rebar to be bent or welded at 90 degrees as drawn.

Foot to alternate orientation each segment
3/4” compacted aggregate base
Non-woven geotextile
Compacted subgrade

NOTE:
Top of steel to be straight and level along entire length.  
Edger shall be installed straight from end to end, with no 
visible deflection, 3 mm tolerance with a laser.
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Perennial Planting Bed, typ.
Scale: 1:10

7

L-501

3/4” clean black granite mulch

Topsoil 4-way mix

Scarify min. 150mm depth beneath 
planting soil mix

Undisturbed soil subgrade
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Deciduous Tree Planting in Sod, typ.
Scale: 1:20
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NOTES:

1. Dig planting pits down and outwards so water will 
not be collected directly below rootball.
2. Soak planting pit prior to planting.
3. Uncoil twisted or circling roots prior to planting.
4. Cut off any permanently kinked roots.
5. Remove all plastic off rootball prior to planting.
6. Pit to be dug with backhoe not tree spade.

Tree Pit: Min. 2X Ø of Rootball

Undisturbed subgrade
Scarify sides of tree pit

Tamped soil mix

150mm pedestal of existing soil.  Tamp thoroughly with 
foot only.

Remove all wrappings from top half of rootball
Rootflair to be flush with surrounding grade

(2) 50 x 50 x 2440 equally spaced and aligned wood stakes, 
stained black and located as per planting plan.  Keep clear of 
rootball.

‘Chainlock’ or equal 25 mm nylon tree tie

Sod

100mm depth topsoil 75/25

150mm black PVC tree collar
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CIP Concrete Stairs
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Refer to L-101 for materials and grading
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CIP concrete stairs, natural concrete with light broom 
finish.  No tool frames.  Provide samples to be approved 
by Contract Administrator.  Refer to Structural for 
foundation and reinforcing.

CIP concrete structural slab and 
grade beam - refer to Structural. Void Form - refer to Structural.

Retaining steel edger

CIP concrete structural slab and 
grade beam - refer to Structural.
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CIP Thickened Edge, typ.
Scale: 1:10
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10 mm radius along edge, typ.

CIP concrete thickened edge -
refer to Structural for reinforcing
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L-501Concrete pavement, typ.

Custom Steel Fireplace and Chimney
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10 mm thk. weathering steel fireplace insert
Weld seams to be ground flat, typ.Weld seams to be ground flat, typ.

10 mm thk. steel chimney surround, 
powder-coated.
Colours to be determined by Contract 
Administrator.

Custom chimney door with round steel 
frame and spark-arresting mesh surface 
with openings less than 13 mm, typ.  
Hinge, latch and other hardware to be 
approved by Contract Administrator.  

Fill interior of fireplace with gravel

(2) Circular cut-out in fireplace

(2) Circular cut-out in chimney
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10 mm thk. weathering steel fireplace insert

10 mm thk. steel chimney surround, 
powder-coated.
Colours to be determined by Contract 
Administrator.

Spark-arresting mesh with openings less 
than 13 mm
Weld seams to be ground flat, typ.Weld seams to be ground flat, typ.

A-A  Plan Section

B-B  Plan

C-C 81
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Elevation

Custom steel-frame door with 
spark-arresting mesh with openings less 
than 13 mm.  Hinge and latch hardware 
to be approved by Contract Administrator.

Weld seams to be ground flat

Grade

10 mm thk. steel chimney welded 
together in equal sections. Paint finish to 
be selected by Contract Administrator.
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B-B

10 mm thk. weathering steel fireplace

Weld seams to be ground flat

1/4” down compacted granite between
CIP concrete paving and chimney, typ.

10 mm thk. steel chimney welded 
together in equal sections

A-A

B-B

Spark-arresting mesh with openings less 
than 13 mm

Opening in fireplace, beyond

Weld seams to be ground flat, typ.

Fireplace to be filled with gravel up to 75 
mm from bottom of fireplace opening, typ.
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Refer to Structural for foundation 
and collar

75

C-C  Section

Grade beam, refer to Structural

SHOP DRAWING NOTE:

1. Contractor to provide Shop Drawings 
for chimney and fireplace (sealed by an 
Engineer registered in the Province of 
Manitoba) for review by Contract 
Administrator.
2. Contract Administrator  to approve all 

chimney and fireplace hardware. 2018.07.27
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Contractor to provide Shop Drawings for all edgers for 
review by Contract Administrator.
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