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L 2.1
SIGN PANEL ASSEMBLY
NTS

COUNTER SINK 1/4" Ø STAINLESS STEEL FASTENER 
INTO CORNER PLATES.  TRIANGULAR FOR TOP PLATE, 
TAP FASTENING HOLES.

1/4" CORTEN STEEL "CAP".  SEE STRUCTURAL
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1/2" INTERPRETIVE PANEL

1/4" CORTEN STEEL  
BOLTED TO STEEL PLATE
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C
E 1/4" FROSTED LEXAN BACKING

STAINLESS STEEL 1/4" Ø  
FASTENER, W/ CLEAR NEOPRENE  

WASHER. COUNTER SINK.

5" WIDE VERTICAL PLATE. 
1/4" THICKNESS STRUCTURAL STEEL. 

SEE STRUCTURAL.

1/4" CORTEN STEEL GRILLE  
(LIGHT BOX PORTION OF SIGN W/ CUTOUTS) 

WELDED TO STEEL PLATE
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1/4" STEEL PLATE SPACER

1/4" VOID FOR DRAINAGE

STEEL SUPPORT 
SEE STRUCTURAL

STEEL SUPPORT 
SEE STRUCTURAL

STEEL SUPPORT 
SEE STRUCTURAL

STEEL SUPPORT  
SEE STRUCTURAL

1/4" STEEL PLATE SPACER

CONCRETE BASE 
SEE STRUCTURAL
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NOTE:  COORDINATE ALL PRE-DRILLED HOLES W/ 
SIGN BASE, CORTEN STEEL PANELS & 
INTERPRETIVE PANELS.

STEEL BASE PLATE 
SEE STRUCTURAL

SECTION
SCALE: 1:5
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CORTEN STEEL TOP COVER (SEE STRUCTURAL) 
 
SINGLE SIDE ADHESIVE PVC FOAM TAPE 
WEATHER STRIP ATTACHED TO COVER PLATE 
PRIOR TO LUMINAIRE INSTALLATION 
 
1/4" Ø SS BOLT WELDED TO COVER PLATE C/W 
NUT & WASHER; HAND-TIGHT ONLY 
 
2-1/2x1-1/2x1/4 X 2" STEEL ANGLE CLIP WITH 
OVERSIZED HOLE & RADIUS LIP AS SHOWN; 
ROUND EDGE THAT HOLDS THE LUMINAIRE 
FINISH: ZINC RICH PRIMER & RUST PAINT 
 
U-SHAPE RUBBER EDGING 
ATTACHED TO CLIPS 
 
MODIFIED SOLAR LIGHT 
AS SPECIFIED 
 
BATTERY PACK 
 
CLEAN CUT POST BELOW BATTERY 
PACK BASE PLATE & TOUCH UP EXPOSED 
METAL WITH RUST PAINT TO MATCH
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2-1/2x1-1/2x1/4 X 2" 
STEEL ANGLECLIP
SCALE: NTS

OVERSIZED 
HOLE 
 
ROUND EDGE 
 
RADIUS
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1 1/2"
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1/4" THK.

1 1/16"

1/2"(TYP.)
OPENING

5 3/4"

1 1/8" (TYP.)
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L 2.1
SIGN COVER ASSEMBLY DETAIL (SEPERATE PRICE)
SCALE: AS NOTED
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4 7/16" R CORTEN TOP COVER 
 
ANGLE CLIP 
 
CLIP HOLE CENTRELINE 
 
LINE OF LUMINAIRE 
TOP SOLAR PANEL 
 
CAP MOUNTING 
HOLE & SCREW 
(SEE STRUCTURAL)SCALE: 1:10

+/- 2'-6"

VIEW FROM BELOW
SCALE: NTS

VIEW FROM TOP
SCALE: NTS

ANGLE CLIP

OPENING
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