
Single Tier Accessible 
Entry (refer to Detail 3 
M.70-B3) 
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Sewer Main

Supply and Install 8' Two-bay Swing 
Set (2 belt, 2 Bucket) and age 2-12 Play 
Equipment

Pick Up and Install Metal
Slat Waste Receptacle as per 
SCD-119 (1)

Supply and Install Three Tier 
Timber Edging as per 
SCD-651A  (19 LM)

Pick Up and Install Accessible 
Picnic Table as per SCD-122 
(Surface Mount) (1)

Pick Up and Install Composite
Backed Bench as per SCD-121E (1)

Supply and Install 
Engineered Wood Fibre
Safety Surfacing c/w Multiflow Drainage 
as per SCD-650 and SCD-659 (204 SM)

Pick Up and Install Park Sign as per 
SCD-153 (1)
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Supply and Install Timber 
Bollards as per Detail 2 
M.70-B2 (6)

Sewer Main

Sewer Main

Supply and Install Concrete Pavement 
as per  Detail 1 M.70-B2 (116 SM)

Supply and Install Soil & Sod  
(590 SM)

Supply and Install Two Tier 
Timber Edging as per 
SCD-651A  (49 LM)

Replace Chain Link Line 
Post with Terminal Post 
as per CW 3550 

0 5 10 15 20 25 m

SUBSURFACE DRAINAGE

Drainage Pipe Connection to 
Land Drainage System as per 
CW 3120.3.5
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CONTRACTOR TO CONFIRM ALL DIMENSIONS AND REPORT ANY DISCREPANCIES TO CONTRACT ADMINISTRATOR 
PRIOR TO CONSTRUCTION. LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST 
INFORMATION AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE 
GIVEN LOCATIONS ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE 
OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.
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DATEMANAGER,
PARK AND OPEN SPACES Playground Redevelopment
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BID OPPORTUNITY NO.

116-201955 Malden Close

Non-reinforced CIP 
concrete as per CW 
3325. Textured 
broom finish

Compacted 
granular base 
as per CW 3325

25 mm deep 3 - 5 mm 
wide sawcut
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Compacted subgrade

SECTION 1A

SECTION 1B

Non-woven 
geotextile as per 
CW 3130

DETAIL 1: CAST-IN-PLACE CONCRETE PAVEMENT (nts)

200mm x 200mm PT posts 
installed min. 1050mm 
below grade in 350mm dia. 
hole backfilled 19mm (3/4") 
crushed limestone down 
installed in compacted lifts

Slope crushed limestone 
away from post
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DETAIL 2: TIMBER BOLLARDS (nts)
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