
34.124

1+727.631 O/S 21.295 (O/S TO CENTER OF CB)

RELOCATE CP (SD-025)

RIM EL 33.480, 250 Ø S INV 32.530,

BOT EL 32.530,

C/W 250 Ø x 2.0 SSP @ 16.5%

CONNECT TO RELOCATED CB
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WYATT DOWLING

1038

SUSHI HOLIC

1038

SLEEP COUNTRY
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WC POTTS PLUMBING
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1038-B

HOLLYWOOD NAILS & SPA
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ST. JAMES STREET

1038-D

KAL TIRE

LIMIT OF RECONSTRUCTED ASPHALT

PARKING LOT. PROPOSED PAVEMENT

STRUCTURE - 100 mm TYPE 1A ASPHALT,

100 mm BASE COURSE & 300 mm OF 50

SUB-BASE (TYP)

REMOVE EXST CONCRETE WIDE CURB SECTION

AND WOOD PARKING FENCE AND CONSTRUCT

NEW CONCRETE APPROACH & ASPHALT

PARKING LOT ACCESS

DOWELLED BARRIER CURB

ON EXISTING ASPHALT

(SD-205, TYP)

LIMIT OF ASPHALT PARKING LOT RECONSTRUCTION.

PROPOSED PAVEMENT STRUCTURE

100 mm TYPE 1A ASPHALT, 100 mm BASE COURSE &

300 mm OF 50 SUB-BASE (TYP)

REMOVE EXISTING CONCRETE WIDE CURB

SECTION AND WOOD PARKING FENCE AND

CONSTRUCT NEW CONCRETE APPROACH &

ASPHALT PARKING LOT ACCESS

ADJUST EX MH F&C

(BY OTHERS)

1+725.673 O/S 21.195 (O/S TO CENTER OF CB)

RELOCATE 1200 DP CB (SD-025). INSTALL NEW 300 mm OF

900 Ø CONCRETE RISER SECTION

RIM EL 33.494, 150 E INV 32.495, 150 N, S, NW & SE INV 32.389

250 Ø N INV 32.200, 300 W INV 32.114, BOT EL 31.514

C/W 300 Ø x 5.0 SSP @ 2.0%

CONNECT TO EXST 300 SSP

300 SSP INV @ 32.014

CONSTRUCT  BARRIER CURB

DOWELLED SD-205 ADJACENT TO THE

PROPOSED CONCRETE SIDEWALK

SECTION. SIDEWALK WIDTH WIDENED

TO ACCOMODATE CURB SECTION

(CURB HEIGHT VARIES 0 mm TO 200 mm)

150 Ø x 6.00 m SUBDRAINS

C/W PLUGGED ENDS (TYP)

150 Ø x 3.3 m SUBDRAINS,

CONNECT TO EXISTING SUBDRAIN

& TO PROPOSED CB (TYP)

SAFETY MEDIAN

(SD-226B)

SAFETY MEDIAN

(SD-226B)

REMOVE EXST BARRIER CURB &

GUTTER INLET FRAME & COVER

(AP010, AP 011) AND REPLACE WITH

NEW TF-100 FRAME & COVER

1038-D

KAL TIRE

REMOVE EXST CONCRETE APPROACH,

CONSTRUCT CONCRETE WIDE CURB SECTION

AND ASPHALT PARKING LOT C/W LINE PAINTING

& WOOD PARKING FENCE TO MATCH

ASPH

100 MP GAS

200 AC WM ABAND

450 CONC CS

375 PVC LDS

200 AC WM ABAND

200 PVC WM

200 PVC WM

450 CONC

LDS

MTS 9D
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3.000 TRANSITION

(TYP)

200 mm REINFORCED

CONCRETE APPROACH (SD-232)

(TYP)

200 mm REINFORCED

CONCRETE APPROACH (SD-232)

(TYP)

3.000 TRANSITION

(TYP)

200 mm REINFORCED

CONCRETE APPROACH (SD-232)

(TYP)

1038

QUIZNOS SUBS

PAVING STONE C/W

CONCRETE LEAN BASE

(SD-240B)

180 mm BARRIER CURB

1065

THE BRICK

40 LIP CURB (SD-202B)

ASPHALT PATCHING

CAUTION: UTILITIES

CAUTION: BELLMTS

450 CS

ADJUST EX GV &

HYDRANT (TYP)

33.732

RETAINING WALL,

SEE DWG 10

REMOVE EXISTING CONCRETE

APPROACH, CONSTRUCT

CONCRETE WIDE CURB SECTION

AND  ASPHALT PARKING LOT C/W

LINE PAINTING & WOOD PARKING

FENCE TO MATCH

ASPHALT PARKING LOT
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1+688.397

W GUT EL 233.750

W GUT EL 233.618

W GUT EL 233.541

W GUT EL 233.680

1+688.557

W MED GUT EL 233.894

1+715.312

W MED GUT EL 233.769

1+727.359

W MED GUT EL 233.722
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1+687.981

W SW EL 233.970

1+692.603

W SW EL 233.860

1+700.691

W SW EL 233.821

1+704.897

W SW EL 233.907

1+715.312

W SW EL 233.856

1+722.062

W SW EL 233.813

1+726.268

W SW EL 233.679

1+734.356

W SW EL 233.726
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W SW EL 233.866
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1+649.247

E SW EL 234.140

1+652.535

E SW EL 234.092

1+660.314

E SW EL 234.082

1+666.237

E SW EL 234.169

1+696.066

E SW EL 233.996

1+718.612

E SW EL 233.839

1+724.517

E SW EL 233.677

1+734.024

E SW EL 233.687

1+739.948

E SW EL 233.838
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1+646.217

E MED GUT 234.019

E MED GUT 234.058

E MED GUT 234.067

E MED GUT 233.845

1+727.631

E MED GUT 233.650
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1+656.074

E MED TL 234.058

1+661.700

E MED TL 234.070

1+668.773

E MED TL 234.035

1+678.193

E MED TL 233.995

1+687.612

E MED TL 233.942

1+696.066

E MED TL 233.879

1+707.812

E MED TL 233.807

1+715.312

E MED TL 233.776

W MED TL EL 233.736

0
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EX CENTRELINE

EX CENTRELINE

EX EAST GUTTER

EAST PROPERTY LINE

WEST PROPERTY LINE

EX WEST GUTTER

WEST MEDIAN GUTTER

WEST MEDIAN TURN LANE

WEST GUTTER

WEST BACK OF SIDEWALK

EAST BACK OF SIDEWALK

EAST GUTTER

EAST MEDIAN GUTTER

EAST MEDIAN TURN LANE

SOUTHBOUND

NORTHBOUND

NOTES

1. ADJUST MH AND CB RIMS TO NEW GRADES.

2. CONTRACTOR TO REGRADE/RENEW EXISTING PRIVATE

SIDEWALKS TO LIMITS AS SHOWN.  SIDEWALKS TO BE

RENEWED WITH CONCRETE UNLESS NOTED OTHERWISE.

3. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO

PROTECT EXISTING TREES WITHIN THE LIMITS OF

CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION

ACTIVITIES AS OUTLINED IN THE SPECIFICATIONS.

4. MODIFIED BARRIER CURB TO BE CONSTRUCTED AT ALL

INTERSECTION RADII, BACK LANE RADII AND BULLNOSES.

5. CONTRACTOR TO CONFIRM THE LOCATION OF ALL

UTILITIES/SERVICES IN THE FIELD PRIOR TO

CONSTRUCTION.

6. ADD 200.000m TO ABBREVIATED ELEVATIONS TO OBTAIN

GEODETIC ELEVATIONS.

7. CB SD-024 OFFSETS ARE DIMENSIONED TO BACK OF CURB.

CB SD-025 OFFSETS ARE DIMENSIONED O/C.

8. ALL DIMENSIONS TO BACK OF CURB.

WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

METRIC

1:250

1:10

W170041-PP-01.dwg
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Certificate of Authorization

MORRISON HERSHFIELD

No. 1736

ENGINEERS

GEOSCIENTISTS

MANITOBA

CHAINAGE

ALONG  WEST

PROPERTY LINE

P-3508-04

PLAN

SCALE:  1:250

0 15m105

PAVEMENT PROFILE

0

VERTICAL SCALE:  1:10
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LEGEND - PLANEXISTING NEW LEGEND - PLANEXISTING NEW LEGEND - PLANEXISTING NEW

WATERMAIN

LAND DRAINAGE SEWER

SANITARY/COMBINED SEWER

MANHOLE

CATCH BASIN/CATCH PIT

CURB INLET WITH BOXHYDRO HANDWELL/CABINET

MTS  HANDWELL/PEDESTAL

GAS

SURVEY BAR

FENCE

TREECATV/FIBRE OPTIC

TRAFFIC SIGNALS/PIT

CB LEAD/SSP/DCP

SUBDRAIN

DITCH

PROPERTY LINE

BOC/EDGE OF PAVEMENT

TEST HOLE

TH-12

ELEVATION

TRAFFIC SIGN

33.000

CONCRETE PAVEMENT

CONC SIDEWALK/MEDIAN

ASPHALT PAVEMENT

PAVING STONE

GRAVEL

PLANING/REMOVAL

RAMP CURB

33.333
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M

DESIGNED

DRAWN

CHECKED

APPROVED

RELEASED FOR CONSTRUCTION

BM

ELEV

HOR SCALE

VERT SCALE

DATE DATE

PROFESSIONAL'S SEAL

DRAWING NUMBER

SHEET OF

CONSULTANT FILE NAME

BY

BY

BY

BY

LOCATION OF UNDERGROUND STRUCTURES

AS SHOWN ARE BASED ON THE BEST

INFORMATION AVAILABLE BUT NO

GUARANTEE IS GIVEN THAT ALL EXISTING

UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT.  CONFIRMATION OF

EXISTENCE AND EXACT LOCATION OF ALL

SERVICES MUST BE OBTAINED FROM THE

INDIVIDUAL UTILITIES BEFORE PROCEEDING

WITH CONSTRUCTION.

NOTE:

SUPR. U/G STRUCTURES

COMMITTEE

LOCATION APPROVED

UNDERGROUND  STRUCTURES

DATE

BYREVISIONS YY/MM/DDNo.

TENDER 266-2019

2019 REGIONAL STREET RENEWAL PROGRAM

ST. JAMES STREET RECONSTRUCTION

50 m N OF ELLICE AVE TO 150 m N OF SARGENT AVE

THE CITY OF WINNIPEG

PUBLIC WORKS DEPARTMENT

ENGINEERING DIVISION

CITY DRAWING NUMBER

16

38-002

234.182 m

74M633 - Tblt. in E. wall of No. 1108 St.

James St., 0.2 m S. of N.E. Cor. of Bldg.
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