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NOTES:

1. SIDEWALK REMOVALS AND EXCAVATION SHALL BE KEPT TO THE MINIMUM REQUIRED FOR LAGGING PANEL INSTALLATION AND

SHALL NOT EXCEED THE LIMITS AS SHOWN ON THIS DRAWING. THE CONTRACTOR SHALL EXCAVATE ONLY MATERIAL THAT IS

NECESSARY FOR THE EXPEDITIOUS CONSTRUCTION OF THE STRUCTURE OR AS SET OUT BY THE CONTRACT ADMINISTRATOR

IN THE FIELD.

2. EXISTING BAR SPACING ESTIMATED FROM ORIGINAL DRAWINGS. CONTRACTOR TO CONFIRM BAR SPACING AND NUMBER OF

10M DOWELS AFTER SIDEWALK REMOVALS.

3. ALL 90° HOOKS ARE THE "A" OR "G" DIMENSIONS FOR A STANDARD 90° HOOK REFERENCED FROM THE RSIC "MANUAL OF

STANDARD PRACTICE".

4. ALL REINFORCEMENT STEEL SHALL CONFORM TO THE LATEST EDITION OF CAN/CSA G30.18 "CARBON STEEL BARS FOR

CONCRETE REINFORCEMENT" GRADE 400W, UNLESS NOTED OTHERWISE.
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CONCRETE CAP BEAM

SOLDIER PILE AND

PRECAST LAGGING PANEL

CAST-IN-PLACE
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PRECAST CONCRETE

LAGGING PANEL (TYP)

CAST-IN-PLACE

CONCRETE CAP BEAM

HP 250x85 SOLDIER PILE

NOTE: CONTRACTOR TO PLACE 10M STRAIGHT BARS CLEAR OF THE RAILING POST ANCHORS

NOTE: SAW CUTS ON NEW SIDEWALK TO MATCH EXISTING SIDEWALK SAW CUTS.

ALL NEW SAW CUTS SHALL BE MADE WITHOUT DAMAGING THE CAP BEAM.
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