
DRAWING NOTES:

TYPICAL SOFT STARTER WIRING DIAGRAMTYPICAL FLOOD SWITCH WIRING DIAGRAM

TYPICAL H2S DETECTOR WIRING DIAGRAM

TYPICAL ULTRASONIC LEVEL SENSOR WIRING DIAGRAM

PUMP ROOM SUPPLY FAN SF-1 CONTROL STATION WIRING DIAGRAM WETWELL ROOM EXHAUST FAN EF-1 CONTROL STATION WIRING DIAGRAM

PUMP ROOM SUPPLY FAN SF-1 CONTROL STATION - PROPOSED LAYOUT WETWELL ROOM EXHAUST FAN EF-1 CONTROL STATION - PROPOSED LAYOUT
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TYPICAL FLOW SWITCH WIRING DIAGRAM

TYPICAL SOLENOID VALVE WIRING DIAGRAM

IF  POWER EQUIPMENT OR EXPLOSIVES
ARE TO BE USED FOR EXCAVATION ON

THIS PROJECT THE CONTRACTOR  MUST:

1) NOTIFY THE GAS COMPANY OF THE
PROPOSED LOCATION OF EXCAVATION.

2) TAKE PRECAUTION TO AVOID DAMAGE
TO GAS COMPANY INSTALLATIONS.

SEE PROVINCIAL REGULATION 210/72 FOR DETAILS

Neegan Burnside Limited
307 Commerce Drive
Winnipeg, Manitoba, R3P 1B3
telephone (204) 949-7110
fax (204) 949-7111
web www.neeganburnside.com


