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R.32-C4

0 55 m

Accessible entrance, 
see 3/R.32-C4

LAYOUT NOTES
1. ALL WORK TO CONFORM TO CURRENT CITY OF WINNIPEG STANDARD CONSTRUCTION SPECIFICATIONS AND 
DETAILS UNLESS OTHERWISE NOTED.
2. DIMENSIONS ARE IN METERS UNLESS OTHERWISE NOTED.
3. DO NOT SCALE DRAWING.
4. DIMENSIONS ARE TO OUTSIDE FACE OF TIMBER.
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Park property line
Private property line
Exist. chain link fence
Existing Water main
Existing hydrant
Existing water valve
Existing sewer main
Existing manhole
Existing catch basin
Existing curb inlet
Existing light standard

Existing tree
Existing grades (approx.)

Existing hydro pole w/ light
Existing hydro pole

LEGEND

236.68

Playground Excavation
Scale: 1:15
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R.32-C4

± Exist.
grade

300 mm min. compacted Engineered 
Wood Fibre Safety Surfacing

Drain stone per EWF 
Manufacturer's Specification c/w 
additional ± 7 CM clean drainage 
stone to ensure 0.5% min. 
subgrade slope to drainage system

Double timber edging per SCD-651A

Geotextile

Existing subgrade

75mm Depth (min.) x 300mm Width - 
19mm down crushed granular base

Geotextile per EWF Manufacturer's 
Specification 

2.0

Granular pavement per SCD-646 to 
be flush w/ accessible entrance, 
6mm tol. max.

Double timber edging per SCD-651A c/w 
single tier accessible entrance c/w cap

Accessible Entrance
Scale: 1:15
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