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QUANTITIES

ZINC ALUM AREA (m²)

NORTHBOUND PIER 20.10

SOUTHBOUND PIER 21.00

GENERAL NOTES:

1. METALLIZING WORK EXTENTS INCLUDE PIER ARMOUR

PLATES.

2. METALLIZING WORK TO TAKE PLACE DURING WINTER

MONTHS AND ONLY TO EXPOSED STEEL ABOVE THE ICE.

ICE MUST BE THICK ENOUGH TO SUPPORT ALL LOADING.

3. EXISTING COPPER METALLIZING TO BE REMOVED BY

MEANS OF GRINDING, ABRASIVE BLASTING, OR METHOD

APPROVED BY THE CONTRACT ADMINISTRATOR. ALL

DEBRIS TO BE CONTAINED.

4. SANDBLAST EXPOSED STEEL PRIOR TO METALLIZING.

ALL DEBRIS TO BE CONTAINED.

5. APPLY ZINC ALUM METALLIZING TO EXPOSED STEEL.

THICKNESS OF METALLIZING TO BE 8 TO 12 MILS. NACP-2

QUALITY CONTROL IS REQUIRED AT ALL TIMES FOR

METALLIZING. ALL DEBRIS TO BE CONTAINED.

TYPICAL MAIN STREET FACE OF PIER
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