
                                CAUTION: LARGE DIAMETER WATERMAINS

(1370 INTERCONNECTION AQUEDUCT AND 600 FEEDERMAIN LDWM'S)

CONCRETE DEMOLITION AND REMOVAL WITHIN 3.0 METERS HORIZONTALLY OF

THE LARGE DIAMETER WATERMAIN SHALL BE COMPLETED BY SAWCUTTING AND

REMOVAL, OR BY THE USE OF HAND HELD JACKHAMMERS. USE OF OF MACHINE

MOUNTED CONCRETE BREAKERS ABOVE THE LARGE DIAMETER WATERMAIN

SHALLL NOT BE PERMITTED. DO NOT OPERATE VIBRATORY EQUIPMENT OVER OR

WITH 3.0 METERS OF THE LARGE DIAMETER WATERMAIN CENTERLINE.
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0+926.916 NM O/S 56.129 L

1800 DP CB (SD-024), AP-015, AP-016 F&C

RIM EL 33.061, 150 E & W INV 31.936

250 S INV 31.686, 300 W INV 31.361

BOT EL 30.761

C/W 300 x 6.500 SSP @ 14.8% & CONNECT

TO EXST 375 LDS @ INV 30.660

ADJUST EXST CB F&C

AND CONSTRUCT RIP-

RAP PAD (TYP) RIM EL

31.300

0+927.172 NM O/S 54.135 L

460 DP CP (SD-023), AP-015, AP-016 F&C

RIM EL 33.076, 250 W INV 32.116,

BOT EL 32.116

C/W 250 x 2.000 DCP @ 21.5%

CONNECT TO  CB

0+930.871SM O/S 57.998 R

1800 DP CB (SD-024), AP-015, AP-016 F&C

RIM EL 33.109, 150 E & W INV 31.984

250 N INV 31.734, 300 NW INV 31.409,

250 CSP E INV 31.409, BOT EL 30.809

C/W 250 x 8.20 CSP C/W BEVELLED END & BAR

SCREEN (SEE DETAIL DWG 62) @ 3.6%

& 300 X 29.400 SSP @ 1.98%

CONNECT TO EXST LDS MH INV 30.826

0+901.488SM O/S 35.748 R

1800 DP CB (SD-024), AP-015, AP-016 F&C

RIM EL 33.215 150 E & W INV 32.090

300 NE INV 31.691, 250 S INV 31.840

BOT EL 30.915

C/W 250 x 3.5 SSP @ 2.0%

CONNECT TO EXIST CB

0+902.366SM O/S 37.541 R

460 DP CP (SD-023), AP-015, AP-016 F&C

RIM EL 33.230, 250 W INV 32.270,

BOT EL 32.270

C/W 250 x 2.0 DCP @ 21.5 %

CONNECT TO  CB

REMOVE EXST

CI & ABAND LEAD

ADJUST EXST CB, SUPPLY &

INSTALL NEW (MH) F&C (TYP)

REMOVE EXST CB &

300 x 7.000  CSP (TYP)

ADJUST EXST

MH F&C (TYP)

REMOVE EXST CB &

ABANDON LEAD (TYP)

CAUTION: GAS

CAUTION: SL

CAUTION:

HYDRO

CAUTION:

FIBRE

CAUTION: GAS

CAUTION: HYDRO
CAUTION: TS

CAUTION: HYDRO

CAUTION: BELL

CAUTION: TS

CAUTION: SL

CAUTION:FIBRE

CAUTION: WM

REGRADE EXIST

DITCH

0+892.178NM LIMIT OF ASPHALT

MILLING & OVERLAY, MATCH

EXIST GRADES

LIMIT OF ASPHALT MILLING &

OVERLAY, MATCH EXIST GRADES

LIMIT OF ASPHALT

MILLING & OVERLAY,

MATCH EXIST GRADES

ADJUST EXIST

TS PIT (TYP)

DOWELLED BARRIER

CURB SD-205 150 HT

CONC MEDIAN

SLAB SD-227A

MOUNTABLE CURB

& GUTTER SEE

DETAIL DWG 62

MONO CONC BULLNOSE

 SD-227C (TYP)

SEPARATE CONC

SPLASH STRIP SD-223B

CONC MEDIAN

SLAB SD-227A

INTEGRAL BARRIER

CURB SD-204

SEPARATE CONC

SPLASH STRIP SD-223B

INTEGRAL BARRIER

CURB SD-204

CONC MEDIAN

SLAB SD-227A

MOUNTABLE CONC

CURB & GUTTER

SEE DETAIL DWG 62

MOUNTABLE CONC

CURB & GUTTER

SEE DETAIL DWG 62

INTEGRAL BARRIER

CURB SD-204

0+931.315SM O/S 56.051 R

460 DP CP (SD-023), AP-015, AP-016 F&C

RIM EL 33.124, 250 W INV 32.164,

BOT EL 32.164

C/W 250 x 2.0 DCP @ 21.5%

CONNECT TO  CB

SUPPLY & INSTALL

600Ø x 18.900 CSP

CW BEVELLED END

SECTIONS @ 0.26%

E INV 31.800, W INV 31.750

ADJUST EXST MH, SUPPLY

& INSTALL NEW F&C (TYP)

REMOVE EXST

CB,CI & ABANDON

LEAD (TYP)

REMOVE EXST CB &

ABANDON LEAD (TYP)

ADJUST EXST

MH F&C (TYP)

REMOVE EXST

CSP (TYP)

TOPSOIL AND SEED

AS PER C.O.W. SPEC

REMOVE EXST CB'S &

ABANDON LEADS (TYP)

OVERHEAD SIGN

STRUCTURE-S792

-SEE  DWG 50

150Øx6.000

SUBDRAIN (TYP)

150Øx6.000

SUBDRAIN (TYP)

LIMIT OF ASPHALT

PAVEMENT WIDENING

INSTALL FRENCH

DRAIN (TYP)

1.500

TYP

CURB AND

GUTTER SD-200

CURB AND GUTTER SD-200

CURB AND

GUTTER SD-200

3.000 TRANS TO

100 HT CURB

0+772.108SM

3.000 TRANS TO

150 CURB HT

0+804.566SM

0+787.086 TO 0+821.543

MILL AND OVERLAY

TO PROVIDE 100

FINISHED CURB HT

MONO CONC SPLASH

STRIP SD-223A 150 HT

TRANS TO

100 CURB HT

0+980.946SM

3
.
0
0
0

3.000

REMOVE EXST

SHOULDER

PLANING

(TYP)

2.500x3.000 RIP RAP PAD

C/W STRAW WATTLE

AROUND PERIMETER

MOUNTABLE CURB

& GUTTER SEE

DETAIL DWG 62

REMOVE EXST CB &

ABANDON LEAD (TYP)

0

+

9

5

5

.

0

3
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N

M

TRANS TO

100 CURB HT

3.000

0+995.923NM

3.658

REMOVE EXST CB &

ABANDON LEAD (TYP)

CAUTION: HYDRO
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PROPOSED: FIBRE

PROPOSED: FIBRE

PAVING STONE

BANDING (TYP)

PAVING STONE

BANDING (TYP)

TRANSITION SLAB (TYP)

SEE DWG 63 FOR DETAILS

 NOTES

 1. ADJUST MH'S,CB RIMS, WV'S AND HYD'S TO NEW GRADES.

 2. MODIFIED BARRIER CURB TO BE CONSTRUCTED AT ALL

     INTERSECTION RADII, BACK LANE RADII AND BULLNOSES.

 3. CONTRACTOR TO CONFIRM THE LOCATION OF ALL

     UTILITIES/SERVICES IN THE FIELD PRIOR TO CONSTRUCTION.

 4. ADD 200.000m TO ABBREVIATED ELEVATIONS

     TO OBTAIN GEODETIC ELEVATIONS.

 5. CB SD-024 OFFSETS ARE DIMENSIONED TO BOC. CB SD-025

     OFFSETS ARE DIMENSIONED O/C.

 6.  ALL DIMENSIONS TO BACK OF CURB AND THEORETICAL

      BACK OF CURB.

 7.  ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH

      LATEST REVISION OF THE CITY OF WINNIPEG STANDARD

      CONSTRUCTION SPECIFICATIONS.

 8.  ALL BOULEVARDS TO BE SEEDED UNLESS NOTED

      OTHERWISE. LIMITS TO BE INDENTIFIED IN THE FIELD

      BY THE CONTRACT ADMINISTRATOR.

 9. INSTALL 6.000m OF 150mm  SUBDRAIN TO CATCH BASINS IN

     BOTH DIRECTIONS PARALLEL TO ROADWAY AS PER

     SD-045 AND CAP ENDS.

10. CB LEADS TO BE INSTALLED AT MIN 1.0% SLOPE OR AS

      DIRECTED BY THE CONTRACT ADMINISTRATOR.

11. ISOLATE MISCELLANEOUS ITEMS IN NEW CONCRETE

     WORKS AS PER SD-228C.

12. LEGAL PLAN AND UNDERGROUND INFORMATION

      FROM CITY OF WINNIPEG LBIS.

WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

METRIC

1804191-10-Fermor-PV-10.dwg
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Certificate of Authorization

MORRISON HERSHFIELD

No. 1736

ENGINEERS

GEOSCIENTISTS

MANITOBA

1:500

1:20

STA 0+740.000 TO STA 1+000.000

Section

Taken Shown

SECTION LEGEND

Section Letter

DESIGNED

DRAWN

CHECKED

APPROVED

RELEASED FOR CONSTRUCTION

GBM       55-015

ELEV      233.170

HOR SCALE

VERT SCALE

DATE DATE

PROFESSIONAL'S SEAL

DRAWING No.

SHEET OF

CONSULTANT FILE NAME

BY

BY

BY

BY

LOCATION OF UNDERGROUND STRUCTURES

AS SHOWN ARE BASED ON THE BEST

INFORMATION AVAILABLE BUT NO

GUARANTEE IS GIVEN THAT ALL EXISTING

UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT.  CONFIRMATION OF

EXISTENCE AND EXACT LOCATION OF ALL

SERVICES MUST BE OBTAINED FROM THE

INDIVIDUAL UTILITIES BEFORE PROCEEDING

WITH CONSTRUCTION.

NOTE:

SUPR. U/G STRUCTURES

COMMITTEE

LOCATION APPROVED

UNDERGROUND  STRUCTURES

DATE

BYREVISIONS YY/MM/DDNo.

TENDER No.8-2019

THE CITY OF WINNIPEG

PUBLIC WORKS DEPARTMENT

ENGINEERING DIVISION

CITY DRAWING NUMBER

Winnipeg
2019/2020 REGIONAL STREET RENEWAL PROGRAM

FERMOR AVENUE

FROM LAGIMODIERE BOULEVARD

TO PLESSIS ROAD (CITY BOUNDARY)

19/03/22
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PRELIMINARY

DRAWING 

NOT TO BE

USED FOR

CONSTRUCTION

RPBISSUED FOR CLIENT REVIEWB 19/02/15

RPBISSUED FOR TENDERC 19/03/22
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LEGEND - PLANEXISTING NEW LEGEND - PLANEXISTING NEW LEGEND - PLANEXISTING NEW

WATER MAIN

LAND DRAINAGE SEWER

SANITARY/COMBINED SEWER

MANHOLE

CATCH BASIN / CATCH PIT

CURB INLET WITH BOXHYDRO / CABINET

MTS / PEDESTAL

GAS

SURVEY BAR

FENCE

TREECATV / FIBRE OPTIC

TRAFFIC SIGNALS / PIT

CB LEAD / SSP / DCP

SUBDRAIN

DITCH

PROPERTY LINE

BOC / EDGE OF PAVEMENT

TEST HOLE

TH-12

ELEVATION

TRAFFIC SIGN

33.000

CONCRETE PAVEMENT

CONC SIDEWALK / MEDIAN

ASPHALT PAVEMENT

PAVING STONE

GRAVEL

PLANING / REMOVAL

RAMP CURB

33.333

ASPHALT PAV'T WIDENING

M
A

T
C

H
 
L
I
N

E
 
-
 
S

T
A

 
0
+

7
4
0
 
S

M
 
D

W
G

.
 
N

o
.
 
9

SCALE:  1:500
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REFERENCE LEGEND

-SEE DRAWING 26 FOR GRADING

-SEE DRAWING 36 FOR PROFILES

SEE DWG No's 18,19 & 20 FOR

CONTINUATION OF DAWSON ROAD

SOUTH MULTI-USE PATH
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