GENERAL NOTES

1. REFER TO STRUCTURAL, MECHANICAL, AND ELECTRICAL FOR OTHER
WORK TO BE DEMOLISHED, MODIFIED, OR REMOVED.

2. ALL ITEMS NOTES AS DEMOLISHED ARE TO BE REMCOVED FROM 3ITE
UMLESS OTHERWISE NOTED. REFER TO SPECIFICATION FOR
CONSTRUCTION / DEMOLITION WASTE MANAGEMENT AND DISPOSAL.

3. FIELD VERIFY EXISTING CONDITIONS PRIOR TO THE START OF
DEMOLITION OPERATIONS. BRING ANY DISCREPANCIES WHICH MAY
AFFECT DEMOLITION OR NEW CONSTRUCTION WORK TO THE ATTENTION
OF THE CONTRACT ADMINISTRATOR FOR REVIEW.

4. PROTECT ALL EXISTING LAMDSCAPE, SITEWORKS, STAIRS, LANDINGS,
BUILDING COMPONENTS, AND CLADDING AS REQUIRED TO COMPLETE
WORK. THE CONTRACTOR IS REQUIRED TO REPAIR ANY DAMAGE
CAUSED BY CONSTRUCTION ACTIVITIES.

3. PROTECT EXISTING FINISHES TO REMAIN DURING DEMOLITION AND
CONSTRUCTION. THE GEMERAL CONTRACTOR WILL BE RESPONSIBLE TO
PATCH AND REPAIR ALL DAMAGED FINISHES TO MATCH EXISTING.

6. DRAWINGS INDICATE APPROXIMATE LOCATION AND EXTENT OF EXISTING
ELEMENTS TO BE DEMOLISHED. CONTRACTOR IS RESPONSIBLE TO VISIT
THE SITE AND ASCERTAIN THE 3COPE OF WORK REQUIRED AND TO
INCLUDE ANY AND ALL COSTS IN THE TEMDER PRICE.

7. ALL EXISTING ROOF DRAIN LOCATIONS TO REMAIN.

8. DEMOLISH ALL EXISTING ROOF ASSEMBLIES TO TOP OF STRUCTURAL
ROOF DECK.

9. PROVIDE TEMPORARY DRAINAGE MEASURES AS REQUIRED TO
FACILITATE THE DRAINAGE OF THE ROOF DURING REPLACEMENT TO
EMSURE MO DAMAGE 1S DONE TO THE BUILDING.

KEYNOTES

EXISTING PRECAST CONCRETE PAMEL, INSULATION, WOOD
STRAPPING VAPOUR BARRIER, AND GYPSUM WALLBOARD TO BE
DEMOLISHED AS SHOWN SHADED.

EXISTING CURTAINWALL CW SUPPORTS TO BE DEMOLISHED.

=

EXISTING PARAPET, FLASHING, PLYWOOD BLOCKING,
ROOF MEMBRAMNE, INSULATION, AND VAPOUR BARRIER TO BE DEMOLISHED.

EXISTING ROOF, MEMBRANES, INSULATION, AND VAPOUR BARRIER

TO BE DEMOLISHED TO EXPOSE EXISTING STEEL ROOF DECK.

EXISTING SUSPENMDED SOFFIT, CEMENT PLASTER ON METAL LATH, INSULATION,
WAPOUR BARRIER, SHEATHING, AND WIRE HANGERS TO BE DEMOLISHED.
EXISTING MECHANICAL UNIT AND GRILLE TO BE DEMOLISHED.

REFER TO MECHAMICAL.

EXISTING CURB WALL ALONG ROOF AND CONVENTION CENTRE
CLADDING INTERFACE TO BE DEMOLISHED.
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NORTH WALKWAY

/1 NORTH ELEVATION

EXISTING SUSPEMDED LINEAR METAL PANEL SOFFIT SYSTEM AMD FASCIA TO
BE REMOVED & SALVAGED FOR REUSE AS REQUIRED TO FACILITATE WORK.

/1)
\aps01)

ONONONONORON®

TIO STEEL
WARIES

- — —f i

¢ TiO FLOOR
WARIES

'-apijf-' 1-100

-

| T/O SECOND FLOOR
S SOFFIT +105 487
WVARIES
S SOFFIT
+104 472
NORTH WALKWAY
/4 _SECTION
\aD201/ 1100
T/O GROUND FLOOR
100 000

NORTH WALKWAY

/2> SOUTH ELEVATION

L

'AD201 1100

vl

ADS501
o o
- +5975
'/ e
b,
MHWWEDBFEQ
,l EXISTING l‘
WAL KWAY ~
. ]
Y Pl
|| { . TIO SECOND FLOOR
1 =105 487
L ¥ I I /./
l I l L UIS SOFFIT
. , . +104 472
— .
| 4
ey
5\
.. T/O GROUND FLOOR
* 700000

//T////?'/////////

PRI T/O SECOND
il é}ﬁf‘ﬁﬁ%ﬂ S +105 487
G
R s W/S SOFFIT
+104 472
i T/0 GROUND FLOOR
—— l— RS —_ L~ 100 000
L
T/O PLAZA
+55 950
5
AD201
ook ‘.%{‘Qd;:-ﬁh"' S
S
o
1 -
0 4 — ais
ADS02 ADS01 AD201 ADSO2 w ADSD1
*
45 ,/!/—E] RE1 Y g @ , <
S | | Y _ |
1 w o - — > A
T, . T— o o 0
EA ST N\ N 7 7
1 \ ] S \\ e P
r \I \\ \\ %/ /;/ * ?
/% \ \\ \\ /% ////
. N \\ N S Y DELTA HOTEL
7 AN N N\ Vs o /
P 1 1 r —— e — —— —
- _ ! —— T = S iy \\ \ .-4%/ /ffz 'f
i ] — T i T T 1 LI, |
1 ' [5]—/ - l [5]_)\
| = ] I I

NORTH WALKWAY
/s SECTION

D201/ 1-1p0

NORTH WALKWAY

~ SECTION

'-.\AEDL,-" 1-100

*

»

ADS02

THO PLAZA

+35 950

Cibinel
Architecture Ltd

360 ACADEMY ROAD WINNIFEG MB R3M 0E3
T. 204 985 8910

ARCHITECT

Winnipeg

CLIENT

01 2021.05.05
NO. DATE

Tender Fackage

ISSUED FOR CONSTRUCTION
REVISION / ISSUANCE

Seal

MAA Digital Signature Applied

Project

CARLTON STREET WALKWAY
UPGRADES

155 + 185 Carlton Street / Winnipeg, MB

Bid Opportunity Mo. 111-2020

Shesl Tile

DEMOLITION
NORTH WALKWAY
ELEVATIONS + SECTIONS

Project No.

1943

Sheet

AD201

CIBINEL — Arch D — 247 X

&




		2021-05-04T10:55:40-0500
	Michael Arthur Acht -- Architect - MAA




