
DESIGNED BY

DRAWN BY

CHECKED  BY

APPROVED BY

DATE

DRAWING  NO.

CONTRACTOR TO CONFIRM ALL DIMENSIONS AND REPORT ANY DISCREPANCIES TO CONTRACT ADMINISTRATOR 
PRIOR TO CONSTRUCTION. LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST 
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Blue Bird Park 
Playground and Park Improvements 
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B49.D-1

1 Oddy Street
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Location of Tie-in of New Barrier 
Curb Into Existing Curb (Detail 4 
L.8.D-4)

Existing Concrete Lane Approach
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PLAZA AREA 
Scale: 1:150
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New CIP Concrete Pavement (

Supply and Install New Reinforced 
Concrete Pad (31 SM) w/ Monolithic 
Barrier Curb  (17 LM) (Detail 2 
L.8.D-4). Tie  Lane Approach 
Extension

Supply And Install Curb Cut And 
Accessible Concrete Approach 
(SD-229 C)

Supply and Install New Reinforced 
Concrete Addition to Existing Lane 
Approach (SD-215, SD-219 and 
Detail 2 L.8.D-4) (3 SM). Sawcut 
and Tie Into Existing Concrete Lane 
Approach)

4.
42

Refer To Detail 3 L.8.D-4 for 
CIP Concrete Curb Against 
Granular Back Lane

Taper Curb tol Meet Existing Lane 
Grade (Detail 4 L.8.D-4)

CIP Concrete Plaza and Lane Approach
B49.D-3

1815 Lismore Avenue

L8.D-X   L8.D-4   
Lismore Park   
Park Improvements
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10m Bars Spaced 450 Mm (18") Apart. Min. 50 Mm 
(2") Clearance

CROSSFALL MIN. 1% - MAX. 2%

25mm Deep x 3-5mm Wide Sawcuts Spaced as 
Indicated

10m Bars Spaced 450 mm Apart. Min. 50 mm  
Clearance

150 mm Reinforced CIP Concrete As Per CW 3325. 
Textured Broom Finish

150 mm Compacted  20 mm (3/4" Down) Granular 
Base 

Non-Woven Geotextile Fabric To Be Placed Between 
Subgrade And Granular Base As Per Current CW 
3130.

20M Tie-Bar - 600mm Long at 900mm OC

20M Dowel 230mm (min)

150 mm Reinforced CIP Concrete As Per CW 3325 
Tied Into Existing Lane Approach. Textured Broom 
Finish
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CIP CONCRETE PAVEMENT AND CURB AT APPROACH EXTENSION
NTS

2
L8.D4

R 25mm

1. DIMENSIONS ARE IN METRES EXCEPT FENCE 
DETAILSL8.D-3, CIP CONCRETE PAVEMENT AND  
CURB DETAIL L8.D4 BOLLARD DETAIL L8.D-5, 
PARK LIGHT PRECAST BASE DETAIL L8.D-5 
LIGHTING PILE AND BOULDER DETAIL L8.D-5

2. DIMENSIONS TO STREET CURB ARE TO 
OUTSIDE OF CURB

3. DIMENSIONS IN RED ARE FOR GRANULAR PATH 
AND SEATING AREA

4. DIMENSIONS IN GREEN ARE FOR FENCING, CIP 
CONCRETE CURB, SITE FURNITURE AND 
BOLLARDS

5. FENCE DIMENSIONS ARE TO POST CENTRES

RP: RADIUS POINT
R: RADIUS

NOTES
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10m Bars Spaced 450 Mm (18") Apart. Min. 50 Mm 
(2") Clearance

CROSSFALL MIN. 1% - MAX. 2%

25mm Deep x 3-5mm Wide Sawcuts Spaced as 
Indicated
150 mm Reinforced CIP Concrete As Per CW 3325. 
Textured Broom Finish

150 mm Compacted  20 mm (3/4" Down) Granular 
Base 

Non-Woven Geotextile Fabric To Be Placed Between 
Subgrade And Granular Base As Per Current CW 
3130.
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CIP CONCRETE PAVEMENT AND CURB AT COMPACTED GRANULAR LANE
NTS

3
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R 25mm

EXISTING 
GRANULAR 
LANE
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BARRIER CURB TO LIP CURB TRANSITION
NTS
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