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REFER TO L.8.D-4

Layout Plan - Play Area and Fence
B49.D-5L8.D-5  Park Improvements

Layout Plan and Details

Lismore Park   

101.6mm (4") dia. 4.57m (15') High Round
Steel Light Standard Galvanized and 
Powder 
Coated to Match Luminaire
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63mm Poly Pipe

Undisturbed Earth

Pre-Cast Concrete Base

75mm Radius Protective Sand
Envelope Around Cables

Backfill: 19nn Down Crushed Limestone,
Tamped in 150mm Lifts

Tamped Gravel Bed

6mm Dia. Ties At 300mm Spacing

4 Anchor Bolts.
Bolt Circle Dia. To Match Pole

Loops
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"V" Groove On Chamfer
Indicating Location Of
Poly Pipe

Augered Hole Anchor Bolt Circle
Dia. To Match Pole Base

4 - 25mm Anchor Bolts
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MIN 50

203mmx203mm PT Posts 
Installed Min. 1500mm 
Below Grade In 300mm Dia. 
Hole Backfilled 19mm (3/4") 
Crushed Limestone Down 
Installed In Lifts And 
Tamped
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BOULDER DETAIL
NTS
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MIN 300
Set Boulder Min 100mm Below 
Finished Grade Of Path On Min 
100mm Depth Compacted Granular 
Base

Compacted Granular Path 
(SCD-646)

Angular Limestone Boulder - 
Dimensions Approx 1200L x 600W 
x 600H
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1. DIMENSIONS ARE IN METRES EXCEPT FENCE 
DETAILSL8.D-3, CIP CONCRETE PAVEMENT AND  
CURB DETAIL L8.D4 BOLLARD DETAIL L8.D-5, 
PARK LIGHT PRECAST BASE DETAIL L8.D-5 
LIGHTING PILE AND BOULDER DETAIL L8.D-5

2. DIMENSIONS TO STREET CURB ARE TO 
OUTSIDE OF CURB

3. DIMENSIONS IN RED ARE FOR GRANULAR PATH 
AND SEATING AREA

4. DIMENSIONS IN GREEN ARE FOR FENCING, CIP 
CONCRETE CURB, SITE FURNITURE AND 
BOLLARDS

5. FENCE DIMENSIONS ARE TO POST CENTRES
RP: RADIUS POINT
R: RADIUS

LAYOUT NOTES


	10 [Layout Plan Lismore]
	1/19
	2/14
	2/13
	2/12


