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EXISTING ROOF CONSTRUCTION

EXISTING WEB ROOF SUPPORT JOISTS
TYPICAL

U-CHANNEL FASTENERS TO ROOF
STRUCTURE

12mm READY ROD
HANGER SUPPORTS 155 Ø EMT CONDUIT C/W BUS WASH CDP

POWER CONDUCTORS

PROVISION FOR AN ADDITIONAL 103mm  &
52mm DIA. EMT CONDUIT FOR FUTURE
EXPANSION

CONDUIT HANGER DETAIL
N.T.S.
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DESCRIPTIONDESCRIPTION

BREAKER I.C.:

FEEDER:

WIRE:

LOCATION:

MAINS:

PHASE:

NOTES:

FED FROM:

MOUNTING:

MAIN BREAKER:

VOLTAGE:

AMPS
TRIP

LOAD NO
CCT

AMPS
TRIP

LOADNO
CCT

600/347

-

SURFACE

MAIN SWITCHGEAR DISTRIBUTION No.2

3

400

WASH BAY

4

4 #750 kcmil R90 & 1 #3 AWG GRD IN 103 C

-

-
-
-
-

01
WASH CONTROL CENTER 10003

3P05
07

RELCAIM CONTROL CENTER 3009
3P11

SPACE 02
PANEL WR 15 kVA TRANSFORMER20 04
SPACE3P 06
SPACE 08
SPACE 10
SPACE 12

13
BLOWER CONTROL CENTER 17515

3P17
SPACE19
SPACE21
SPACE23

SPACE 14
SPACE 16
SPACE 18
SPACE 20
SPACE 22
SPACE 24

NEW
400A
3 POLE

100A
3 POLE

30A
3 POLE

175A
3 POLE

20A
3 POLE

4/C #3 AWG TECK
CABLE

4/C #10 AWG
TECK CABLE

4/C #2/0 AWG
TECK CABLE

4/C #12 AWG
TECK CABLE

100A, 600V 3P,
NON-FUSED
DISCONNECT
CSA 4
ENCLOSURE

30A, 600V 3P,
NON-FUSED
DISCONNECT
CSA 4
ENCLOSURE

200A, 600V 3P,
NON-FUSED
DISCONNECT
CSA 4
ENCLOSURE

30A, 600V 3P,
NON-FUSED
DISCONNECT
CSA 12
ENCLOSURE

4/C #750 kcmil IN
155 mm EMT
CONDUIT

WASH
CONTROL
CENTER

RECLAIM
CONTROL
CENTER

BLOWER
CONTROL
CENTER

4/C #3 AWG TECK
CABLE

4/C #10 AWG
TECK CABLE

4/C #2/0 AWG
TECK CABLE

4/C #12 AWG
TECK CABLE

EXISTING MAIN 600V, 3Ø, 4W SWITCHGEAR DISTRIBUTION No.2

CDP-WR, 400A, 600V, 3Ø, 4W, CSA TYPE 12 ENCLOSURE

15 kVA
600-120/208V
3 PHASE 4W
EPOXY POTTED
WALL MTD.
TRANSFORMER

PANEL WR
120/208V, 3Ø, 4W
24 CCT. IN CSA 12
ENCLOSURE C/W
40A 3 POLE MAIN

CIRCUIT
BREAKER

4/C #6 AWG TECK
CABLEREFER TO BUS WASH RACK

CONSTRUCTION DRAWINGS
FOR NUMBER AND SIZE OF
CABLES TO WASH RACK
EQUIPMENT AND CONTROL
DEVICES

N.T.S.


