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NUMBER | DRAWING NUMBER DRAWING TITLE
1 LD-9673 COVER SHEET
2 LD—-9674 DRAWING INDEX AND GENERAL NOTES
3 LD—9675 KEY PLAN AND MANHOLE SCHEDULE
4 LD—-9676 WENTWORTH STREET HECTOR AVENUE TO 10.0 N CARTER AVENUE
) LD-9677 WENTWORTH STREET 10.0 N CARTER AVENUE TO WEATHERDON AVENUE
6 LD—9678 WEATHERDON AVENUE STAFFORD STREET TO 104.0 E STAFFORD STREET
7 LD—-9679 WEATHERDON AVENUE 104.0 E STAFFORD STREET TO 65.0 E WENTWORTH STREET
8 LD—-9680 WEATHERDON AVENUE 65.0 E WENTWORTH STREET TO 40.0 E LILAC STREET
9 LD-9681 WEATHERDON AVENUE 40.0 E LILAC STREET TO ARBUTHNOT STREET
10 LD-9682 WEATHERDON AVENUE ARBUTHNOT STREET TO PEMBINA HIGHWAY
11 LD—-9683 LILAC STREET CARTER AVENUE TO LANE N WEATHERDON AVENUE
12 LD—-968 CARTER AVENUE 30 W STAFFORD STREET TO 62.8 W WENTWORTH STREET
13 LD—-9685 CARTER AVENUE 62.8 W WENTWORTH STREET TO 57.1 E WENTWORTH STREET
14 LD—-9686 CARTER AVENUE 57.1 E WENTWORTH STREET TO 14.3 E LILAC STREET
15 LD—-9687 CARTER AVENUE 14.3 E LILAC STREET TO 18.4 W ARBUTHNOT STREET
16 LD-9688 CARTER AVENUE 18.4 W ARBUTHNOT STREET TO PEMBINA HIGHWAY
17 LD—-9689 PEMBINA HIGHWAY CARTER AVENUE TO WEATHERDON AVENUE
18 LD—9690 PEMBINA HIGHWAY WEATHERDON AVENUE TO GRANT AVENUE
19 LD-9691 CIVIL STANDARD DETAILS (1)
20 LD—9692 CIVIL STANDARD DETAILS (2)
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1. INSTALL SEWER BY TRENCHLESS METHODS UNLESS OTHERWISE NOTED ON DRAWINGS. HYDRANT TOP "l‘ +
2. LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST o
INFORMATION AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES VALVE X X
ARE SHOWN OR THAT THE GIVEN LOCATIONS ARE EXACT. CONFIRMATION OF EE OR CROSS S A I
EXISTENCE AND EXACT LOCATIONS OF ALL SERVICES MUST BE OBTAINED FROM THE ——
INDIIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION. COUPLING OR BEND I |
3. CONTRACTOR TO CONFIRM THE LOCATION OF ALL UTILITIES/SERVICES IN THE FIELD o
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PRIOR TO CONSTRUCTION. EDUCE —_——d
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7. RENEW SEWER SERVICES TO R. | '
8. INSTALL SEWER SERVICE RISERS TO ELEVATION WHERE MINIMUM SLOPE OF 1% IS
MAINTAINED.
9. EXISTING SEWER AND LEAD PIPES SHALL BE INSPECTED IN ADVANCE OF
ABANDONMENT OR RECONNECTION TO LDS TO CONFIRM NO LIVE WASTEWATER
SERVICE CONNECTIONS REMAIN. ﬁﬁggﬁﬁﬁ%m
10. TICK MARKS ALONG EXISTING SEWER LINES REPRESENT AN ESTIMATION OF THE MANITOBA
LOCATION OF ACTIVE SERVICE CONNECTIONS BASED ON A REVIEW OF THE CITY OF Certificate of Authorization
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