
REMOVE EXISTING CONCRETE AND

PLACE NEW TYPE C1 CONCRETE

EXISTING REINFORCING

TO BE SAND BLASTED AND

EPOXY COATED

TOP OF CONCRETE DECK

AFTER SCARIFICATION

TAPERED TO GRADE AT EDGES.

POSITIVE GRADE TO BE MAINTAINED

AROUND NEW CONCRETE

GALVANIC ZINC ANODE INSTALLED AS

PER SUPPLIER'S RECOMMENDATIONS.

REFER TO ANODE PLACEMENT GUIDELINES.

BOTTOM OF TOP LIFT

2
5

M
I
N

.

SAWCUT MIN. 20mm DEEP AROUND

PERIMETER OF DELAMINATION AREAS,

EXCEPT FOR STRUCTURAL APPROACH SLABS

WHERE NO SAWCUT SHALL BE MADE

BARRIER REPAIRS,

SEE SHEET 05

EXISTING UPPER LIFT

OF DECK CONCRETE

EXISTING LOWER LIFT

OF DECK CONCRETE DELAMINATION REPAIR (TYP.)

AS LAID OUT BY CONTRACT ADMINISTRATOR

SEE DETAIL 3, THIS SHEET

WEST

25 mm DEEP SCARIFICATION IN

WEST TURNING LANE ONTO ASSINIBOINE AVE.

TOP OF NEW ASPHALT OVERLAY

EXISTING TOP OF CONCRETE DECK

DECK AFTER SCARIFICATION

NEW WICK DRAIN AND DRAINAGE PIPE,

SEE SHEETS 05 AND 06

BARRIER REPAIRS,

SEE SHEET 06

NEW WATERPROOFING MEMBRANE

C/W PROTECTION BOARD AND

80 mm ASPHALT OVERLAY

NEW WICK DRAIN AND DRAINAGE PIPE,

SEE SHEETS 05 AND 06

15 mm DEEP SCARIFICATION (TYP.)

IN THROUGH LANES

12600±

3
5
0
0
±

1
4
0
0
±

REMOVE AND REPLACE

ROADWAY SLAB (STAGE 2)

SD-213A AND 213B

EXISTING CATCHBASIN AND

ISOLATION SLAB (DO NOT DAMAGE)

ROADWAY JOINTS TO

MATCH EXISTING (TYP.)

EXISTING CRASH ATTENUATION

(DO NOT DAMAGE)

SOUTH APPROACH

SLAB ON GRADE

FULL DEPTH SAWCUT 150 mm

AWAY FROM FACE OF BARRIER

(DO NOT DAMAGE TRAFFIC BARRIER

OR SUPPORTING ROADWAY SLAB)

EXISTING BARRIER TO REMAIN.

SEE SHEET 06 FOR BARRIER REPAIRS

B

-

EXISTING ROADWAY JOINTS

DOWEL TO EXISTING

ROADWAY SLAB (TYP.)

SD-213B

TIE BAR TO EXISTING

ROADWAY SLAB (TYP.)

SD-213B

EXISTING PLANTERS

REMOVE AND REPLACE

ROADWAY SLAB (STAGE 1)

SD-213A AND 213B

EXISTING CATCHBASINS

(DO NOT DAMAGE)

REMOVE AND REPLACE

ROADWAY SLAB (STAGE 2)

SD-213A AND 213B

REMOVE AND REPLACE

ROADWAY SLAB (STAGE 2)

SD-213A AND 213B

JOINT BETWEEN STAGE 1

AND STAGE 2 WORKS

ROADWAY JOINTS TO

MATCH EXISTING (TYP.)

LIMIT OF SLEEPER SLAB,

SEE SHEET 05

12004500±

EXISTING

ROADWAY

JOINT

NORTH APPROACH

SLAB ON GRADE

REPLACE EXISTING COMPRESSION

SEAL WITH EMSEAL BEJS

REPLACE SAFETY MEDIAN - SD-226B

MATCH EXISTING

ROADWAY EMSEAL TO

EXTEND INTO SAFETY MEDIAN

EXISTING MANHOLE

(DO NOT DAMAGE)

8
5
0
0
±

1
1
5
0
0
±

ROADWAY EMSEAL TO

EXTEND INTO CURB

REPLACE TRANSITION BARRIER

SEE SHEET 06

NEW CURB - SD203A

LIMIT OF CONSTRUCTION

LIMITS OF

HPC HEADER

NORTH STRUCTURAL

APPROACH SLAB

ASPHALT OVERLAY

NORTH BRIDGE

EXPANSION JOINT

WICK DRAIN

WICK DRAIN

WICK DRAIN

DRAINAGE PIPE

5000

EXPANSION JOINT

NORTH ABUTMENT

L

C

LIMIT OF STRUCTURAL

APPROACH SLAB REPAIRS

350

350

FULL DEPTH SAWCUT 150 mm

AWAY FROM FACE OF BARRIER

(DO NOT DAMAGE TRAFFIC BARRIER

OR SUPPORTING ROADWAY SLAB)

EXISTING PLANTERS

B

-

D

05

C

05

E

05

EXISTING BARRIER TO REMAIN.

SEE SHEET 06 FOR BARRIER REPAIRS

F

06H

06

WICK DRAIN

DRAINAGE PIPE

14200±

10000±

SHEAR KEYS

SHEAR KEYS

REMOVE AND REPLACE

ROADWAY SLAB (STAGE 1)

SD-213A AND 213B

G

06

EAST

EXISTING CONCRETE

TRAFFIC BARRIER

EXISTING CONCRETE ROADWAY

(DO NOT DAMAGE)

TIE BAR TO EXISTING

ROADWAY SLAB

SD-213B

NEW CONCRETE ROADWAY

SD-213A

150

FULL DEPTH SAWCUT

2
5
0
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STRUCTURAL DETAILS 1 OF 3

04

3

-

DELAMINATION REPAIR

1:5

ANODE PLACEMENT GUIDELINES:

1. CLEAN THE STEEL REINFORCEMENT

2. SECURELY FASTEN THE ANODE UNITS PER MANUFACTURER

RECOMMENDATIONS.

3. MINIMUM OF ONE ANODE PER 300 mm X 300 mm (0.09m

2

) AREA.

4. VERIFY ANODE-TO-STEEL AND STEEL-TO-STEEL CONTINUITY

WITHIN THE PATCH. A VALUE BETWEEN 0 AND 1 OHM SHOULD BE

ACHIEVED FOR EACH ANODE-TO-STEEL AND STEEL-TO-STEEL

CONNECTION.

A

02

SECTION

1:25

11

NOTES:

1. SCARIFICATION DEPTH TO BE 15 mm FOR ALL FOUR THROUGH

LANES. SCARIFICATION DEPTH TO BE 25 mm FOR THE TURNING

LANE ONTO ASSINIBOINE AVENUE.

2. THE CONTRACT ADMINISTRATOR WILL CONFIRM

SCARIFICATION TARGETS WERE ACHIEVED ONCE

CONTRACTOR HAS COMPLETED THE SCARIFICATION.

3. THE CONTRACT ADMINISTRATOR WILL LAY OUT ANY

REMAINING CONCRETE DELAMINATIONS (IF ANY) FOR REPAIR

BY THE CONTRACTOR.

4. AFTER REPAIR OF ANY CONCRETE DELAMINATIONS AND

INSTALLATION OF THE WATERPROOFING SYSTEM, THE

CONTRACT ADMINISTRATOR WILL PROVIDE GRADES FOR

ASPHALT PAVING.

5. ASPHALT THICKNESS MAY VARY, HOWEVER A MINIMUM OF 80

mm SHALL BE PLACED OVER TWO LIFTS.

1

02

PLAN - SOUTH ROADWAY

1:100

2

02

PLAN - NORTH APPROACH

1:100

B

-

SECTION - ROADWAY SLAB AT BARRIERS

1:10

SOUTH APPROACH SIMILAR, EXCEPT FOR

ROADWAY SLAB DETAILS, SEE DETAIL 1.

BARRIER REPAIRS NOT SHOWN, SEE SHEET 03 FOR

LOCATIONS AND SHEET 06 FOR REPAIR DETAILS.

BARRIER REPAIRS NOT SHOWN, SEE SHEET 03 FOR

LOCATIONS AND SHEET 06 FOR REPAIR DETAILS.
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