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BISHOP GRANDIN

MATCHLINE: STA. 2+065

NOTES:
1.

ALL WORK AND MATERIAL TO BE IN ACCORDANCE WITH LATEST
REVISION OF THE CITY OF WINNIPEG STANDARD
CONSTRUCTION SPECIFICATIONS.

LEGAL PLAN AND UNDERGROUND INFORMATION FROM CITY OF
WINNIPEG LBIS. CONTRACTOR TO VERIFY ALL UNDERGROUNDS
IN THE FIELD.

BUS STOP SHELTER

3. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO AVOID
DAMAGE FROM CONSTRUCTION ACTIVITIES TO TREES WITHIN
THE LIMITS OF CONSTRUCTION.

4. LOCATION OF EXISTING SERVICES TO BE CONFIRMED IN THE
FIELD BY THE CONTRACT ADMINISTRATOR

5. LIMITS OF CURB RENEWAL TO BE FINALIZED IN THE FIELD BY

6.

CAUTION: WATCH OUT
FOR STREET LIGHT CABLE

THE CONTRACT ADMINISTRATOR.
LIMITS OF BOULEVARD GRADING TO BE FINALIZED IN THE FIELD
BY THE CONTRACT ADMINISTRATOR.

REGRADE EXISTING GRANULAR
SHOULDER AS REQUIRED OR AS
DIRECTED BY THE CONTRACT
ADMINISTRATOR

MATCHLINE: STA. 2+255
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