ST.ANNE'S Rp

NOTES:

1. ALL WORK AND MATERIAL TO BE IN ACCORDANCE WITH LATEST
REVISION OF THE CITY OF WINNIPEG STANDARD
CONSTRUCTION SPECIFICATIONS.

2. LEGAL PLAN AND UNDERGROUND INFORMATION FROM CITY OF

3. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO AVOID

DAMAGE FROM CONSTRUCTION ACTIVITIES TO TREES WITHIN 6.
THE LIMITS OF CONSTRUCTION.

4. LOCATION OF EXISTING SERVICES TO BE CONFIRMED IN THE

FIELD BY THE CONTRACT ADMINISTRATOR

REGRADE EXISTING GRANULAR
SHOULDER AS REQUIRED OR AS
DIRECTED BY THE CONTRACT

ADMINISTRATOR

——— DARK FIBER NETWORK - - —

THE CONTRACT ADMINISTRATOR.
LIMITS OF BOULEVARD GRADING TO BE FINALIZED IN THE FIELD
BY THE CONTRACT ADMINISTRATOR.

BISHOP GRANDIN BLVD

CAUTION: WATCH OUT
FOR STREET LIGHT CABLE

250 060 REGRADE GRANULAR SHOULDER
EXISTING WHERE REQUIRED AS DIRECTED
MOUNTABLE 0.25 ROUNDING BY THE CONTRACT ADMINISTRATOR
CURB \
TOPSOIL AND SEED I A
va WHERE REQUIRED AS
932 Ries / DIRECTED BY THE SHOULDER EDGE STA = 1+096.00 .
5 T EX TOP OF ELEV = 232.143 5
CONTRACT ADMINISTRATOR
b BACK OF CURB STA = 14074.26 STA = 1+116.30
== (CONTROL LINE) ELEV = 232.095 ELEV = 232.042
75 mm TYPE 1A ASPHALT STA= 1e1a7.7
100 mm BASE COURSE =1+137.
250 mm - 50 mm SUB-BASE MATERIAL S&’V_tg%‘z‘g 0.22% ELEV'="231.784
SEPARATION GEOTEXTILE FABRIC [ =l —_— — — _050%
EX GUTTER 0T8% _ —— —_—
2320 TYPICAL SECTION - — — 232.0
SCALE: H = 1:100, V = 1:50 STA = 1+034.77 —_— ~20y
ELEV = 231.771 0
—_
2315 EX GROUND AT 2315
PROPOSED
EX GRANULAR SHOULDER EDGE SHOULDER EDGE
AT APPROXIMATELY 3.5 m (TYP)
231.0 231.0
0+975 14000 14025 14050 14075 14100 14125
i::if,;:::p_,::::;::;i: _— = e -
1
____________ - ———— 1
e
‘j 1
g
‘ . v
! <
| ¥
4+050 | | -
X J— _ 4—_—_ _— — :
R o { — l—— —+ <
(232.095) (232.042) N n
e - — — — ———— L — g
=]
I
O
=
<
=

WINNIPEG LBIS. CONTRACTOR TO VERIFY ALL UNDERGROUNDS
IN THE FIELD. 5. LIMITS OF CURB RENEWAL TO BE FINALIZED IN THE FIELD BY
B.M. DESIGNED ENGINEER'S SEAL O
TJH <
LEGEND METRIC i THE CITY OF WINNIPEG
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