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2.5m OF 525Ø SDR

SEWER REPAIR
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REFERENCE NOTES:

A. PAVEMENT DIMENSIONS ARE TO BACK OF CURB

B. BASELINE IS CENTRE LINE ROADWAY

C. PROPERTY LINES OBTAINED FROM CITY OF WINNIPEG L.B.I.S., AND NO SCALE

FACTOR WAS APPLIED

D. REFER TO AECOM FIELD BOOK NO. 5059

CONSTRUCTION NOTES:

1. REMOVE EXISTING PAVEMENT AND CONSTRUCT NEW 150mm

REINFORCED CONCRETE PAVEMENT c/w 95mm AVG ASPHALT OVERLAY

2. CONSTRUCT NEW CONCRETE BARRIER CURB (100mm REV. HT. SEPARATE)

3. RENEW EXISTING CONCRETE BARRIER CURB (100mm REV. HT. DOWELED)

4. CONSTRUCT NEW MODIFIED BARRIER CURB (150mm REV. HT. DOWELED)

5. RENEW EXISTING 100mm CONCRETE SIDEWALK

6. CONSTRUCT NEW CURB RAMP (10-12mm HT. INTEGRAL)

7. CONSTRUCT NEW CURB RAMP (10-12mm HT. MONOLITHIC)

8. ADJUST EXISTING CATCH BASIN/MANHOLE TO GRADE

9. REMOVE EXISTING FRAME AND COVER AND PLACE NEW FRAME AND COVER

(AP-006/AP-007)

10. INSTALL NEW CAST IRON RISER RING

11. ADJUST EXISTING WATER VALVE TO GRADE

12. REMOVE EXISTING FRAME AND COVER AND PLACE NEW FRAME AND COVER

(AP-0011/AP-0012)

13. CONSTRUCT NEW ASPHALTIC PAVEMENT TYPE 1A (95mm AVG THICKNESS)

14. CONSTRUCT NEW CONCRETE LIP CURB (40mm REV. HT. INTEGRAL)

15. REMOVE EXISTING CATCH PIT/ CATCH BASIN AND PLUG EXISTING LEAD

16. INSTALL NEW CURB & GUTTER INLET c/w CATCH BASIN (SD-024) AND CONNECT

TO EXISTING 375 CONCRETE CS

17. ADJUST PAVING STONES TO GRADE

43 - W. SIDE MAIN ST. BTW'N. CARRUTHERS

AVE. & MCADAM AVE., TBLT. IN E. CONC

FOUNDATION NI.1520 MAIN STREET, 9m S. &

0.2m BELOW BRICK OF N.E. COR. OF BLDG.

ELEVATION: 232.044

02/14/20
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