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ELECTRICAL POWER & SYSTEMS RENOVATION NOTES: "/ |"

ALSO SEE NOTES & SPECIFICATIONS.

ALL WIRING & CABLING SHALL BE IN EMT & CONCEALED IN PLASTER OR DRYWALL CAVITY
FOR FINISH SPACES - CONCRETE BLOCK WALLS CAN BE SURFACE MOUNT EMT WHEN
PATHWAY IS NOT AVAILABLE.

ALL NEW COMMUNICATION WIRING & CABLING IN CRAWLSPACE & CEILING SPACE SHALL BE
PLENUM RATED (FT6) AS PER SPECIFICATION DRAWING & PER LATEST CEC.

1. RESMHO(;/V%NEXHAUST FAN & LIGHT DEVICE BOXES & RELOCATE CIRCUITS TO NEW LOCATION

2. WIRE NEW EXHAUST FAN & (OS-1) SENSOR W/FAN USING EXISTING EXHAUST FAN CIRCUIT
& MOUNT HEIGHT.

3. REPLACE EXISTING LUMINAIRE & WIRE NEW LUMINAIRE TO EXISTING LIGHT CIRCUIT TO
NEW LOCATION OF (0S-1) SENSOR W/FAN.

4. REPLACE EXISTING LUMINAIRE & EXHAUST FAN. WIRE NEW LUMINAIRE & NEW EXHAUST
FAN TO EXISTING LIGHTING CIRCUIT WITH NEW SWITCH.

5. PROVIDE NEW SINGLE POLE HUMIDITY SENSOR IN RECESSED DEVICE BOX. WIRE TO NEW
SHOWER EXHAUST FAN USING EXISTING WASHROOM EXHAUST FAN CIRCUIT.

6. WIRE NEW LUMINAIRE TO EXISTING WASHROOM LIGHTING CIRCUIT.

7.PROVIDE LUMINAIRES USING EXSITING LIGHTING CIRCUIT WITH LOW-VOLTAGE WIRING
FOR POWER/RELAY PACK. WIRE TO NEUTRAL AS PER CODE.

8. PROVIDE WALL-MOUNTED 2-CHANNEL DIMMER TO DAISY CHAIN TO nLIGHT SYSTEM WITH
PLENUM RATED CAT5e, COLOUR WHITE. USE J-HOOKS TO SUPPORT CABLE BUNDLES.
ROUTING SHALL BE PARRALLEL & PERPEDICULAR TO BUILDING STRUCTURES. AFFIX
nLIGHT LUMINAIRE NETWORK ID STICKER TO REFLECTOR éFlNlSH SPACE SIDE& &ALSO
AFFIX DUPLICATE nLIGHT LUMINAIRE NETWORK ID STICKER ON DRAWING FO
PROGRAMMING nLIGHT SYSTEM.

8.1. PROGRAM 2-CHANNEL DIMMER:
8.1.1. CHANNEL 1; EAST & WEST
8.1.2. CHANNEL 2; MIDDLE

9. REMOVE LOCKER ROOM WALL SPEAKER & PROVIDE NEW CEILING SPEAKER USING
EXISTING WIRING TAPPED AT SAME (OR LESS& WATTAGE AS EXISTING SPEAKERS.
ENSURE SPEAKERS & EXISTING AMPLIFIER ARE BALANCED NOT TO EXCEED THE
MAXIMUM POWER OF EXISTING AMP IN BASEMENT STORAGE ROOM B-10, PA CABINET.

10. REPLACE EXISTING SPEAKERS THROUGH OUT BUILDING & REPLACE WITH NEW
SPEAKERS. USE EXISTING WIRING TAPPED AT SAME éOR LESSK WATTAGE AS EXISTING
SPEAKERS. ENSURE SPEAKERS & EXISTING AMPLIFIER ARE BALANCED NOT TO EXCEED
EREII\,\/IIE\_)'_(IMUM POWER OF EXISTING AMP [N BASEMENT STORAGE ROOM B-10, PA

11. PROVIDE EMERGENCY BATTERY BANK 2-HEAD UNIT & REMOTE 2-HEADS. WIRE &
CONNECT TO AREA LIGHTING CIRCUITS TO VOLTAGE ZONE SENSING RELAYS.
11.1.PROVIDE EMERGENCY BATTERY SIGN/LIGHT COMBO. WIRE & CONNECT TO AREA
LIGHTING CIRCUIT TO VOLTAGE ZONE SENSING RELAY.

12. EXISTING POWER, COMMUNICATION WIRING & CABLING TO COMPLETELY INTEGRATED
INTO NEW "L" SHAPE (48" x 48"& LEGRAND 5500 SERIES WHITE RACEWAY WITH
2-COMPARTMENTS (BOTTOM;POWER,, UPPER;COMMUNICATIONE). PROVIDE ALL
NECESSARY COMPONENTS TO A FULLY FUNCTIONAL WATCH DESK. MOUNT ONTO
EXISTING WALLS RESTING ON NEW WATCH DESK.

12.1.PROVIDE DUPLEX (5550-WH, DEVICE INLINE BRACKET; 5507D-WH, DUPLEX
RECEPTACLE FACEPLATE) SPACED AS SHOWN.

12.2.PROVIDE DUPLEX (5550-WH, DEVICE INLINE BRACKET; 5507D-WH, DUPLEX
RECEPTACLE FACEPLATE) & (2) 5507RJ-WH, DUAL RJ11/RJ45 CONNECTOR FACEPLATE
W/ 4 BLANK RJ45 PORTS.

12.3.PROVIDE COMPONENTS TO ACCOMMODATE EXISTING "WAKE" PUSH BUTTON.
REMOVE EXISTING "WAKE" BOX, FACEPLATE & MODIFY EMT TO ALLOW "WAKE"
WIRING & PUSH BUTTON TO MOUNT INSIDE FOR A FLUSH PUSH BUTTON
APPEARANCE ON RACEWAY. REUSE FACEPLATE, IF REQUIRED. LABEL "WAKE".

12.4.PROVIDE COMPONENTS TO ACCOMMODATE EXISTING TRAFFIC LIGHT MUSHROOM
BUTTON. REMOVE EXISTING TRAFFIC LIGHT MUSHROOM BUTTON BOX & MODIFY EMT
TO ALLOW WIRING & MUSHROOM BUTTON TO MOUNT INSIDE FOR A FLUSH
MUSHROOM BUTTON APPEARANCE ON RACEWAY. REUSE FACEPLATE, IF REQUIRED.
LABEL "TRAFFIC LIGHT".

12.5.PROVIDE COMPONENTS TO ACCOMMODATE EXISTING MICROPHONE INPUT TO
ALLOW WIRING TO MOUNT INSIDE FOR A FLUSH APPEARANCE ON RACEWAY. REUSE
FACEPLATE, IF REQUIRED. LABEL "MIC INPUT".

12.6.PROVIDE 5550-WH, DEVICE INLINE BRACKET; (2) 5507RJ-WH, DUAL RJ11/RJ45
CONNECTOR FACEPLATES TO ACCOMMODATE (3 OR 4) EXISTING RJ45 LAND LINES.

13. PROVIDE 7(2 SINGLE GANG SURFACE-MOUNT DUPLEX RECEPTACLES WITH RED
FACEPLATE ON WEST WALL. WIRE FROM EXISTING RED FACEPLATE DUPLEX
RECEPTACLE CIRCUIT ON NORTH WALL.

14. PROVIDE WALL MOUNTED LEGRAND 2400D STEEL RACEWAY (2-PIECE, DUAL-CHANNEL),
WHITE, TO CONCEAL TV POWER CORD & HDMI CABLES FROM TV REAR TO TOP
LEGRAND 5500 SERIES RACEWAY.
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GENERAL NOTES:
ALSO REFER TO ELECTRICAL SPECIFICATIONS

THIS DRAWING SHALL NOT BE SCALED. CONSULT WITH CLIENT AND DESIGNER ON ANY
CONCERNS.

SUBMISSION OF SITE MARK-UPS, AS-BUILTS, OPERATING & MAINTENANCE MANUALS AND
QOTHER SUPPORTING DOCUMENTS TO CLIENT ARE MANDATORY AT THE COMPLETION OF THIS
PROJECT.

THE CONTRACTOR SHALL VISIT THE SITE AND ENSURE ALL DIMENSIONS, DATUM, AND
DETAILED INFORMATION SHOWN ARE CORRECT.

THE CONTRACTOR IS TO REVIEW AND COORDINATE ALL ARCHITECTURAL, MECHANICAL AND
ELECTRICAL COMPONENTS FOR ADDITIONAL OPENINGS THROUGH FLOORS, WALLS, AND
CEILINGS FOR DUCTS, PIPES & ELECTRICAL RISERS AND ALL OPENINGS NOT SHOWN ON
DRAWINGS.

ALL OPENINGS THROUGH FIRE ASSEMBLIES INCLUDING FLOORS AND CEILINGS ARE TO BE FIRE
STOPPED AND SEALED WITH ULC APPROVED FIRE STOPPING TO MAINTAIN THE INTEGRITY OF
THE FIRE SEPARATION, AND PROVIDE A SMOKE-TIGHT BARRIER.

ALL PRODUCTS AND MATERIALS TO BE USED AND INSTALLED SHALL CONFORM WITH
MANUFACTURER'S SPECIFICATIONS, APPLICABLE CODES AND AUTHORITY HAVING
JURISDICTION.

THE CONTRACTOR SHALL BE RESPONSIBLE TO PATCH AND MAKE GOOD ALL EXISTING
CONSTRUCTION AFFECTED BY THE REMOVAL OF ALL ITEMS FORMING PART OF THE
RENOVATION WORK.

ALL ABANDONED (KNOWN & UNKNOWN) ELECTRICAL FIXTURES, COMPONENTS, RECEPTACLES
& DATA CABLING SHALL BE REMOVED BACK TO SOURCE & TERMINATED AS PER APPLICABLE
CODES.

WARNING:

ASBESTOS MAYBE PRESENT BEHIND WALLS, CEILING SPACE & FLOORS.
IF ASBESTOS & ANY HAZARDOUS MATERIAL IS FOUND, STOP WORK
IMMEDIATELY & CONTACT CITY OF WINNIPEG, CENTRAL CONTROLS, PH:
204-986-2351.
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